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FOREWORD

The Applied Physics Laboratory (APL), a division of The Johns Hopkins
University, is located in Howard County, Maryland, midway between Baltimore
and Washington. Its work is carried out under contractual agreements between
the University and the federal, state, and local governments. APL employs a
staff of more than 2600 including 1430 professional scientists and engineers, of
whom more than half have advanced degrees. Their ideas are implemented and
extended through several field activities and a network of associate contractors
and collaborators from coast to coast.

The primary mission of APL is to enhance national security by applying
advanced science and technology to the solution of problems important to na-
tional objectives. The Laboratory conducts programs in fundamental and ap-
plied research, exploratory and advanced development, component engineering,

systems engineering and integration, and test and evaluation of operational sys-
tems. Approximately 85% of the Laboratory's effort is for the Department of
Defense (76% for the Navy and 9% for other DoD agencies). The remaining
15% is devoted to nondefense areas, including space research.

The current programs at APL cover a wide range of activities. Many are

broad in scope, long term, or highly classified, and therefore not reportable
herein. The articles for this document are solicited annually from the whole Lab-
oratory. The writers are individuals or small groups who have been personally
involved in particular efforts and are motivated to report to a wider audience
than they usually communicate with. For these reasons, this publication does not

nessarity represent all the ao s ts of APL during fiscal year 192 (1
October 1961 though 30 September 192).

APL was organized in 1942 under the auspices of the Office of Scientific
Resach and Development to develop a prozmity (VT) fuze for antiaircraft de-
fenw; that was the principal effort during World War I!. The era of emerging
guidekdmsse techuolg extended from about 1944 to 1956. During that time,
APL concntated on providing better w defens for the Flest by developing a
family of shlpborne eurfamo-e miessles. The Navy-sponored "Bumblelbee"
program poeeM d my besi Vuded-seile thooWat e used in other
sir, surface, and Ar-'mnessile Program

h era of imp,- so siwe eael began is 19% with the commis-
sioming of te filrst gaided-smais cris (e experine pined during that per-
iod has found applicaion in maM slysem of w to the Navy tn varios war-
fare ares and to otds rndmh of de g ensm Smfl a activites am
proe4edng in arm of special API. c ow , n @advanced radar tech-
nk- , Missile proplsim. mai onumm. cmmriu .and cmbat sys-
tue integraton. r

Of the newerweapOm symm programs, the Aegs Shibuilding Project it
of major imspoance. LS n ('G-47). commssamaid n Janmry
1s3 the tu ship ma ne clas of multuamssuons gided mssl cnsers that
win carry the As seface-to.-w eao ssm Tl 1iewt eryo is Technical .

4 Advisor to the Navy in the dmugn and Adevaa of i e Aes system. APL
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now has the broader challenge of integrating the system into the operations of
the battle group. This effort, for which APL is Technical Direction Agent, in-
cludes the design and development of the Battle Group Anti-Air Warfare Coor-
dination System exploiting the operation of Aegis cruisers with other ships and
aircraft of the battle group. Other areas of tactical systems support involve avia-
tion countermeasures as well as the improved effectiveness of Tomahawk and
Harpoon cruise missiles. APL has a major role in the conceptualization of future
command, control, and communications (C3) systems to facilitate the operation
of Naval forces. Both strategic and tactical aspects of the C3 process are being
examined. An important increasing effort at APL involves assessing the inte-
grated performance of all the above systems.

The Laboratory continues to provide technical evaluation of the opera-
tional Fleet Ballistic Missile (FBM) System. Quantitative test and evaluation pro-
cedures are applied to every newly commissioned ballistic missile submarine.
Similarly, APL currently provides precise evaluation of the Army's Pershing
Missile programs. Significant programs are also under way for Naval strategic
communications and tactical targeting. Since 1970, APL has had the responsibil-
ity for planning and conducting a significant technical program to ensure the se-
curity of the FBM submarine fleet against possible technological or tactical
countermeasures. The approach is to quantify all physical and tactical means
that might be developed to detect, identify, and track our submarines and to pro-
pose and evaluate suitable countermeasures and tactics.

APL has a significant space program. It started with the Navy Navigation
Satellite System, originally kno*n as Transit, one of the Laboratory's most im-
portant accomplishments since the wartime proximity fuze and the surface-to-air
missile program. APL invented the concept, designed and built the initial satel-
lite constellation, and set up and operated a worldwide satellite tracking net-
work. The APL Space Program has greatly expanded and is now applied to the
design and construction of a broad range of scientific satellites and spaceborne
scientific experiments for NASA and the DoD.

With the encouragement of the DoD, APL is applying its talent and the
experience developed in DoD programs to a number of government-sponsored
civil programs. Some examples of the areas to which attention has been devoted
in recent years are biomedical research and engineering; transportation; fire re-
search; reduction of pollution of the biosphere; ocean thermal, geothermal, and
flywheel energy systems; air traffic control; leak detection in natural-gas distri-
bution lines; and advanced education.

By the extensive and intensive use of integrated circuits and microproces-

sor logic in satellites, in radar and other naval systems, and in biomedical engi-
neering and other civil areas, APL has become a recognized leader in the area of
computer technology. Furthermore, it continues to pioneer in innovative appli-
cations of computers of all sizes to problems of national importance. This trend
is underscored throughout the document by the frequent references to comput-
ing as an integral part of most of the accomplishments reported herein. $
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To support its R&D activities through knowledge and experience in ad-
vanced research, the Laboratory performs fundamental research in biological,
chemical, mathematical, and physical sciences related to its various missions.
Through unique applications of system engineering, science, and technology to
the needs of society, APL has enhanced the University's tradition of excellence
while gaining worldwide recognition of its own.
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INTRODUCTION

During the initial development of the antiaircraft guided missile and its
early introduction for service use, the APL staff worked with the Navy's equip-
ment contractors to acquaint them with the characteristics of these new weapons.
The role of the Laboratory necessarily expanded with the assumption of respon-
sibility for technical direction of the Navy's antiair-warfare guided missile sys-
tems in the late 1950's and for the evaluation of the strategic missile systems in
the 1960's.

The challenge to the Fleet posed by manned supersonic bombers and their
air-to-surface missiles attacking en masse under the cover of electronic counter-
measures requires a radical departure from the relatively primitive, human-in-
tensive control procedures that grew out of World War II.

Working first with analog and then with digital electronic computational
techniques, the Navy has produced tactical data and weapon systems that relieve
weapons personnel of much of the routine associated with a fighting ship. APL
has made and continues to make important contributions in this evolution. In
addition to its characteristic drive to discover and apply the basic principles un-
derlying a problem, the Laboratory has brought to the Navy weapon community
an understanding of the potential capabilities of the emerging world of electronic
computation and automation.

APL has contributed to defining the basic structure of shipboard combat
systems and to allocating functions consistently among the sensor, command,
support, and weapon elements of these very complex systems. Such consistency
of structure has aided technical interchange among major developments in which
APL has played a role, including the Aegis Weapon System, Terrier and Tartar
New Threat Upgrades, and, most recently, the new multimission DDG-51 Com-
bat System.

Anticipating the potential threat of antishipping missiles, the Laboratory
has focused its recent efforts on the definition and development of techniques
that allow weapon systems to respond to a threat in minimum time while provid-
ing the requisite control capability for the several levels of tactical command. In-
tegral to Laboratory efforts in this and other areas of weapon control is the iden-
tification of data processing and distribution approaches that allow the imple-
mentation of practical and economical designs - designs that provide requisite
hardness to equipment casualty or battle damage.

The main thrust of the Laboratory's work in the strategic systems area
was in developing and assisting in the conduct of an independent evaluation pro-
gram for the Navy's Fleet Ballistic Missile (FBM) Weapon System that featured
combined technical and operational testing that is continuous throughout the life
of the weapon system. That program has continued and expanded to the current
evaluation of the performance of the Navy's operational submarine launched '

ballistic missile weapon systems: Poseidon, Trident I, and Trident It. For those
systems, quantified estimates of performance under operational conditions are
derived, sources of system inaccuracy and unreliability are identified for correc-
tive action or future improvement, and weapon system readiness for operational

12 deployment is assessed.
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In the mid-1960's, the Laboratory was requested by the U.S. Army to
expand its strategic evaluation effort to develop and conduct an evaluation pro-
gram for the Pershing Weapon System in its strategic role in Europe. The pro-
gram, which was to be modeled as closely as possible after the evaluation pro-
gram for the Navy's FBM Weapon System, continues today with the data
collected and analyzed from test exercises performed on "alert" sites in Europe
and from Operational Tests conducted in the United States.

1.
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SWITCH-TUBE MODULATOR FOR THE AEGIS
CROSSED-FIELD AMPLIFIER

R. E. Rouse

A brassboard switch-tube modulator that uses a High-voltage
new long-life switch tube and can operate at twice the power Supply
duty factor of the AN/SPY-IA radar has been devel- CF

oped. The modulator can be retrofitted into the SPY-
]A radar or used in advanced Aegis systems. Prime

power

Triggers

BACKGROUND

The transmitter in the Aegis SPY-lA radar has
78 crossed-field amplifier (CFA) tubes, each of which is
individually cathode pulsed by a Y-633 switch tube that
has demonstrated less than desired reliability. A new
switch tube, the Y- 633A, was developed to correct the pow"

problem, but it requires an additional 200 W of fila-
ment power and is not a direct replacement. Further-
more, most of the radar system upgrades that have
evolved require that the modulator be operated at
higher power levels. Consequently, to incorporate the
Y-633A and those upgrades into the SPY-lA radar, the '
switch-tube modulator had to be modified. There was
concern whether a modulator using the Y-633A switch Figure I - The basic CFA stage of the transmitter.
tube and demonstrating the upgraded performance
could be built in the same size package as the present
modulator. To prove the feasibility of such a modula-
tor, APL designed and built a brassboard suitable for
retrofit into the driver stage of the SPY-IA radar. 2. Have the same system interface connections;

3. Provide about 40% more power to the

DISCUSSION switch-tube filaments;

Figure 1 is a diagram of the driver CFA stage of 4. Operate at twice the duty factor of the present
the transmitter. The modulator chassis is mounted on modulator;

insulators and is connected to the - 18 kV output of the 5. Provide twice the peak grid current to the %
high-voltage power supply. Prime power and triggers switch tube (four times the average power);
are brought to the chassis through high-voltage isola- 6. Operate with pulse widths to 100 p; and
tion transformers mounted on the chassis. The modula-
tor chassis operates two CFA's and contains two switch 7. Provide a switch-tube grid pulse of I kV and
tubes. The grid driver circuits in the present SPY-lA 1.5 A, with 0.1 As rise and fall times.
modulator use two 4CPX250 tetrode tubes in a boot- The requirements for the pulse width and rise
strap circuit to generate a I kV grid pulse and two time are more stringent than are presently needed, but
4CPX250 tubes as a "tailbiter." The grid drive circuit the extra performance provides a margin to accommo-
dissipates about 200 W and requires a fan to cool the date possible new waveforms.
tubes. The modulator power supplies are simple, unreg-
ulated transformer-rectifier circuits. To handle the modulator's increased power ca-

pability in the same size package without incurring ther-
The new modulator had to satisfy the following mal problems, the redesign effort concentrated on re-

requirements: ducing the amount of power dissipated in the modula-

I. Have the same size and shape as the present tor chassis. The major design areas were the power-iso-
modulator to ensure retrofit into the SPY-i A lation transformer, the grid-drive circuits, and the mod- .4

14 radar; ulator power supply system.
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Transformer Design + 300 V

Attempts to build commercially a transformer of
the required power capability and size were unsuccess-
ful; therefore, APL designed and built the power-isola-
tion transformer. It is rated for three phase, 400 Hz
operation at 2.2 kW and 20 kV isolation between the
primary and secondary windings. The power dissipated
in the transformer results fro mn core losses and resistive f To
losses in the windings. To minimize the core losses, cut switch-
C-cores fabricated from 2-mil-thick PermalloyS0 tape Trigger tube
are used. The winding losses are minimized by having unit grid

the lowest possible winding resistance consistent with
the available space. Most of the power is in the wind-
ings that supply the switch-tube filaments (7.5 V, 100 A
per tube). The windings were machined from 1/4 in.
copper plates to provide the maximum winding cross l*
section. The winding supports were designed to allow
the free flow of oil between the windings for efficient Clamp

cooling. votag

The transformer was built and successfully supply
tested at high potential to 20 kV. The rise in tempera-
ture of the case and the oil was measured while operat- + 500 V
ing into a full 2.2 kW resistive load. The temperatures Figure 2 - The basic grid-drive circuit.
required about 8 h to stabilize. The case temperature
rose 45*C and the oil 55*C.

Grid-Drive Circuit 1.7 A, 100 ps pulse with a 0.09 ps rise time and a 0.15 us
fall time. Separate drive circuits are used for each

To provide the extra grid-drive power and to re- switch tube.
duce the power dissipated in the modulator, APL used
power-switching transistors instead of tubes. The power
switching rate had to be greater than 15 kW/ps to ob- Modulator Power Supply
tain a 0.1 ps rise time. Power field-effect transistors_ (FET's) were chosen because they best met the switch- Power supply voltages to the grid-drive circuits
ingsd weqiremhosent becauetheybet m vlte sitc- o are regulated to minimize the operating dynamic rangeing-speed requirement. The maximum voltage rating of of the FET and the power dissipated in the grid-drive

e wcircuits. A high-frequency flyback-type power supply
To provide a I kV grid pulse and to limit the en- provides four independent regulated voltages from a

ergy transferred to the transistor in the event of a high- single driver-regulator circuit. Figure 3, a basic sche-
voltage arc in the switch tube, APL used a voltage step- matic of the power supply, shows how the secondary
up pulse transformer between the FET and the switch- voltage from the power isolation transformer is directly
tube grid. Attempts to purchase or build a pulse trans- rectified to DC. An FET generates a pulse on the trans-
former that could pass a 0.1 ps rise, 100 us wide pulse former primary to establish a magnetic field in the
were unsuccessful; therefore, APL developed a circuit transformer's core. When the primary pulse ends, the
(Fig. 2) to synthesize the desired grid pulse from three energy stored in the core produces flyback voltages in
pulses. A 5-ps-long pulse provides the 0.1 ps leading the secondary windings, which in turn are rectified to
edge, and a 95 ps pulse with about a 2 us rise and fall DC output voltages. The energy stored in the core is
time supplies the mid part of the pulse. The third is a 5 controlled by the width of the FET pulse, thereby deter-
ps negative pulse that functions as a tailbiter. The three mining the output voltage. The pulse frequency is about
pulses are combined in a diode-resistor network to give 20 kHz. The transformer uses a Ferroxcube EC70-3C8
the desired grid pulse. The amplitude of the grid pulse is core. A similar power supply provides the screen
clamped by a diode to the clamp-voltage power supply, voltage for the switch tube. Screen voltage must not be
Because of the action of the clamp, the amplitude and applied to the switch tube before the grid bias is ap-
timing match of the three pulses are not critical. The plied. The delay is achieved by inhibiting pulsing of the
final design of the grid-drive circuit produces a I kV, FET in the screen power supply until the grid bias is is
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Figure 3 - The basic modulator power supply.

established. The overall efficiency of the power supply Figure 4 - The switch-tube modulator.

is about 80%.

The complete modulator has been assembled and ACKNOWLEDGMENTS
tested successfully at low voltage. Figure 4 is a photo-
graph of the modulator. Results to date verify that a T. F. Paraska detailed, constructed, and tested
modulator with the increased performance capability in most of the electrical design. W. T. Howarth did the
the same size package as the SPY-IA modulator is mechanical design.
feasible. An existing APL radar transmitter is being
adapted for modulator operation and testing at high
voltage. This work was supported by NAVSEASYSCOM. PMS-400B.
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RADAR ELECTROMAGNETIC ENVIRONMENT SIMULATOR

C. Phillippides

APL provided technical guidance and assistance of both the radars, their IFF systems, and the desired
in the development and testing of the Radar Electro- environmental effects and jamming. Development of
magnetic Environment Simulator Model 201 (REES- this enhanced simulator, the REES-201, was begun by
201) in conjunction with Developmpt Testing of the Republic Electronics under APL contract in late 1980.
New Threat Upgrade (NTU) Combat System (CS). It was delivered to USS Mahan (DDG-42) for use in
The RF simulator provides accurately modeled RF sig- NTU CS Development Testing in late 1981.
nals in real time simulating targets, IFF responses, sea
clutter, rain, chaff, and coherent and noncoherent jam-
ming for injection into the CS AN/SPS-49( U)5 two-di-
mensional and ANISPS-48E three-dimensional search DISCUSSION
radars and accompanying AIMS Mk XI! IFF systems.
The RF simulator may be operated with or without System Description
radar transmitter radiation, and RF signals generated
by the simulator may be combined with real radar re- The RF simulator consists of a video display ter-

turns. During the NTU CS Technical Evaluation, the minal (VDT), a controller, and three RF processors
RF simulator provided precise and repeatable radar (RFP's), one for each of the radars and one for the IFF
stimulation, allowing the data that were needed to char- systems (Fig. I). Figure 2 is a functional block diagram
acterize and assess radar performance to be collected showing the main internal simulator connections and its
systematically, without the expense and operational dif- interface with the NTU CS. Target, environmental, and
ficulties inherent in using manned aircraft. In addition, jammer parameters are entered or altered at the VDT
the simulator provided threat-representative high-per- keyboard, and their status is shown on the VDT dis-
formance targets that could not be simulated by play. Data entered at the keyboard are transferred to
manned aircraft. The RF simulator was also used the controller and stored in a common memory for use
throughout the NTU CS Technical Evaluation for the
rehearsal of missile-firing exercises and for crew train- by the master and slave central processing units in pro-

A ing when aircraft and electronic countermeasure ser- ducing command updates for the three RFP's. Those
vices were not available, updates are input by each RFP for radar status, anten-

na, timing, and frequency from the radar and are trans-
lated by the RFP into instructions for the modulation

BACKGROUND or generation of RF by an RFP channel for output to
the radar. A typical RFP channel (Fig. 3) provides for

During the Technical Evaluation of the CG/SM- distribution of RF, pulse compression, Doppler shift,
2 Combat System in 1978, the standard VS 441 Video RF amplitude, and insertion at the proper delay and an-
Signal Simulator was modified for compatibility with tenna position under control of the digital processor.
the CS three dimensional (3D) search radar and was The model used by the digital processor in modulating
used extensively for crew training and the rehearsal of the RF adjusts for target noise, antenna motion, trans-
missile-firing exercises. Experience gained with that mitter/frequency source phase errors, antenna pattern
unit, which provided target video at the IF level, high- scan modulation effects, target radar cross section, and
lighted the need for a simulator that would provide real-
istic simulation at the RF level (to exercise the radar re- RFP-48
ceiver) and that would simulate environmental effects
and jamming in addition to targets. To support NTU
CS Development Testing, the simulator would also be RFPIFF Conroer

required to stimulate simultaneously both CS search ra-
A, ] dars and their accompanying IFF systems. In 1980, rep- VDT

resentatives from APL attended a demonstration of an
RF simulator developed to support testing of a two-di-
mensional (2D) radar at the Rome Air Development
Center. Discussions with the manufacturer of that sim-
ulator, Republic Electronics, Inc., indicated that the
technology could be modified to stimulate the CS 3D
search radar and appropriate IFF responses, and that it
could be expanded to provide simultaneous stimulation Figure 1 - The REES-201. 17
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To NTU radar system to provide barrage noise and deception jamming. Those
channels have separate RI- sources (voltage controlledS-band 1FF signal L-bandoscillators), but processing and control of the R- is the

same as that for the coherent channels. Each radar RFP
[RFP-48 RFPFF RFP-49 also has an environmental channel that provides coher-

S-band interrogation L-band ent returns for extended targets such as chaff, rain, and
3D control 1 2, 3/A, C 2D control sea clutter. The model for that channel considers the

additive effects of many RF scatterers, air mass motion,
Doppler frequency effects (including Doppler noise),

_and amplitude noise modulation resulting from
Controller fluctuations in the radar cross section. The RF signals

Master CPU output by the channels are then inserted into the radarSlave CPU by a directional coupler for processing by the radar
Common memory receiver.

The RF simulator provides 36 maneuverable tar-

gets and six fixed targets. Target course, speed, vertical
velocity, and radar cross section may be changed in real

ectime. The simulator provid e s targets with radar cross
sections from 0. 1 to 1000 M 2, at ranges from 3 to 500
mi and altitudes from the surface to 100,000 ft through
a full 360* azimuth. Up to six chaff events may be pro-

Figure 2 - The interface of the REES-201 with the NTU vided in point, medium, and large form. They are sta-
radar. tionary but show four levels of spreading in azimuth

and elevation. Rain of varying intensity is provided in
multipath and slant range effects. Each radar RFP has the form of a shower, a storm, or a squall. Sea clutter is
two coherent RFP channels to provide at least two sim- variable in both direction and intensity, simulating the
ulated targets simultaneously; the channels also provide effects of wind speed and sea state. The simulator also
for the generation of coherent jamming. The radar provides up to six jammers for range deception (with
RFP's also have multiple noncoherent RFP channels cover pulse), inverse gain, and synchronous, asynchro-

Data select
LRadar sttu

is Antenna Data

Timing

Radar ~~

frequencies G

RF

0

First local oscillator

15 Figure 3 - A typical RF processor channel.
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nous, and barrage noise jamming at strengths from 10 allow testing or training to continue when emission was
to 4000 W/MHz. prohibited or aircraft and electronic countermeasures

services were unavailable. In addition, it provided
threat-representative targets that could not be simulated
by manned aircraft, as well as chaff and jamming in

To deliver the simulator in time to support NTU areas where they could not actually be used. The simu-

CS testing in USS Mahan, APL formed an accelerated lator presents a picture of the RF environment that is

development program that provided for delivery, instal- real enough for the simulated training and test exercises
lation, checkout, and integration of the unit in less than to be meaningful and to prepare the operator for actual

a year. The effort included development of specifica- operations.

tions for the simulator and the simulator interfaces'
with the two radars and their IFF systems and addition- REFERENCE
al technical guidance during design and fabrication.
APL representatives directed factory acceptance testing 'Interface Specification for New Threat Upgrade Radar Electromag-
and integration of the unit aboard USS Mahan. The netic Environment Simulator (NTU-REES). Naval Sea SystemsCommand WS-21131 (I Aug 1981). "

simulator supported NTU CS testing during Phases 1 C

and 2 and was invaluable in providing precise, repeat-
able radar stimulation for radar testing and scenarios
for crew training, CS team integration, and the re-
hearsal of missile-firing exercises. It was used daily to This work was supported by NAVSEASYSCOM, SEA-06AI.
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A HIGH-FIDELITY DIGITAL COMPUTER MODEL

E-ADAPTIVE AUTOPILOT

R. T. Relcherl

A cost-efficient digital computer model of the BACKGROUND
dither-adaptive autopilot for Standard Missile has been
developed. The model accurately represents the auto- Standard Missile is a family of ship-launched
pilot characteristics over a frequency range of 0 to 30 Surfaceto-airieps tha shepcuna-Hz and also simulates the highly nonlinear effects of surface-to-air interceptors that represents the culmina- :

Hz ad aso imuate th higly onlnea efect of tion of design efforts spanning four decades (Fig. 1).dither interruption, dither capture by the autopilot
steering channels, and bistable tail actuator mismatch. Among the attributes that make this advanced tactical
It was used to assess proposed design modifications and weapon so successful is the common autopilot and tail
the results of preflight and postflight test programs as control configuration. In order to schedule feedback
well as to estimate high-fidelity system performance. gains and guidance filtering levels that vary with a 19
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termined b) the steering policy. Skid-to-turn systems
like that in Standard Missile operate with a fixed air-
frame roll attitude, and the maneuver is specified by a
set of Cartesian or orthogonal acceleration commands.

The Standard Missile autopilot may be separated
functionally into three channels: one roll control chan-
nel and two identical lateral channels for steering. Each
steering channel develops a control surface deflection
by processing the commanded acceleration input and
the accelerometer and rate-gyro feedback signals. The
roll autopilot channel maintains a fixed spatial roll ori-
entation and attempts to maintain a sustained limit

A cycle oscillation.

The limit cycle (or roll dither) oscillation pro-
vides a way to estimate dynamic pressure. The estimate
can be deduced from the amplitude ratio of the

M machieved roll angular rotation rate and roll tail deflec- P
Figue 1- Lanchof amedum-angeSM- fliht est tion at the dither frequency. Given the dynamic pres-
Figue I- Lanchof amedum-angeSM- fliht est sure and speed of the missile (which can be derivedround at White Sands Missile Range. from an on-board inertial reference unit), one can ac-

curately estimate the altitude of the vehicle. With this

changing flight environment, the system uses a dither information, one can automatically adjust autopilot
(limit cycle oscillation) adaptive control technique' that feedback gains and guidance filtering levels, which are
APL helped conceive and develop. The complex sched- functions of dynamic pressure and altitude, to the
uling ensures maximum responsiveness and maneuver- changing flight environment.
ability during an engagement. The dither oscillation is Four independently controlled tails are located
established by the autopilot roll channel shortly after symmetrically about the aft end of the airframe. Each
launch and continues uninterrupted under nonstringent tail is deflected by a special-purpose bistable rate actua-
environmental conditions throughout missile flight. tor. The composite motion of all four tails represents
However, under certain stringent conditions, the dither the required response to the combination of roll and
process may be disrupted. Heavy electronic counter- steering deflections. The allowable control authority
measures, instabilities induced by excessive aerodynam- associated with each tail is thus shared among the three
ic cross coupling, and radome boresight errors can autopilot channels.
create such stringent conditions. Excessive dither inter-
ruption degrades the adaptability of the control systemSiutoshareielrgtildfcinso
and may adversely influence system performance. satisfy the requirements of the autopilot steering chan-

nel effectively reduce the response of the roll channel
Because the dither process is c-omplex, previous and may suppress it intermittently. That condition is

simulation models of the adaptive autopilot assumed called dither interruption. Momentary disruption of the
that it continued uninterrupted throughout flight. That dither oscillation can be tolerated without significant
assumption can lead to overly optimistic estimates of deteriment to the system. However, with longer periods
system performance. An all-digital dithering simulation of disruption, the dynamic pressure estimation techni-
model was developed to overcome the uncertainty with que can break down, large roll moments may develop
respect to the actual performance of the autopilot, when the bistable actuators are mismatched in rate ca-

pability, and the steering channels may occasionally
DISCUSIONcapture the dither process. All of these conditions are
DISCUSIONhighly nonlinear and require a complex model to char-

acterize the effects accurately.
Autopilot Function

J'.

The principal function of a missile autopilot is to
develop the control surface deflections needed to pro- Implementation
duce controlled responsiveness in order to achieve com-
manded maneuvers while maintaining stability of the Figure 2 is a functional block diagram of the
airframe. The form of the commanded maneuver is de- computer model. The individual roll and steering chan-
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Acceleration, angular rotation rate

Accelerati n c mmands I1 
Taldeflecti ons 

Force
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Roll attitude reference Tail deflection

Angular rotation rate

Dither signal g = steering plane acceleration

deg/s A rvW vqt t t = time

Figure 2 - Functional block diagram of the Standard Missile autopilot.

net models replicate the phase and gain characteristics For each CTV flight, preprogrammed maneuver se-
of the design specifications over a frequency range of 0 quences guide the missile from launch to impact, exer-
to 60 Hz and 0 to 30 Hz, respectively. The airframe is cising the control capabilities of the autopilot over a
assumed to be a rigid body and is modeled by a lookup widely varying flight environment. Figure 4, which was
table technique, with force and moment coefficients derived from an APL dithering-autopilot simulation,
specified as functions of tail deflection, angle of attack, illustrates the response of the dithering autopilot during
Mach number, center-of-gravity location, and aerody- a segment of a proposed flight test. During the maneu-
namic roll angle. ver sequence, the vehicle enters a region of excessive

The nonlinear differential equations that de- aerodynamic cross coupling; the result is large-
the onliar int ilratin s th- amplitude oscillations and extensive dither interrup-

scribe the model are integrated using a modified fourth- tion. The simulated response illustrates the ability of

order Runge-Kutta numerical method. A minimum the Standard Missile autopilot to operate satisfactorily

fixed integration time step of 0.5 ms is required to under difficult and varying conditions.

observe capture of the dither process by the autopilot

steering channels. However, a fixed integration time A launch-to-intercept simulation of the ex-
step of 2 ms is sufficient to represent the characteristics tended-range SM-2 Block 11 system has recently been
of the autopilot under less stringent dynamic operating modified to incorporate the dithering-autopilot model.
conditions. To minimize the expense of simulation The modified system-level simulation has been used to
execution, APL developed a variable-step-size integra- predict potential system performance improvements as-
tion procedure. The nominal integration step size is 2 sociated with autopilot design modifications under con-
ms. However, when a bistable actuator switches state, sideration. It was also used for preflight analysis and
thus introducing a discontinuity into the differential for the evaluation of postflight results that exhibited
equations, the nominal step size is reduced. Figure 3 is a anomalous behavior.
flow diagram of this cost-saving numerical integration At the present time, a launch-to-intercept simu-
process. lation of the vertically launched medium-range SM-2

'Block II system is being similarly modified to incorpor-
Applications ate the dithering-autopilot representation. A simulation

e mof the vertical launcher system will be used to study theThe model was used to verify performance esti- 
effect of high-angle-of-attack 

maneuvers at low speed

mates of the proposed control test vehicle (CTV) for the on the autopilot control system.

medium-range Standard Missile-2 (SM-2) Block 11 de- o h uoio oto ytm
sign. In preflight investigations, APL compared the In summary, the simulation model of the high-
predicted flight trajectories and maneuver responses fidelity dithering autopilot has been used extensively to
with similar predictions made by the design contractor. support analyses of Standard Missile performance in re- 21
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SIMULATION OF SM-2(ER) BLOCK II
TERRIER SYSTEM

B. W. Woodford

APL has developed a three-dimensional, six de- ing, and endgame), four of which are represented in the
gree-of-freedom, launch-to-intercept digital simulation simulation.
model of the Extended Range Standard Missile-2 (SM-
2(ER) ) Block 11 missile used with the Terrier Weapon During the initialization phase, the ship system
System. The simulation accurately models missile res- tracks the target and develops a fire control solution.
ponse in stringent operational environments, including
target maneuvers and countermeasures. It is primarily During the boost phase, the missile flies ballistic-
used to estimate system performance in those environ- ally while the booster accelerates it to a high speed. The
ments and to aid in system design. missile trajectory is not simulated during this phase be-

cause the missile is unguided. Instead, end-of-boost
flight conditions obtained from tables are used to ini-
tialize the missile at the beginning of the next phase.

BACKGROUND (These conditions are obtained from a separate boost-

The increasingly stringent operational environ- phase flight simulation.)

ment faced by defensive missile systems (Fig. 1) requires Endgame
that more attention be given to realistic test and evalua- E Target detection by fuze

0 tion. Because actual missile firings on instrumented a Warhead detonation
ranges are too expensive for use in more than spot 4 "
checks against performance requirements, simulation
has become a primary way to assess missile system per-
formance. This article discusses the features of a digital " Missile homes to target
simulation used as an analytical tool to evaluate the per-/ Semiactive or home-on-jam

) formance of the SM-2(ER)/Terrier Weapon System in guidance

specific countermeasures environments, particularly /
against standoff jammers (SOJ's). A previous article' Midcourse phase

0 Missile flies to vicinity of targetdiscussed testing in the APL Guidance System Evalu- 0 Target data and supervisory commands
ation Laboratory, where simulation is combined with supplied by ship
missile guidance hardware. Boost phase

• Missile achieves supersonic speed
a Unguided flight

DISCUSSION Initializationa Milill on laurncher
Simulation Overview 0 Initialization data suppliSd by ship

As indicated in Fig. 2, a missile flight has five Figure 2 - The Terrier/Standard Missile-2 operational
distinct phases (initialization, boost, midcourse, hom- sequence.

JammingMis, IIIII ~ St~ndpfr'

Ii n e fl~ect

refledtioA 7/ .

Illuminator ha

Figure 1 - The operational environment of a missile. 23
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During the midcourse phase, missile guidance is low; particular emphasis is placed on modeling the ef-
based on target position and velocity data sent to it via fects of countermeasures on the seeker.
an uplink (a ship-to-missile radio-frequency communi-
cation channel). Target data are obtained from the ship
system, as in the initialization phase. Acceleration corn- Taret Representation
mands are computed by the missile guidance computer Tr

in accordance with the target data and are sent to the The simulation has a sophisticated and flexible
autopilot, which determines the tail deflection rates re- capability for target trajectory generation that allows it
quired to execute the commands. The tail deflections to represent three-dimensional (3D) target motion and
cause the missile to accelerate in the desired direction specify target speed and course. It can also simulate
according to the missile's aerodynamic characteristics, realistic lateral maneuvers, represent the effects of tar-
The resulting trajectory positions the missile for initia- get-control-system time constants, and specify axial de-
tion of the homing phase, which begins while the missile celerations. Preprogrammed maneuver sequences rep-
is still some distance from the target. resent the characteristics of typical threat targets. In

During the homing phase, an on-board seeker addition, target glint characteristics related to the orien-

determines target location and guides the missile to in- tation of the target body may be simulated.

tercept. During the acquisition portion of the homing
phase, the seeker is pointed toward the expected target %
location on the basis of data derived from the ship sys- Ship System Representation
tem. After the receiver has acquired the target and the
seeker tracking loop is closed, data from the seeker are To represent a ship system tracking a target, the
used to generate acceleration commands in the guidance simulation uses a representation of the SPS-48E search
computer. The commands are operated on by the auto- radar and the AN/SYS-2 tracker, or a simplified repre-
pilot and aerodynamics, as indicated previously, and sentation of the AN/SPG-55B tracking radar, as appro-
cause the missile to close on the target priate. Timing functions critical to missile operation

(such as illuminator assignment) are also simulated, as
During the endgame phase in which the missile's is the generation of the uplinked target position and

fuzing system detects the presence of the target, the velocity data.
warhead is detonated and the target destroyed. This
phase is represented in a separate simulation model, the
APL endgame simulation.

The SM-2(ER) Block Il/Terrier simulation is Missile Representation

composed of functional blocks corresponding to sub- In Fig. 3, each indicated subsystem of the SM-
systems of the overall Terrier Weapon System (Fig. 3). 2(ER) Block I1 missile is represented in considerable de-
The features of each functional block are discussed be- tail. For example, the seeker subsystem (shown in more

[ Kinematics

Search Sekr Gudne uo
radar Launch cmue io/ "

Uplink*

ntrol data Propulsionrr

24 Figure 3 - Simulation of the overall Terrier Weapon System.
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Figure 4 - Simulation of the seeker subsystem.

detail in Fig. 4) includes (a) a detailed representation of weight and center of gravity as a function of time from
the target-missile-SOJ-illuminator geometry; (b) a 3D ignition.
model of radome errors; (c) 3D representations of the
antenna sum pattern, the azimuth and elevation differ-
ence patterns, and the ancillary pattern; (d) relative Implementation and Application
power levels of the signal returned from the target and The simulation is resident in the Laboratory's
the SOJ and thermal noise signals; (e) a representation IBM 3033 computer system, where it executes approxi-
of receiver signal processing; and (f) a simplified repre- mately two times faster than real time. The basic cycle
sentation of the seeker servo track loops. This portion rate of the simulation thro-gh midcourse phase is 20
of the simulation executes at the actual receiver sam- Hz; i.e., computations are performed every 50 ms of
pling rate. It provides a way to assess the effects of ther- simulated flight. At the start of the homing phase while
mal and SO-induced noise on missile performance. the seeker is attempting to acquire, the cycle rate is in-

Screased to the computation rate of the actual receiver.
The guidance simulation represents both the After the start of homing guidance, the computation

midcourse guidance equations and the adaptive termin- rate is doubled to better represent the effects of noise in
al guidance filters, using the actual iteration rate of the the autopilot and aerodynamics portions of the
hardware. Radome compensation feedback, accelera- simulation.
tion command limits, antigravity bias, and burnout
compensation are also included. This simulation has been used in a number of

studies to determine the effectiveness of the SM-
The representation of the missile autopilot has 2(ER)/Terrier system in stressful operating environ-

been simplified by eliminating body mode and other ments, including combinations of high target speeds,
high-frequency filtering, thus permitting more econom- high intercept altitudes, maneuvers, and SOJ's. In a
ical simulation runs. Enough detail has been main- typical simulation study, an intercept point is chosen
tained to represent autopilot response to about 3 Hz, and nominal runs are made (without noise or tolerance
which is sufficient to assess the effect of radome errors effects). The simulation automatically stores the condi-
and aerodynamic roll-yaw-pitch coupling on guidance tions that exist at the start of the homing phase on a
performance. disk file for use as initial conditions in sets of Monte

Carlo runs. In the Monte Carlo runs, the principal sto-
The simulation has a very detailed 3D represen- chastic errors affecting guidance are introduced, includ-

tation of the SM-2(ER) missile aerodynamics, including ing midcourse guidance errors (missile inertial reference
normal force, axial force, moment, and cross-coupling unit initialization and drift error, obtained using a
coefficients that are functions of Mach number, covariance propagation procedure, and target track
aerodynamic roll angle, angle of attack, and tail error), head rate gyro bias, thermal and SOJ-induced
deflections. This representation is based on extensive noise, and target glint and fading. Ensembles of 20 to
wind-tunnel testing that encompasses the range of 50 Monte Carlo runs are used to estimate the distribu-
conditions expected during missile flight. tion of miss distances that would occur in the chosen en-

vironment. Ordnance effectiveness estimates also can
The representation of the missile propulsion in- be provided by means of an interface to the aforemen-

cludes modeling of rocket motor thrust and of missile tioned APL endgame simulation. 25
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AN ANALYSIS OF AERODYNAMIC REQUIREMENTS
FOR COORDINATED BANK-TO-TURN AUTOPILOTS

A. Arrow and L. L. Cronvich

Desirable aerodynamic properties were evalu- arise with BTT control. One area is missile guidance
ated for an airframe that is to be controlled using bank- instability arising from a critical coupling loop formed
to-turn (BTT) steering. Both aerodynamic and autopi- by the BTT roll angle command. To reduce the gain in
lot design goals were considered. The evaluation was this loop and thus increase stability, the seeker must
performed by comparing two planar missile airframes improve the decoupling of missile roll rate from the
that have the potential for improved BTT control but
have different aerodynamic properties. The comparison guidance signal. Radome aberration errors at radio

was made with advanced level autopilots using both lin- frequencies and antenna stabilization errors are major

ear and nonlinear three-dimensional aerodynamic mod- sources of coupling. The problem is now under study. %
els to obtain realistic missile body angular rates and Meanwhile, simplified guidance studies2 that neglect
control surface incidence. Critical cross-coupling ef- radome effects and assume coordinated missile motion
fects were identified, and desirable aerodynamics were have shown that CBTT can provide acceptable homing
recommended for improved coordinated BTT (CBT) performance with roll rates that are not excessive for
performance. In addition, design and analysis tech- autopilot control.
niques were recommended for developing autopilot
control laws that can provide improved CBTT per- The objective of this investigation was to deter-
formance. mine what types of aerodynamic properties are desir-

able for an efficient CBTT autopiiot (which implies
small control surface effort, small sideslip, and high

BACKGROUND relative stability for a required acceleration response in
Although it has long been understood that BTT the desired maneuver plane). Two planar airframes

controlled missiles have the potential for better maneu- (Fig. 1) that have potential for CBTT control and have
verability and drag reduction than conventional cruci- sufficiently different aerodynamic properties - were se-
form, roll-stabilized, skid-to-turn controlled missiles, lected for study.
limitations in interrelated subsystem technology have
delayed the development of BTT control systems. DISCUSSION
Major technological advances during the past decade
(e.g., the availability of advanced on-board digital Airframe Configurations
computers) have made BTT control feasible in spite of
the added complexity of the control laws of the auto- The two airframes shown in Fig. I were sized to
pilot. Many programs' were initiated during the past provide the realistic mass properties needed for the
decade to improve a missile's capability by means of study. The weights and moments of inertia differ only
BTT control. As pointed out in Ref. 1, those studies slightly for the two configurations, except for the mass

26 uncovered several areas where potential problems may moment of inertia in roll of the elliptical configuration,
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the elliptical configuration is stable in yaw and roll but
nearly neutrally stable in pitch. The elliptical configura-
tion can generate a given maneuver in pitch at a lower
angle of attack than can the circular, but it needs a high-
er angle of sideslip than does the circular to generate a

maneuver in yaw. The control authority (control
moment per degree incidence) of the elliptical configur-
ation is somewhat smaller because of the requirement
for a skewed hinge line. Both have control coupling mo-
ments that approach the control authority at very high
angles of attack.

The performance comparison of these two air-
frames using CBTT control was made for a flight con-
dition of Mach 3.95 at 60,000 ft altitude, with missile
maneuvers requiring large enough angles of attack to
exercise sideslip control.

Bank-to-Turn Autopilot
Missiles with only one plane of symmetry should

OFF, use an autopilot that forces the missile to bank in order
to turn, similar to an aircraft, so that the steering ma-

) cEpneuver occurs with the airframe oriented in a specified
(a) Circular (b) Elliptical or preferred maneuver direction with respect to the in-

Figure 1 - Models of missiles having potential for coming airstream. BTT control may also be used to en-im proved B TTI control. o i g a r t e m T o t o a l o b s d t n
hance the performance of cruciform airframes.

i which is nearly three times larger than that of the circu- CT smsiemto hti ~dntdsCBTT is missile motion that is ecKrdinated so %
which ie te eto minimize sideslip or yaw acceleration. An autopAcA
lar configuration. suitable for CBT" control is shown in Fig. 2. Inertial

On the other hand, the aerodynamic properties acceleration commands are applied in polar coor-
are quite different (Table 1). The circular configuration dinates; i.e., the magnitude of the command, tj, is ap-
is stable in pitch and roll but unstable in yaw, whereas plied to the pitch autopilot, and the direction, 0 , is ap-

Table 1 - Comparison of aerodynamic characteristics
of circular and elliptical airframes.

______I Pitch Channel Yaw Channel Roll Channel
Chbneteristic Circular Elliptical Circular Elliptical Circular Elliptical

Stability Stable Nearly Unstable Stable Stable More stable
neutral than

circular

Force per unit angle Moderate Larger than Larger than Small
of attack/sideslip circular elliptical

Control authority Larger than Moderate Larger than Moderate Larger than Moderate
elliptical elliptical elliptical

Ratio of control Neglected Roll to yaw Yaw to roll
coupling to control (C.6n auhr (C

authority 6ICR

small at low a, ap- small at low a, ap-
proaches unity at proaches unity at

very high a very high at 27
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of attack that would require sideslip control and could
result in kinematic and inertial coupling problems.

Guidance Inertial 12z The first phase of the design approach for the
computer acceleration Achieved CBTT autopilot was to design each channel indepen-

c inertial dently with all coupling between channels removed.
accelerations This approach reduced the problem to the well-estab-

lished linear and nonlinear design techniques of roll-sta-
bilized, skid-to-turn missile autopilots. Sufficient high-
frequency attenuation was added for actuator and
missile elastic mode frequencies so that the resulting

Figure 2 - CBTT control concept, missile body angular rates and control surface motion
represented a practical missile design. A relationship
was established among the relative speeds of response

plied to the roll autopilot. The yaw autopilot is slaved of the uncoupled channels in order to meet CBTT re-
to the roll autopilot to minimize sideslip angle by coor- quirements. The acceleration response of the pitch
dinating the missile yaw and roll motion. The achieved channel must be the same as the required response in the
maneuver plane or inertial acceleration in rectangular desired maneuver plane to satisfy a climb maneuver
coordinates (iz and ijy) is determined by resolving when the roll and yaw channels are not required. The
achieved body-fixed accelerations (1, and 7iy) through roll channel must have an attitude response that is at
the missile roll angle, 0. least as fast as that of the pitch channel so that the mis- %

sile may be rolled around the velocity vector fast
The CBTT steering policy for the autopilots of enough to achieve the required maneuver plane re-

the circular and elliptical airframes was chosen to sponse. To coordinate missile motion or to minimize
achieve maximum maneuverability from the airframes. sideslip, the response of the yaw channel must be faster
Because the magnitude of the polar inertial command is than that of the roll channel to which it is slaved.
applied to the pitch autopilot, only positive angles of at-
tack are commanded. Therefore, the missile is forced to The second phase of the design approach for the
roll about its velocity vector to change maneuver direc- CBTT autopilot was to use a linear design and analysis
tion, and roll attitude changes of 180" can occur. Coor- technique to predict (and adjust when necessary) the
dinated motion or zero sideslip angle is achieved by di- stability of the coupled autopilot and the quality of
recting the body-fixed pitch axis of the missile at the sideslip control. In addition, the influence of cross-cou-
missile velocity vector so that there is no component of piing (aerodynamic, kinematic, and inertial) was iso-
missile velocity along the body-fixed yaw axis. When an lated in order to reveal ideal airframe characteristics for
upward maneuver is commanded (i.e., 4 = 0), the mis- CBTT. The combination of linear analysis and non-
sile body moves upward with its pitch axis directed at linear 3D analysis identified the limitations of CBTT
the velocity vector until it reaches the desired maneuver control of the circular and elliptical airframes investi-
level or angle of attack. No roll motion is required to gated and the importance of the various aerodynamic
maintain coordination for this maneuver, parameters in establishing satisfactory CBTT control.

As was noted earlier, a fixed flight condition
(i.e., constant altitude, Mach number, missile weight, Critical Coupling for CBTT Control
and moments of inertia) was selected for these prelimi-
nary performance studies of circular and elliptical Critical coupling paths have been identified that
airframes. Fixed flight conditions are typically used in may limit the performance of a missile using CBTT-airfresFixedy a fpigt cndeitns ar typnticly ed s control. These paths are illustrated in Fig. 3. The auto-
preliminary autopilot designs to identify and address 6critical areas of concern. When the autopilot require- pilot in Fig. 2 is shown in more detail in Fig. 3. Pitch, 41ments are satisfied at fixed flight conditions, areas of roll, and yaw dynamics are controlled through the mo-mentseareisttisfied at fie-varyn flight conditions tion of tails driven by servos. Pitch and roll tail servo
concern introduced by time-varying flight conditions comnsaedtridbyoprnghenrila-commands are determined by comparing the inertial ac-
are then addressed. A series of acceleration commands celeration command from the guidance computer with
was applied to reveal the critical problem areas for
CBTT control. In particular, the first command (a sensor measurements from the missile dynamics. The

coordination command to the yaw channel is comparedclimb) was applied to cause the missile to increase angle with the yaw sensors to command the yaw tail servos to
of attack without a corresponding roll maneuver (i.e., minimize sideslip.

to pull an upward maneuver from a trimmed cruise

attitude). The second command (a dive) forced the The roll and yaw dynamics are shown coupled in
28 missile to roll about its velocity vector while at an angle Fig. 3 by control coupling moments and yaw-induced
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Figure 3 - Critical coupling paths for CBTT control concept.

roll moments. This aerodynamic cross-coupling, which studies, it causes transients in the form of overshoots
also exists in roll-stabilized missiles, becomes more se- and undershoots in the maneuver plane acceleration re-
vere with high angles of attack and may reach a condi- sponse. The transients may also result in a slower ma-
tion for which the control capabilities are exceeded and neuver plane acceleration response.
the missile becomes uncontrollable. The critical cou-

4 pling path at high angles of attack for roll-stabilized
missiles (formed through yaw-induced roll moments
and the kinematic cross-coupling of roll rate into yaw The performance of CBTT autopilots was found
dynamics) is not critical for CBTT because the yaw-in- to be limited by aerodynamic, kinematic, and inertial

,duced roll moment is now stabilizing, as is shown by the cross-coupling. The desired aerodynamic characteristics
roll stability in Table 1. However, the kinematic cross- that would alleviate these limitations are outlined in
coupling of roll rate into yaw dynamics is critical in Table 2. Some of the significant findings were the
CBTT because it produces large sideslip, which is unexpectedly small effect of yaw stability on controlling

- counteracted by the coordination command. The coor- sideslip, the importance of induced rolling moment
dination command, which forces the missile yaw resulting from yaw control (Cr6 ) on autopilot stability,,Y- angular rate to counteract the effects of the kinematic '
a r c c f f nand the probable need of some pitch stability to lessen
coupling on sideslip, forms the critical coupling path the effect of the pitching moments from kinematic and
shown by the heavy black lines in Fig. 3. This coupling
path was identified in linear analysis and verified by channel

nonlinear 3D simulation studies. It influences the rela- channel.

tive stability in the coordination command branch that, The yaw stability of the elliptical airframe was
in turn, determines the quality of sideslip control, not sufficient to influence significantly the sideslip con-

...- 5 Reduction of the ratio of control coupling (yaw to roll) trol; therefore, the required yaw stability is still an is-
to control authority alleviates this problem (Table 2). sue. The control cross-coupling C,,y tended to degrade

o.- Another critical coupling path formed by BTT autopilot stability, while the cross-coupling C,,- control that was not critical in roll-stabilized missiles is (induced yawing moment resulting from roll control)
inertial and kinematic cross-coupling between pitch and had little effect for the condition studied. Therefore,
yaw dynamics, shown by the heavy gray line in Fig. 3. C6  should be kept small relative to control authority,
This coupling is more severe with increasing missile roll C6R (see Table 2), in order to reduce its influence. As
rate. Identified by means of nonlinear 3D simulation noted in Table 1, this requirement may be met at low to 29
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Table 2 - Desired aerodynamic characteristics for CBTT control.

Type Pitch Channel Yaw Channel Roll Channel

Stability Neutral or stable Stable or neutral Moderate
still an issue still an issue (C < 0)
(C,,, _ 0) (C4, -0)

Force per unit Large
angle of (CN, >>O, Cr a<< 0)attack/sideslip

Control Large to minimize control effort

authority (Cm ,, 6 , CfbR > >O)

Ratio of Not yet determined Minimize
control coupling (Cn ) (C 6  < < C
to control ? R

authority ,

moderate angles of attack but may be difficult to meet should include a range of dynamic pressures (a function
at high angles of attack. Moderate roll stability is desir- of Mach number and altitude) and possibly higher
able because it reduces the transients in the maneuver called-for accelerations before one can safely conclude
plane acceleration response resulting from kinematic that the aerodynamic characteristics of such an air-
and inertial cross-coupling between pitch and yaw chan- frame are those desired for CBTT control.
nels through roll rate and is not critical for autopilot Me
stability. Too much roll stability might require excessive
roll control to carry out the roll needed to place the
missile in the correct attitude for the pitch maneuver. REFERENCES

The pitch stability of the circular airframe was
not sufficient to influence significantly the pitching F. W. Riedel, Bank-to- Turn Control Technology Survey for Homing

2 Missiles, NASA CR-3325 (Sep 1980).moments from kinematic and inertial coupling from the 2R. T. Reichert, Homing Performance Comparison of Selected Air-
frame Configurations Using Skid-to- Turn and Bank-to- Turn Steeringyaw channel. An increase in pitch stability, however, Policies, NASA CR-3420 (May 1981). See also R. T. Reichert,

will require increased pitch control to achieve a given "Bank-to-Turn Missile Guidance Performance," in APL Develop-
ments in Science and Technology. Fiscal Year 1980. JHU/APL DST-maneuver. On the other hand, nearly neutral stability 8.

minimizes the control requirement but offers no 3 E. B. Graves, Aerodynamic Characteristics of a Monoplanar Missile
Concept with Bodies of Circular and Elliptical Cross Sections, NASA

resistance to the coupling from the yaw channel. The TM 74079 (Dec 1977).desired pitch stability for CBTT control is another issue 4A. Arrow, An Analysis of Aerodynamic Requirements for Coor-dinated Bank-to- Turn Autopilots, NASA CR-3644 (Nov 1982).
to be resolved.

Because the elliptical airframe achieved the de-
sired performance at the selected flight condition with
less autopilot complexity than did the circular airframe, This work was supported by the NASA Langley Research %
it merits further CBTT investigation. Additional studies Center.
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COMPARISON OF DISCRIMINANT SETS
FOR AUTONOMOUS SHIP CLASSIFICATION

F. W. Riedel

The autonomous classification of ship targets by Any investigation of pattern classification methods re-
a cruise missile is based on features or image discrimi- quires data. Because the usefulness of a particular type
nants that characterize the ship classes of interest, of discriminant may vary with the particular patterns to
Three different types of discriminant sets have been be classified, only ship images - not contrived shapes
compared to determine their ability to classify and dis- (crosses, squares, circles, etc.) - should be used. It is
tinguish idealized ship images. desirable to have ship image data that are noise-free and

undistorted. Tolerance to noise and distortion will be
BACKGROUND evaluated after the initial discriminant comparison. In-

Long-range, low-flying antiship missiles require frared images have intensity variations that depend on

a classification capability in order to reject noncombat- the temperature of the target and the background, and, on atmospheric attenuation. These intensity variations
ant and friendly ships and to select high-priority targets

from an enemy battle group. Because data links at long are greatly influenced by the relative orientations of the
ranges are impractical, the missile must operate autono- sun, the target, and the sensor; cloud cover for the pre-
mously (i.e., without human intervention). The resolu- vious several hours; weather; diurnal variations; etc. In

tion needed for classification and the small size of a addition, they can be altered intentionally. For these
missile-compatible sensor suggest the use of an imaging reasons, infrared intensity variations probably are notS_4.. isinfrared seeker. One approach to the problem of good features for recognition. It is desirable to have
identifying and classifying a ship is to use pattern basic characteristics that are less sensitive to uncon-
idniyngadcasiyn hi st septen trolled variables.
recognition methods on infrared images. However, no

recognition algorithm will perform better than the in- The geometric shape of the ship is invariant to
formation input to it. It is therefore critical to identify a such changes. Also, the shape can be measured using
set of discriminants (image descriptors) that can distin- optical wavelengths. Therefore, data were generated at
guish various ship images. APL by digitizing television images of 1:1250-scale ship

An important characteristic of discriminants is models. The data base consists of 315 images of five
invariance. To minimize computer storage require- ship classes, i.e., the aircraft carrier Kiev, the cruisers

ments and to ease the burden on the classification algo- Kresta I and Kashin, the destroyer Krivak, and a West

rithm, the discriminants should be independent of German tanker. Data from all aspect angles are not

changes in uncontrollable variables such as weather and required for this comparison, although they would be
diurnal effects. They should also be unaffcted by ship when designing a complete system. Images were taken

operation (i.e., at full steam or at anchor) and immune at 21 aspect angles ranging from 10 port to 100 star-
to countermeasures. To reduce sensitivity to these board, and at three simulated ranges. The depression
effcts, the discrimination procedure does not use infra- angle was approximately 2, simulating the view from ared intensity. Rather, the procedure converts infrared low-altitude missile. The data are well calibrated, of
images into one-bit silhouettes, thereby retaining only high resolution, and noise-free. The results of this com-
geometric shape information. The problem is thus re- parison are thus independent of the characteristics of

'q, duced to a determination of discriminants that any particular sensor. Only minimal processing was re-

characterize ship shapes. quired to convert the data to one-bit silhouettes.

Targt sThe 1-nearest-neighbor classification algorithmpr Target ship range and aspect angle are also im- was selected for these experiments. This classifier is wellSporaant considerations. Because range information is documented in the literature and has analytical justifi-

not available from a passive sensor, the discriminants ctintea in the limt of a anumber of-cation, at least in the limit of a large number of sam-
should be independent of it. Also, because a missile pies. A typical recognition experiment would proceed as
might locate a ship at any aspect, the discriminants follows.
should be able to characterize the ship at all aspect
angles. Certain images are selected as known

prototypes. For this study, the prototypes are usually
DISCUSSION the 5 nmi data, with aspect angles equal to integral mul-

tiples of 10". The discriminants are calculated and
The approach used to compare the discriminants stored as vectors. The remaining images are the un-

is to perform recognition experiments using each type. known samples to be classified. The discriminants are 31
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calculated for each of these unknown samples, and the Prototypes - 5 nmi data
distance (according to some metric or distance measure) Unknown samples:
is measured from an unknown sample to each of the = 98 at 2.5 nmi i 105 at 10 nmi

prototype discriminant vectors. Various metrics and 45 at 5 nmi Combined - 248
weightings are examined; however, all the results 25
presented here use the metric induced by the L, (ab-

solute value) norm. The I-nearest-neighbor algorithm 20
assigns the unknown image to the class of the nearest
prototype." 15 -

RESULTS 1

The first type of discriminant investigated was 5
moment invariants. First proposed by Hul and later
extended by Dudani et al., 2 moment invariants are a set
of seven combinations of central moments that are '.3
invariant under translation within the field of view, (b)
rotation within the field of view, and reflection. Range 51
(scale) invariance can also be imposed at the expense of E 30
reducing the set from seven to six. The seven moment 0

invariants were computed for both the silhouette im- 25-
ages and for images consisting of only the border or the C
boundary of the ship. When combined, the set con-
tained 14 discriminants (12 if range invariance is im- 20-

posed).

Figure la shows the percent of misclassifications 15 "
when the range to the unknown ship being classified is
assumed to be known. The fact that the result for the
combined silhouette and border is better than either 10

taken individually indicates that there is independent in-
formation in the combination. The dependence on 5
range seems erratic, although the 2.5 nmi unknowns are
always classified most accurately. 0e

Silhouette Border Silhouette and
For the next recognition experiment, range was moment moment border moment

assumed to be unknown (i.e., range invariance was im- invariants invariants invariants
posed). The results are shown in Fig. l b. Notice that the Figure 1 - The percentage of misclassiflcations and
classification performance degrades significantly. range dependence; (a) range is assumed to be known; (b)
Again, performance for the combined data is better range Is assumed to be unknown.
overall but only slightly better than for the silhouette-
only data; also, range dependence is erratic.

Aspect dependence was also investigated. 3 Al- Tnthough most misclassifications occurred for near bow The W-H transform does not exhibit the desired
aspect angles, the misclassification rate for near quar- invariant properties. A method was devised to provide
tering andles, nea brosiaspcatsn wase f armay invariance to translation within the field of view and to
tering and near broadside aspects was approximately scale changes. Extensions of the method could also

provide invariance to rotation within the field of view.
The second type of discriminant investigated was The method consists of first finding the smallest rec-

a set of two-dimensional orthogonal transform coef- tangular box containing the ship, regardless of its
ficients. The Walsh-Hadamard (W-H) transform 4 was location within the field of view, and then dividing the
selected because its basis functions consist of square box into N by M elements, where N and M are fixed
waves with values of + I and - I. As such, this trans- regardless of box size and width-to-height ratio (N = 16
form is natural to use with one-bit ship silhouettes. Fast and M = 64 were used). The new N by M array is

32 transform algorithms are also available. resampled and transformed using the W-H algorithm.

,. ,.

iS' ,.%



The transform coefficients are elements of the discrimi- 30 #
nant vector.

025- Prototypes - 5 nmi -

The normalization procedure described above .25
suggests another type of feature, i.e., the N by M bina- Unknownsamples:
ry-valued elements of the resampled array. The number g 20 98 at 2.5 nmi

, / 45 at 5 nmi
of elements in an unknown image that have the same I5 at 5 nmi
values as corresponding elements in a prototype image '9 15 105 at 10 nmi _

is a measure of image similarity. This measure is a bina- 18 Combined - 248
rycorrelation. 8, 10-

Figure 2 illustrates the results for the W-H trans- n

form and the binary correlation method. The number 5

of W-H coefficients used is a parameter in the figure.
The misclassification rate is about 4 to 5% for the W-H 0 10 21 36 55 Correlation
method and 3% for the binary corrrelation method. Number of features method

The misclassification rate as a function of aspect Figure 2 - The percentage of misclassifications and
angle was also examined. For combined near quartering range dependence using the Walsh-Hadamard trans-
and near broadside aspects, the misclassification rate form coefficients and the correlation method.
for the W-H method (36 coefficients) was less than 5%
and for the binary correlation method, less than 4%.
The normalization procedure described above resam- the design of a complete classification system for long-
pies bow aspect views at a higher sampling rate than for range, low-flying antiship missiles.
quartering or broadside aspects. This higher sampling
rate resulted in very good classification performance at
near bow aspects for the ideal, noise-free images used in ACKNOWLEDGMENT
this study. These results suggest refinements to the pro- The author wishes to acknowledge the support
cedure that are discussed further in Ref. 3. of D. K. White, who programmed and produced the re-

sults from the moment-invariant method.

CONCLUSIONS

This paper presents early results from an in- REFERENCES
vestigation to identify discriminants that are well suited
for autonomous ship classification. It was concluded 'M-K. Hu. "Visual Pattern Recognition by Moment Invariants," IRE

t Trans. Info. Theory(Feb 1962).
that both the W-H method and the correlation methodS. A. Dudani, K. J. Breeding, and R. B. McGhee "Aircraft Iden-

tification by Moment Invariants," IEEE Trans. Comp. (Jan 1977).perform better than the moment-invariant method. 3F. W. Riedel, "Comparison of Discriminant Sets for Autonomous
Moreover, techniques to improve both methods have Ship Classification," in Proc. Tri-Service Workshop on Missile Ship
been identified. 3Targeting, Naval Research Laboratory, Washington (10-12 Aug

beenidetifid. 3 1982).4 W. K. Pratt, J. Kane, and H. C. Andrews, "Hadamard Transform
Autonomous ship classification is a complex Image Coding," in Proc. IEEE(Jan 1969).

task in which environmental effects, sensor parameters,
image processing, and classification algorithms as well
as discriminants must be examined. Results from this
discriminant comparison provide valuable insights into This work was supported by Independent R&D.
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GRAPHITE ABLATION MEASUREMENTS

R. W. Newman, C. H. Hoshall, and R. C. Benson

A test apparatus has been developed to measure of the test model to the supersonic conditions of the
graphite ablation rates. Mass loss measurements were combustor environment.
made on A TJ graphite samples in CO, C02, argon-
H 2 0, air-H2, 02, and simulated Shelidyne-air environ-
ments. The results have been used to improve our ana- Apparatus and Test Procedure
lytical model of graphite ablation in supersonic ramjet
combustors. Figure I is a simplified block diagram of the test

apparatus. The graphite specimens are pellets machined
from ATJ graphite and placed in close-fitting rings
made of the same material. The rings shield the sides of

BACKGROUND each pellet and prevent rounding of the edges by the re-

The diffuser, combustor, and nozzle compon- active gases. This techique provides an effective yet eas-
ily implemented simulation of a continuous surface. In

ents of ramjet and supersonic-combustion ramjet ti eiso etasil aeo h aemtra
(scramjet) engines have internal gas flows that are high- this series of tests, a shield made of the same material 
ly oxidizing and structural temperatures that exceed the was used in addition to the pellet and ring. Typical di-3
melting points of most metals. Carbon and grapite ma- mensions of the pellets were a diameter of 3.3 mm (0. 3
terials can be used, but they ablate. For satisfactory in.) and a length of 1.78 mm (0.07 in.); the typical
scramjet engine performance and durability, the a- weight was approximately 23 mg. The outside diameter
mount of ablation must not exceed prescribed limits; of the rings was typically 5.6 mm (0.22 in.).
therefore, analytical methods must be available for pre- The specimen, ring, and shield were heated by
dicting the amount of ablation. placing them on an electric heater (insert, Fig. 1), which

Computer codes have been developed for pre- was also made of ATJ graphite. Heating was accom-

dicting the rate of ablation; however, the necessary ki- plished by radiative and conductive transfer from the
netic data relating mass loss rate to pressure, tempera- heater. To measure the recession rate, the test chamber

gas species was purged with argon, and then the specimen wasture, surface material, and environmental raised to operating temperature. Reagent gases metered
are not usually available. Consequently, experimental thogcoknorfesadotoldbyoeoi
data taken under controlled, well-defined environmen- through choking orifices and controlled by solenoid

tal conditions are needed to enhance the theoretical pre- throug the nozzed on t m enu n the ge asso
diction of carbon/graphite ablation. through the nozzle onto the specimen until the gas flow

and the heater power were turned off automatically by

a preset timer.
DISCUSSION Recession rates were determined by weighing the

part of the specimen remaining at the conclusion of the
Analytical Model test, thereby determining weight loss. The specimens

The ablation of graphite in a scramjet combustor were also measured with a micrometer for comparison
environment is a complex process in which the combus- with the initial dimensions. The amplitudes of critical
tor liner is heated by the hot combustion gases to a tem- variables indicated in Fig. 1 were recorded with a Visi-

perature at which the graphite reacts with some of the corder during each test.
combustion gases. This reaction either absorbs or liber-
ates heat, raising or lowering the surface temperature in TEST RESULTS
turn. The process is currently being modeled using an
APL version of the Charring Materials Aolation The measured ablation rates from 40 tests (Table
(CMA) computer code. Values of mass loss parameter 1) have given us a better picture of the ablation process
(a') are input to CMA, assuming the reacting products at the surface of ATJ graphite. When comparable data
at the surface are in chemical equilibrium (not are available in the literature, they are in good agree-
necessarily true). A test apparatus has been developed ment with out test data.7 .8 The results for simulated
to measure ablation mass loss rates from ATJ graph- Shelldyne-air mixtures (Fig. 2) indicate that at 3500"F,
ite, ' 3 and the results have been used to refine our ana- CO 2 and 02 react with the ATJ graphite at the diffus-
lytical model." In addition, an analytical procedure is ion limit to form CO. At 2000"F, they react at about "

34 being developed to convert the subsonic flow conditions half the diffusion-limited rate. If a water vapor reaction
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Observer Sources of
A recorded signals

Disappearing 1 = reagent No. 1 pressure
Shield (graphite) isfilament 2 = reagent No. 2 pressure

Graphite specimen 8 pyrometer 3 = heater current
(pellet) 4 = heater voltage

"I 5 = reagent on.Ring (graphite) 6 = reagent temperature
Photovoltaic 7 = photovoltaic pyrometer output

LJ pryometer 8 = disappearing filament pyrometer
Viewing 'A (filament current)
window 1 7

Argon (purge)

Analytical
Heater (detail I) balance (forII6weighing IVisicorderi
Heater detail w seiginsg

Pyrex test chamber specimens)

Nozzle -
Thermocouple

Heater (see detail) -- -

Temperature control Inlet system 1 2(manual) 4_ heated and
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Reagent Temperature asp.t .. Reagent
control adrget Vent - -supply system From compressedand reagent (air, CO2 , CO, gas cylinderscontrol -115 VAC Cooling W e T s ror ra, aasu rwater inJljection 02Ar

Water injector;

Power

(60 Hz)

Figure I - The test apparatus for graphite ablation measurements.

H20 + C - H 2 + CO is assumed, the measurements supersonic ramjet combustor flight conditions where
show that only half the water reacts in this manner. the flow is supersonic and parallel to the surface. The

transformation between flow conditions is made byRecession rate data taken at various gas veloci- plotting

ties correlate well with the theory that, in the diffusion

limit, the ablation rate is directly proportional to the (!i (1+/y
enthalpy-based heat transfer coefficient (hi). An impor- log P Od--/
tant finding of this test program is that at 3500"F, CO2 against I/T, where
and H 20 both react with ATJ graphite. Even at temper-
atures as low as 2000"F, CO2 reacts with the surface. m = measured ablation mass loss rate,
This finding is especially important for high equiva- i = densteo ablator,

lence ratio (ER) gas flows, for which little 02 is avail- = density of ablator,

able but for which there is an abundance of CO2 and = fl1hh,
H20- Previous thermal analyses of materials under Od = same as 6 except that i is replaced by a

these conditions will be reanalyzedcalculated diffusion-limited mass loss rate

and H 20 chemical model. (1.

LV" I The curve is independent of flow because the flow con-

An analytical procedure9 has been developed Reaction Gas Products Measurements

and is currently being evaluated. The evaluation will
take ablation rates measured under subsonic and per- One limitation of the current test procedure is
pendicular flow conditions and transform them into that while the amount of carbon mass loss is known, the 35%I
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Table 1 - Test conditions (identified by run number).

Sample Temperature (F)

* 1.6 1 1 1 16.6 T 2 ,110 1

Air
<400ppmH 20 4 3 16.17 5,8 1,2
4.5% H 20 21 20
6.5% H2 0 12 13 14 11 18,19 9,10 15 -4

Simulated Sheldyne-air "
ER = 0.3 24 25,26 22,23
ER = 0.6 27 28,29
ER = 1.0 30 31,39 40

02
6.5% H2 0 36

CO2
<400 ppm H2 0 34
6.5% H,0 33 32

Co 38
6.5% H2 0 35

Argon
6.5% H2 0 37

*Nominal velocity (m/s) of gas based on room-temperature gas exiting from nozzle.

0.3

0I runs were made with the carbon temperature at about
30000F and the airflow at approximately 1 m/s. The

f4 CO and N2 CARS signals were compared with their
0.2 -- corresponding calibration signals. The results were en-

couraging; however, modifications of the ablation ap-
t ... o rm. a -umn .Ctants paratus and improvements to the CARS system will be

-0. - 02, CO2 , and H20 required before accurate measurements can be made of
10.1 02, CO2 , and 1/2 H20 CO gas concentrations as a function of distance above

--- 02 and CO2  the ablating surface.
0 Test data

°0 0.2 0.4 0.6 0.8 1.0 ACKNOWLEDGMENT
ER .

Figure 2 - The recession of carbon In Sheildyne-air The authors wish to acknowledge the contribu-
mixtures; surface temperature = 3500'F; flow Is normal tions of L. W. Hunter, L. B. Weckesser, and H. Y.
to the surface at I mis. Chiu.

chemical reactions that take place are not. An improved REFERENCES
test procedure is being developed to solve this problem
by measuring the reaction product concentrations at the ID. R. Cruise, "Notes on the Rapid Computation of Chemical

Equilibria," J. Phys. Chem. 1, 3797-3302 (Dec 1964).surface using a Raman scattering technique. 2Hsll, GraphiteAblation Tests. JHU/APL CFP-60-003 (15 Jan

Following the preliminary bench checkout of the 3 e.wma, Test Pin to Measure High Tentpemture Graphite
coherent anti-Stokes Raman scattering (CARS) appar- 4 Ablation Rate, JHU/APL BBE/EM-4999 (Jun 1981).

C. H. Hoshall, A TJ Graphite Ablation Taets. 1981 Series. JHU/APL
atus, a test was made using the ablation apparatus. The BBE/EM-044 (17 May 1962).broaband dye laser spectrum was adjusted so that CO R. w. Newman, Ablation Rate Test Results for A Ti-Graphite Sw-fa Exposed to High Temperatures and Various Reacting Gas

36 and N2 were detected simultaneously. Several ablation Mixtures, JHU/APL BBE/EM-5040(29 Apr 1942).
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6 R. W. Newman and C. H. Hoshall, Graphite Ablation in Several Gas 9 L. W. Hunter, "A New Approach to Correlating Carbon Ablation
7 Environments, JHU/APL TG 1336 (Jan 1983). Data in an Oxidizing Gas" (to be published).
.E. S. Golovina and G. P. Khaustovich, "The Interaction of Carbon

with Carbon Dioxide and Oxygen at Temperatures up to 3000"K,"
o Eighth Symposium on Combustion, Wiliams and Wilkins (1962).
8K. Matsui et al., "Fluid-Mechanical Effects on the Combustion Rate

of Solid Carbon," Combust. Flame 25, 57-66(1975). This work was supported by Independent R&D.

* SYSTEM DATA RECORDER FOR THE
PERSHING II WEAPON SYSTEM

C. C. Rodeffer and D. B. Kratz

i1 0  An instrumentation set has been built to be de- system. The instrumentation used with the deployed
ployed tactically with the Pershing H weapon system. It Pershing I a system had proved valuable in gathering
is transparent to the tactical system, can be built for a data not only for the annual evaluation report but also
relatively low cost per unit, and has a menu of instru- for supporting the Army's Pershing Project Manager
mented parameters that can be changed as the need and the prime contractor, Martin Marietta, in locating
arises by firmware changes in the instrumentationequipment. system problems. Experience also confirmed that if the
equpm t inventory of instrumented parameters could be varied

readily, the instrumentation set would be even more
valuable in locating postdeployment problems. Further-

BACKGROUND more, if such an instrumentation concept were inte-
grated into the weapon system at an early stage in its de-

Currently, Pershing I a missiles are on Quick Re- sign, a more powerful instrumentation capability could
action Alert (QRA) status in West Germany. The Labo- be achieved with little increase in cost.
ratory serves as an independent evaluator of the Per-
shing weapon system and prepares an annual evaluation A plan was approved in 1978 by the Pershing
report for the Commander in Chief, U.S. European Project Manager for the Laboratory to work with the
Forces, for submission to the Joint Chiefs of Staff. The weapon system's prime contractor in developing a low-

%* same function will be performed for the Pershing II cost System Data Recorder (SDR) that would be inte-
* weapon system after deployment, grated with the tactical system and would be able to

TabAchange the inventory of recorded parameters by chang-. . . The principal responsibilities of APL center

.'around determining realistic measures of performance, ing only the firmware in the SDR.

including weapon system reliability, weapon system
accuracy, communications reliability, and reaction DISCUSSION
time. In order to fulfill this responsibility, an indepen-
dent, separate record of events surrounding those ele-
ments of the Pershing force on QRA status must be ob- Physical Description
ained. APL uses dedicated data collectors and ground Figure I shows the SDR with its front cover
instrumentation to acquire such a record for the cur- opened. A combination mounting/carrying handle is

rently deployed Pershing I a system. bolted to its top. The configuration weights 63 lb and

0 A new configuration for the ground instrumen- requires less than 80 W of the single-phase, 60-Hz pow-
tation had to be developed for the Pershing II weapon er used by the weapon system. The two cartridge drive 37
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---- - ILL computer. The data pulses on the bus are only about
110 ns long, and the time between words on the bus can
be as little as 1.7 As. The'most reliable and conventional
way to transmit such data would be to use dual dif-
ferential line drivers and to match the lines all the way
to the SDR, with the SDR placed as close as possible to
the launch computer. However, for economy, only a

At / single-ended line-driver scheme was made available to
4 the SDR, and the SDR had to be mounted approximate-t ly 10 ft from ite tactical connector to the launch com-

puter. In order to improve the signal-to-noise ratio to
the SDR and to further isolate it from possible interfer-
ence with the launch computer, an active buffer and
transmission line matcher were designed to be part of
the signal cable. Those circuits were miniaturized and
incorporated in an elongated backshell right at the sig-
nal cable connector that mates with the tactical connec-
tor to the launch computer.

Functional Description

Functionally, the SDR is connected to the I/O
bus of the Pershing launch computer (PLC) and can re-

Figure 1 - The System Data Recorder. cord information going to or from it. The SDR is trans-
parent to the PLC when connected to the 1/O bus. The
tactical software is not required to slow down to accom-

units use an industry standard 3M four-track cartridge; modate the presence of an SDR, and the PLC does not

each cartridge can hold at least 1 x 106 words of 16 require a READY or \CKNOWLEDGE signal from the
bits each. When one cartridge is full, the SDR automat- SDR. Therefore, the SDR is completely passive as far as

the PLC is concerned, and the SDR is designed to send
ically switches to the next cartridge drive unit. The con-
trol and primary display for the SDR are afforded by no signals back to the PLC.
the pocket terminal shown in Fig. 1. The operator car- The central processing unit (CPU) puts out alter-
ries the pocket terminal with him; thus, there does not nate address words and 16-bit data words on the I/O
have to be a terminal for each SDR, saving space and bus. The address word is put out on the 1/0 bus, enabl-
weight for an equivalent keyboard and display. ing the particular interface or data link for which the

data that follow are intended (see Fig. 2). The CPU thenThe philosophy followed to minimize the cost of loads the 16-bit data word on the 1/O bus. All the vari-
the SDR is to use off-the-shelf components with as little
modification as possible. In addition, virtually no mod- ous interface devices and data links see the data word,

ification to the tactical weapon system is required; only but only the one just addressed receives the data word

minimal provisions were made to acquire the necessary an beintcio datansit i t pro
signals. The SDR comes complete with its own weather- cation. The interface or data link receiving data from

the CPU will not be ready to receive additional data un-proof enclosure; cables for signal, power, and ground- til its circuits are cleared and it has received an
ing; and a combination mounting/carrying handle to ACKNOWLEDGE signal from the receiving device. The
suspend the SDR from a catwalk on the erec- CPU can service other interfaces or data links while a

particular device is receiving and acknowledging a data
The equipment has been designed to meet the word.

weather conditions expected in Europe and the UnitedStates and to meet the full electromagnetic pulse/radio A1-i aallitraei eurdi re o
Sfrteseand totmeetrtheefullcelectromagnetictpulse/radio the SDR to be able to receive and interpret all the infor-
frequency interference specifications for the tactical mto nteIObs h ntuetto nefcmation on the 1/0 bus. The instrumentation interface
equipment. In effect, the design makes the SDR a part (1/1) card in the PLC provides such an interface for the
of the weapon system's Faraday cage. SDR. Another section of the 1/I card does a parallel-to-

The SDR is buffered directly in parallel to the serial conversion of the data; the output is planned for
38 16-bit input/output (I/O) bus of the tactical launch use only at firing ranges in the United States. The
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tactical software in the PLC stores an inventory of data PLC
. elements of an instrumentation nature that are ad-'" LJ rector/la3uncher

dressed to the I/1 card. The normal mode of the SDR is funcons

to receive only the data elements preprogrammed for
- the 1/1 card, but only a quick firmware change in the Tape
" SDR is needed to add data elements for special pur- reader

poses.

In Fig. 3, the parallel interface logic screens the Date fink Paton

* data elements to be recorded. Much of the data appear- 1/O

ing on the PLC 1/O bus are repetitive; this is also true bus
of the data addressed to the I/i card. A major task for
the SDR thus becomes one of real-time data compres-
sion. The board 1 microprocessor stores the initial value Erector/launcherI
of each data element and compares each subsequent Interface keyboard and

* transmission of that data element to the initial value. H display

The initial value and any subsequent changed values are Instrumentation
sent to the shared memory along with pertinent infor- interface

e;:,." 4mation as to the destination of the data element in the Q Persng Project

tactical system. Manager's OfficeI Iinstrumentation

The shared memory is divided in half. Board I is (range use only)
filling one half at its own pace while board 2 is empty-
ing the other half at an asynchronous pace. When board System data
2 has finished emptying its half, the microprocessors recorder

J switch halves and the process continues. The logic on
board 2 takes the data element and source information, Figure 2 - Functional Interfaces of the SDR.

Pocket
terminal

, Strobes inefc lc

-Sh ared TI9900

meor micro-
processor

Fue3-Fnt-nlblc iarmofteSO.3

, -.: .TI 9900 Tape

"micro- interface R_ processor 2oi

% i

,%# Real-time*

(remote
location)

*Present only for prototype SDR's used for range firings display

Figure 3- Functional block diagram of the SIDR. 39



tags it with date and time-of-day information, and con- Director for Range Safety. The feature of flexibility in
trols the rocording of the data on the tape. Because the the recorded parameters has been called for on two oc-
continuous flow of data to be recorded does not allow casions, and the data elements recorded by the SDR
time for the cartridge to be rewound to start a new have been used by the Pershing Project Manager and

track, the data elements are recorded on the tapes in a the prime contractor to help solve a weapon system
"serpentine" fashion; that is, at the end of the tape, an- problem. The drawings, parts lists, software listings,
other recording head is selected, and the next track is re- etc. will be delivered to the Pershing Project Manager in
corded in the reverse direction. fiscal year 1983; an initial production contract for at

least 20 units will be issued from that office. The pro-',,A nonvolatile memory is needed to store re- duction units will be deployed with the Pershing I1 units

corder and track information when the power to the
on alert status in the same way that the Pershing I a sys-

SDR is turned off. The time-of-day clock and the non- tem is now instrumented.
volatile memory are battery powered when the power is
off.

Prototype SDR's have been used on three Persh-

ing H engineering development firings to date. Their This work was supported by the U.S. Army Missile Command,
real-time display feature has been invaluable to the Test Pershing Project Manager's Office.
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REQUIREMENTS STUDY FOR A TRIDENT II
ACCURACY EVALUATION SYSTEM

L. J. Levy

Fundamental approaches and quantified instru- provide a basis of understanding for developing ac-
mentation requirements to evaluate the accuracy of an curacy evaluation tools for Trident II. Much experience
advanced SLBM weapon system were developed in the with new data processing and instrumentation was
Accuracy Evaluation System study as part of the Im- gained in evaluating Trident I. Analytical studies pro-
proved Accuracy Program. This first attempt to deter- vided additional candidates of advanced methodologies
mine the instrumentation requirements systematically and instrumentation that would be desirable for Trident
prior to SLBM weapon system design provided the de- and T rme on tha woud E alafor Triden
sign foundation for the Trident 1H accuracy evaluation (CS the pr s o teAracy ealuatin* ytmcretybigdvlpda P.(ACES) study was to integrate those insights into asystem currently being developed at APL.

comprehensive approach for Trident II accuracy evalu-
ation that would satisfy quantified requirements. The

BACKGROUND associated analysis tools would then allow systematic
trade-offs in test planning and instrumentation design

• 0te Some of the lAP (definitions may be found in as the weapon system was being designed and -:
40 the glossary at the end of this article) objectives were to developed.'4 -"
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DISCUSSION turn, project into a confidence interval about the esti-
* mated CEP.

The approach used was first to determine the ac-
curacy evaluation capability that was to be required A Kalman filter usually was assumed to estimate
from an ACES. Next, the accomplishments and prob- error sources on a per test basis by deducing the causes

lem areas of other lAP tasks were examined to provide of the divergence of data between the weapon system
' insight into what instrumentation and methodologies and the independent instrumentation. Only a minimum

were needed. As they were examined, appropriate soft- amount of prior knowledge of the weapon system's
*-.. ware was developed to relate their characteristics with statistical model was assumed in order to obtain data-

the ACES performance. The more promising ap- driven estimates.

proaches were examined iteratively to arrive at a se- On a cumulative basis, maximum likelihood
lected configuration of methodology and instrumenta- techniques were assumed to estimate the statistical
tion. The associated error models used in the selected model parameters from the accumulated test data.
configuration served as the desired instrumentation re- Those techniques also provided explicit estimates of the
quirements. uncertainty in determining the statistical model parame-

ters, enabling confidence intervals to be calculated.

For practical convenience, each phase (e.g., pre-
Objectives and Requirements launch) or subsystem of the weapon system can be pro-

cessed independently and in parallel, to be combined
The major objective of an ACES for a high- later in an optimal overall estimate of all the error

- accuracy missile is to confirm (by system testing) the sources, taking into account the interphase instrumen-
attainment of the weapon system's tactical accuracy tation and weapon system correlations.

r .q 'I goal and to understand quickly the demonstrated wea-
pon system model for problem resolution. The confir-

l . mation of a tactical accuracy goal required that test Instrumentation Trade-Offs and
data be projected into tactical accuracy estimates (i.e., Recommendations
CEP) with "small enough" confidence intervals. (Con-
fident problem resolution dictated that the subsystems' In order to conduct trade-offs, software was
contribution to tactical accuracy be estimated with needed to relate instrumentation and methodology
small enough confidence intervals.) The isolation of models with ACES performance (confidence intervals
outliers from the cumulative data base required that etc.). The capability analysis software (Fig. I) statistic-
each test's contributions to system miss distance be esti- ally modeled the assumed characteristics of the instru-
mated with a small uncertainty. mentation, weapon system, and data-processing soft-

ware. Many instrumentation options were analyzed in
order to derive the recommended configuration, shown
in Table I. Instrumentation above that needed for the

Concepts and Methodologies lAP was recommended in order to satisfy the ACES
"In o orequirements. The most novel and useful addition was

had In order to estimate tactical accuracy, test data the TAI, a strapdown inertial system fastened to the-- - had to be extrapolated to untested tactical conditions. tactical guidance case. It would provide high quality

Also, it was mandatory, for statistical "leverage," that "acceleran daa tt would compee a ual-
testdat fro may difernt cenaiosbe cmbied. "acceleration" data that would complement a dual-

test data from many different scenarios be combined, frequency SATRACK system with continuous ring an-
This is possible theoretically if the weapon system error tennas. ARA's, also strapdown inertial systems, would
model is a known structure (of the particular scenario) be used to transfer the reference velocity through the
propagating fundamental error sources (error sources SSBN flexure environment. Independent gravity VD
independent of the scenario, e.g., gyro drift error pa- measurements would allow an independent assessment
rameters). Estimates of the fundamental error sources of the tactical VD model. The "Special NAV Test" pro-
from each test can be accumulated across all the tests to vides the main source of tactically representative test
estimate the statistical model parameters (usually means statistics for the navigation subsystem. The Advanced
and covariances) of the fundamental error sources. The Precision Instrumentation Package, a strapdown inerti-
estimated model can then be projected by means of the al system in the reentry body, provides the data to eval-
tactical scenario structure (a statistical simulation) into uate the reentry body deployment as well as the reentry
target accuracy (CEP). The uncertainties in estimating phases.
the error sources for each test (along with the number of
tests) determine the uncertainty in estimating the A performance comparison of the recommended
fundamental statistical model parameters. They, in ACES instrumentation and the lAP instrumentation in 41
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multiphasebli anlseINdito

combadiures Sgar fon the PC S r aliht a nis al NAT

and at ESGN i
Independent VD Independent VD Independent VD

verification verification measurement

FC SATRACK heading estimate
TAI at guidance

GUID Dual-frequency ring antenna SATRACK with TAI

Launch area gravity surveys

FF GEOSAT survey results into gravity anomaly data base

DEP, reentry Advanced PIP on reentry body ( - I /flight)

*Short span of GPS high density data plus position fixes of opportunity.

predicting the Trident 1I tactical accuracy is shown in The ACES recommended instrumentation and
Fig. 2. The major advantage of the recommended processing methodology has been accepted by the Stra-
ACES instrumentation is in its ability to evaluate parts tegic Systems Projects Office as the basis upon which to
of the weapon system confidently so that proper fault budget, plan, and design the Trident I accuracy

42 isolation can occur. evaluation.
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90% equal tailed confidence intervals for 20-test program

Instrumentation (test data projected over medium-range tactical trajectory)

True system accuracy
lAP
ACES recommended Trueinertial guidance accuracy

lAP

ACES recommended
Impact accuracy (CFP)

Figure 2 - Comparison of lAP and ACES instrumentation applied to the Trident II

accuracy prediction.

GLOSSARY

ACES Accuracy Evaluation System PEM submarine-launched flight tests using
ARA attitude reference assembly production evaluation missile
CEP circular error probable (radius of circle PiP Precision Instrumentation Package

containing 50% of the impact errors) POS position4 DASO Demonstration and Shakedown Opera- SLBM Submarine Launched Ballistic Missile
tion TAI three-axis instrumentation

DEP deployment TI test instrumentation (antenna mast for
' ESGN electrostatic gyro navigator DASO's)

FC fire control VD vertical deflection
FF free fall VPRS Velocity/Position Reference System
GEOSAT Geodesy Satellite X development flight tests from flat pad
GPS Global Positioning System (satellite

navigation system)
GUID guidance
lAP Improved Accuracy Program
IC initial conditions
NAV navigation This work was supported by the Strategic Systems Projects
OT Operational Tests Office.
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EVALUATION OF UNITAS XXII HF COMMUNICATIONS

G. R. Preziotti

At the direction of the chief of Naval Operations DISCUSSION
(CNO), APL tested and evaluated high-frequency
(HF) surface communications from existing shore sta-
tions to the Atlantic and Pacific areas surrounding Test Methodology
South America. The primary purpose of the test, con-
ducted from July through December 1981, was to deter- To accomplish the test objective, APL adapted
mine the ability of selected shore stations to support HF the procedure used in the Fleet Ballistic Missile Com-
communications in the UNITAS operating areas and munications Continuing Evaluation Program (FBM
thereby allow the Navy to make decisions on future COMM CEP). That procedure has been used since 1974
communications support. to determine the performance of the very-low-

frequency, low-frequency, and HF broadcasts that car- .

ry messages to FBM submarines.

BACKGROUND For UNITAS, throughout the test period, APL

Virtually no qualitative empirical data have been equipment activated a special HF broadcast (75 baud,
a vial o qitraiivesfrm emiti dahoe s- with frequency shift keying), which participating Navyavailable for HF transmissions from existing shore sta- ships monitored with APL-supplied test equipment.

tions to the Atlantic and Pacific areas surrounding This broadcast was a repetitive, IS-mm test transmis-

South America. To determine the communications re- T
sion that contained a 5 min test message and a 10 min

sources required to support future operations in those tuning signal. The test message consisted of a series of
areas, CNO requested that APL evaluate HF communi- 13 bit test sequences (Barker pattern), shown in Fig. 1,
cations during the UNITAS XXII exercise in 1981. repeated to obtain the required length. This test se-
(UNITAS is an annual exercise in which naval forces ofprobability
the United States and of several South American that the code sequence will be recognized in the presence
countries conduct joint maneuvers.) APL prepared are
cot ries plan nducted a tn au ation A L ae . Te of errors and lessens the probability that some other se-

followian grond rues were oeved:o aquence will be falsely recognized. The repetitive se-
following ground rules were observed: quence allows a reasonable measurement of channel er-

ror rate without the need for an exorbitant amount of
1. Evaluate an individual station's perfor- stored information in the test instrumentation

mance, not multistation broadcasts. (No at- processor.
tempt was made to copy only the best avail- p s
able frequency.) Two transmitters were used to key the test trans-

2. Use only authorized frequencies, not those missions from each participating shore station (Fig. 2,
presently assigned to other use. (The results which also identifies the I I operating areas for which
indicate the HF propagation conditions pres- results were reported). The transmission frequencies for

ent during the test, conditions that change the test were selected from the authorized frequency
seasonally and yearly.) pool for each station; predictions from an HF propaga-

3. Present the results as daily averages, without tion program were used for guidance. The UNITAS
accounting for diurnal variations in HF prop- operating area was divided into seven zones to reflect
agation conditions. the propagation characteristics of different geographic

Legend: 1 - mark 0 - space Technical test message

Test sequence coding 1111000110101 0000011001010 1111100110101 0000011001010 1111100110101

Corresponding Teletype K N S 0 H V B R T D X W Y
character

0000111001010 1111100110101 0000011001010 1111100110101 0000011001010

T W G U J E I Y K P LF N R

44 Figure 1 - Barker sequence test pattern.
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Figure 2 - UNITAS HF test stations and operating areas.

areas of South America, and frequencies were selected them to determine their ability to support HF communi-

for each zone. cations in the UNITAS operating area. Several sectors

Two participating ships from the UNITAS task of the UNITAS operating area were examined, and theTwo artcipaingship frm th UNTAS ask performance in each was identified.
group monitored the test transmissions with three to
seven receivers, depending on the number available. To To determine each station's effectiveness in sup-
sample each station equally, the ships switched the porting HF communications, APL calculated the avail-
receivers every half hour to different transmission ability and quality of the reception from each station.
frequencies in accordance with a schedule that provided Availability was defined as:
a nonbiased sampling of each station's performance Number of received test messages
without regard to signal quality. Availability = Number of receion oteties

Number of reception opportunities "i

The test messages automatically activated APL- This equation gave a fraction that indicates the per-
developed Modular Data Collection and Recording centage of time messages from a station could have
(MDC&R) equipment on board the participating ships. been received. Quality was computed as:
This equipment recorded the time of message reception
and the Teletype channel character error rate (CER), Quality = Number of received tat meuag with aCER <3 x 10-3
and the operator entered the receive frequency. The Number of receved tat mesages
MDC&R equipment is shown in Fig. 3. This equation gives the fraction of received test

messages that were of usable quality. The CER value of

Data Analysis 3 x 10-2 for the cutoff point of a message of usable
quality was obtained from the North Atlantic Surface

After the test, APL evaluated the performance Communications Evaluation conducted by APL in
of all the shore transmitting stations and compared 1976, which determined that messages with up to 3 er- 45
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SRESULTS

The UNITAS XXII HF communications evalua-
-- tion shows each transmitting station's effectiveness in

. . LJU UL..- all II operating areas around South America (Fig. 2).
. UUULJJLThe U.S. Navy used those results to determine the sup-

*l .j, 4 *.j -- E@ port required from the relevant communications facili-
- ____ l____ties. The Navy was thus able to base decisions on mea-

-- -sured communications performance data, where none
-_ had been available before. APL has been asked to con-

duct a similar evaluation of HF communications in the
QI i Indian Ocean.

[ ,ACKNOWLEDGMENT
,*:The following persons also contributed to this

- - evaluation: M. D. Sullivan, J. S. Quinn, and R. W.
-- Rowe.

Figure 3 - Modular Data Collection and Recording
equipment developed by APL.

ror characters in 100 were of usable quality for tactical
operations. p,

The effectiveness of each station was defined as
the fraction of time each station would have been
received with usable quality by the UNITAS task group:

Effectiveness = availability x quality. This work was supported by the Chief of Naval Operations.
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INTRODUCTION

Analysis of naval warfare was first performed by APL during World War
II when the Laboratory addressed the optimum use and characteristics of fire
control directors. Since then, APL has continued to be involved in the analysis or
assessment of Navy combat systems. The role of analysis is to investigate objec-
tively on a quantitative basis how well current and future Navy systems will per-
form in battle.

With the increasing threat to the survivability of our Naval forces and the
expanding technology in warfare areas like computers, missilery, sensors, and
electronic countermeasures, the tools for analysis and the nature of the combat
systems analyzed are becoming more complex. Now an analyst can interact with
a computer simulation program via a console and find out, for example, how
well a Naval force can obtain and maintain track of strategic submarines. Where
previously one could track friendly and enemy positions manually by means of
calculations, charts, and nomograms, the analyst today has available a comput-
er-based setup (APL's Warfare Analysis Laboratory) with a series of displays.
With the computer and display capability, calculations are much faster and the
bookkeeping of weapon and position information on all forces is current and ac-
cessible. By being able to program more functions and conditional "what if"
statements, the analyst can gain more insight into the sensitivities of a problem
and thus provide more operational options to the Navy. One recent use of this
wargaming facility was the identification of key technical issues regarding hard
kill and soft kill mechanisms. (An example of hard kill is the destruction of a tar-
get by hitting it with a projectile or guided missile; an example of soft kill is the
decoying of an incoming target so that it misses the ship.)

To understand the broad range of analyses performed by the Laboratory,
a succinct review of examples of past work is presented. During the late 1940's,
APL analyzed warhead designs, prepared specifications for future guided mis-
siles, compared Talos and Terrier for the defense of a cruiser, and defined ex-
pected air attacks on Naval forces. During that time, APL laid the groundwork
for defining the antiair-warfare (AAW) problem in terms of the types of threats
expected and the methodology to analyze the defense of the Fleet with the intro-
duction of guided missiles.

In the 1950's, studies were conducted on electronic jamming, cruise and
ballistic missiles launched from submarines, and an improved methodology for
determining warhead detonation and kill probability. Formulas and doctrines on

missile-fire coordination were developed. Comparisions were made of the capa-
bility of interceptors, missiles, and guns for Fleet defense, and the nuclear Talos
missile was compared to the Nike missile.

In the 1960's, the Air Battle Analyzer was developed and applied to Fleet
air-defense problems. Natural environmental factors such as sea state, wind ve-
locity, and atmospheric refractivity were investigated with respect to naval appli-
cations. APL engaged in studies on NATO air defense, the SOSUS system, point
defenses of large ships, small-ship missile systems, and amphibious support

48 weapons.

% %



- - ~- ?7 %P - -V) -4*.. --.

''

%°

During the 1970's, APL became heavily involved in effectiveness studies
for the Aegis Weapon System and the New Threat Upgrade (NTU) program for
Terrier and Tartar ships. APL evaluated the Close-In Weapon System and other
self-defense systems. Analyses were made of nuclear weapons, cruise missile sur-
vivability and attack on enemy ships, and the requirements for high-capability
surface-to-air missile systems.

The trend in the 1980's is pointing toward the Navy's increased coordin-
ation of multiwarfare areas in spaceborne, airborne, surface, and subsurface
systems. Toward that goal, the Warfare Analysis Laboratory, through a series
of "open seminar" evaluations, has provided physical and tactical insight into
hard kill/soft kill interactions and outer air battle operations. In the Battle
Group AAW Coordination Program, requirements for communication links be-
tween ships and aircraft were developed. Operational tactics guidelines for the
use of the EA-6B tactical electronic warfare aircraft were prepared and issued to
the Fleet. Simulation models were developed that examined the survivability of
Harpoon missiles against hostile fire and electronic countermeasures. Analytic
support was given in developing combat system requirements for the new DDG-
51 class of guided missile destroyers and for NTU guided missile cruisers, and in
identifying and evaluating alternate AAW systems for the 1990's mid-life up-
grading of the 50-ship FFG-7 class of frigates. A study was performed to define
missile loadout options for a new Vertical Launching System in surface combat-
ants. Various midcourse trajectories for a wide area defense missile as a function
of target environment were examined to enhance the detection and intercept
probability of the target. A computer model, SMITE, was developed as a missile
target arrival distribution model to permit the analysis of battle effectiveness as a
function of attack coordination; data results appeared in a Surface Warfare
Threat Handbook prepared by the Laboratory. A Submarine Surveillance
Model, an interactive model that simulates an enemy's antisubmarine warfare
platforms and their detection mechanisms against a friendly nuclear attack
submarine, was developed. Another interactive model was developed in which
Red and Blue players perform the functions of opposing theatre commanders in
a naval campaign in a multiwarfare environment.

This introduction attempts to summarize the scope of APL's programs
in naval warfare analysis. The articles in this section are a few examples of these
analyses.

49
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HARPOON SURVIVABILITY ASSESSMENT PROGRAM
M-ON-N MODEL

L. D. Peck

A large-scale, Monte Carlo, digital simulation of The development of the M-on-N model concen-
multiple air targets attacking a force with numerous trated on three areas: (a) the information flow and deci-
antiair-warfare defenses has been developed. The mod- sion logic at a single air defense decision center (ship-
el was used to estimate the survival probability of at- board combat information center or battle information
tacks by many Harpoon anti-shipping missiles on a post), (b) the interaction among the different sensors
force of several ships defended by guns, surface-to-air
missiles, and electronic warfare weapons. The estimates and weapons at an AAW location (ship), and (c) the

were used to evaluate and make recommendations re- interactions among several different locations (ships).

garding the configuration and tactics for the current One modeling precept was that details treated in the
versions of the Harpoon Weapon System and proposed one-on-one or one-on-many threat element analyses
changes thereto. need not be included in the M-on-N model; one reason

for this precept is to keep the M-on-N model as simple

as possible so that it may be understood and may be
used with enough Monte Carlo iterations to obtain

BACKGROUND adequate statistics. The results from the one-on-one and

The Harpoon Anti-Ship Missile Survivability one-on-many analyses are included in the M-on-N data

Assessment Program (ASM SAP) has the threefold ob- base, which is available at the start of simulation.

jective of (a) evaluating the survivability of the current The M-on-N model is a discrete event/time
anti-ship missile against the current and future threat, model, where state changes occur only at the required
(b) evaluating options for enhancing the survivability simulated times. The model world view is as follows:
against the current and future threat, and (c) document-
ing results under the joint approval of the Anti-Ship I. An air target starts at an initial point and flies

Missile Project Office (PMA-258) and the Director of to a terminal point. .

Naval Intelligence. One aspect of ASM SAP is to 2. The air target is "detected" by the defending
specify multiship scenarios where multiple (M) ASM's sensors, and air defense system "tracks" are

(Harpoons) attack a force with numerous (N) defenses. created for the target.

The second aspect is the threat element analysis to 3. The tracks are evaluated for weapon engage-

estimate the result of the encounter of one Harpoon and ment and assigned to a defending weapon.

one defensive weapon or sensor and of one Harpoon 4. The defending weapon engages the target.

and many defending electronic warfare weapons.' The 5. The engagement ("kill") results are deter-

information from the two parts is combined in the M- mined.

on-N model to estimate the results when a group of 6. The air target reaches the terminal point and

Harpoon missiles attacks a defended force. may kill the defenses. ,

7. Statistical results are collected.
The Harpoon SAP M-on-N model is a successor

to the Force Mix Shipboard AAW Simulation, 2 which The dynamic state of the model at any event (or
was designed to quantify the effectiveness of U.S. Navy time) within this world view is used to find the value
defenses - in particular, multiunit AAW escort forces (e.g., the SAM time of flight to intercept) for the inter-
defending high value ships with area surface-to-air mis- actions between an air target and the defenses. Each
sile (SAM) batteries. state parameter that is determined to be important (by -,

means of the one-on-one and one-on-many threat ele-
ment analyses) is modeled. The total instantaneous
state vector is used to retrieve the interaction value from

DISCUSSION the model data base, where the complete set of inter-
action values determined by the threat element analyses

The Harpoon SAP M-on-N model is a large- is entered.
scale, Monte Carlo, digital simulation of the encounter
between multiple air targets and numerous AAW de- Only Harpoon missiles have been considered as
fenses. When used for Harpoon studies, the air targets air targets for the M-on-N model up to the present time.
are missiles and the AAW defenses are in ships that Some of the state parameters considered important for

so make up a naval force. the missile are the flight geometry (e.g., the range from

.-
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a defending element or missile altitude) and the missile Table 2 - M-on-N model elements to which a Monte
electromagnetic signal radiation status (a defending Carlo method may be applied.

ship signal-intercept receiver cannot detect the Harpoon Air target variables
if the signal is not radiated). Launch time

The different types of defending elements that Time of flight

are modeled are listed in Table 1. The model and the Terminal point

data base structure allow for several kinds of defending Defending system variables
- elements of each type (e.g., several kinds of gun bat- Weapon kill probability

teries or SAM systems) and include the requisite in- Time delavs
dexing functions, etc., to allow different ships (sites) to Recognition by sensorsFirm track by sensors
have different weapon suites while minimizing the size Track evaluation
and amount of information that must be entered into Weapon assignment
the data base for any single defending element. Fire control radar acquisition

Electronic warfare weapon activation
Table 1 - Types of defending elements in the M-on-N Communication between sites (ships)
model.

Search Sensors input data into the forms required for the model cases.
The event store part of the model, including the data

Radar base and results collection routines, is written in a struc-
Electronic support measures receiver tured format in the General Purpose Simulation System

Weapons language. A postprocessor operates on the subset of the
Guns results to prepare the case reports. Both the preproces-
Surface-to-air missiles sor and the postprocesor are written in PL/I program-
Electronic warfare ming language.

Chaff
Deceptive countermeasures To date, the M-on-N model has been used to in-
Noise jammers vestigate a naval force defending itself against an attack

________________________ I with Harpoon missiles. The variations in the air attack
i have included all types of Harpoon launch platforms or

The Monte Carlo (probabilistic) capabilities in launchers, changes in the total number of missiles in an
the model include selecting from the uniform, Gaussian attack iteration, the use of different initial points for
(or normal), lognormal, and Weibull (including expo- the attack relative to the defended force (in terms of
nential) continuous probability distributions, and from both range and relative bearing), and changes in the
multiple-valued (or single-valued) discrete distribu- time delay between launches of successive air targets.

% ,tions. The pseudorandom numbers used in the model The variations in the defending naval force have in-
are managed to ensure sequence duplications from sim- cluded changes in defending ship class (selected from 12
ulation case to case, thereby eliminating the extra varia- classes in the data base), defending force size (varied
tion in results that arises when different sequences are from a single ship to a group of six ships), defending
used for different simulation cases. The model elements force ship dispositions, and most of the defending sys-
to which a Monte Carlo method may be applied are tern time delays listed in Table 2.

.. ,.._ given in Table 2.gieninTale2.The M-on-N model is presently run on the IBM

The statistical data for model simulation runs 3033 computer. The model uses an average of about 850
are collected in the form of tables and distributions for kilobytes of machine memory and requires about 200
the desired model elements; these data are available for seconds of machine time for one case with a total
use during model checkout and are saved (on micro- med over all iterations) of 200 air targets attacking a
fiche) for each production case. A subset of these re- force of six ships, defended by a total of 14 gun bat-
suits is used to generate a standardized four page report teries, 13 SAM batteries, and electronic warfare wea-
for each case. The first page lists the geometric inputs pons.

S.'for the defending force and the air target initial points,
the second is a general summary of the results for the
case, the third summarizes the results for the defense, ACKNOWLEDGMENT
and the fourth summarizes the results for the air target The PL/l programs for the preprocessors andattack.ThPLIpormfothprpoessan

postprocessors were written by B. Bundsen. The Force
The model is written in modular form at several Mix model and the initial M-on-N modeling were writ-

levels. A preprocessor is used to transform simulation ten by E. A. Davis. 51
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SMITE: A SIMPLE MODEL FOR INVESTIGATING
TACTICAL ENVIRONMENTS

L. B. Carpenter

A simple Monte Carlo simulation has been de- the crossing distances and peak arrival rates seen by

veloped to model a multiraid attack on a multiship for- that ship (for all missiles entering the circle of interest).
mation. The model provides a tool for analyzing the Subsequently, the user may request the picture seen by
target arrival rates and crossing distances presented to other ships and other radii of interest.
individual ships in the formation.

Raids

In the model, a raid is a mechanism for generat-
ing ASM's. It does not necessarily correspond to physi-

BACKGROUND cal platforms in the real world. To simplify the inputs, a

In order to analyze the effectiveness of surface- raid is usually used to simulate a group of platforms

to-air missile systems and command, control, and com- launching several ASM's. The raid parameters are as

munications systems in a realistic multiattack multiship follows:

scenario, we need a way to determine the arrival-rate I. Initial position (range and bearing, at begin-
and crossing-distance distributions presented to individ- launch time,)
ual ships. For any situation of realistic complexity, it is 2. Course and speed,
usually impossible to derive a closed-form mathemati- 3. A "box size" within which the launch posi- ..

cal solution to those distributions. One must resort to tions for the ASM's are randomly dis-
4'r numerical simulation. The SMITE model was devel-oped fo that urpose

oped for that purpose. 4. The (maximum) number of ASM's the raid

can fire,
DESCRIPTION 5. A target list from which the raid chooses its

targets,
Functionally, SMITE is composed of two essen- 6. A begin-launch time (which may be perturbed

tially independent parts. The first, using the input des- by a Gaussian random variable),
criptions of the raids and ships, generates a history 7. A "launch sequence" defining the time
table of all the antiship missiles (ASM's) fired (for all spacing of ASM launches, and
Monte Carlo replications). The second, in an interactive 8. An average speed for the ASM's (which may
mode, allows the user to choose any ship, specify a radi- be perturbed by a Rayleigh random vari-

52 us of interest about it, and get a statistical summary of able).
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Ships Part 2 provides several tabular and graphical
outputs, samples of which are shown in Figs. 1 and 2.

The ships are represented only by their positions The most important output from part 2 is the distribu-
(in range and bearing). Their relative importance is im- tion of peak arrivals as a function of the length of speci-
plied in the targeting lists for the enemy. They are sta- fied time windows. For each simulated attack (Monte
tionary, and they are not damaged by the enemy Carlo iteration), the peak arrival for a given time win-
attack. dow is the maximum number of targets arriving within

There is no explicit simulation of defensive ac- any time interval of that length.
tions by the ships, such as SAM firings, electronic coun- The counts (maximum arrivals versus window
termeasures, etc. However, input attrition factors may size) are stored for each iteration; at the end of the run,
be applied to the ASM's to provide rough approxima- the data are tabulated to show the minimum, mean, and
tions of the effects of defensive actions. maximum observed for the various window sizes (see

Fig. 2).
Outputs Figure 1 shows the tracks of all the ASM's that

The output from part 1 of the model is a set of entered a circle of 20 nmi radius around ship 3. (In this
tables depicting the characteristics and history of all the example, there were nine ships and 11 raids; the average
ASM's that were generated for all Monte Carlo repli- number of ASM's penetrating the circle was 120.) The
cations. The tables may be saved for subsequent analy- crossing distances of the ASM's that penetrated the cir-
sis or used immediately as the input to part 2. Table 1 is cle are shown in Table 2. Their peak arrival rates at the
a sample of an ASM history table. circle are plotted in Fig. 2.

Table I - Sample ASM history table.

Time of Launch Point Distance Impact
Launch (°N) Target Av. Speed Raid Flown Time
(min) Range Bearing Ship (anmi/mn) No. (nmi) (min)

15.17 146 9 1 20.04 I 146 22.46
15.07 147 9 2 19.59 1 129 21.65
15.97 140 7 3 20.13 I 138 22.81
15.20 146 9 I 20.22 1 146 22.42
14.94 148 9 1 19.56 1 148 22.50
15.90 141 7 3 19.43 1 138 23.01
15.36 145 8 1 19.87 1 145 22.64
15.27 145 8 1 19.72 1 145 22.64
15.28 145 8 5 19.76 1 159 23.31
15.62 143 8 1 19.37 1 143 22.99
13.98 170 230 I 20.16 2 170 22.41
14.06 170 230 1 20.26 2 170 22.46
14.56 171 232 2 19.58 2 184 23.98
14.65 171 232 1 20.24 2 171 23.08
15.15 171 234 1 20.31 2 171 23.59
15.23 172 234 1 20.24 2 172 23.71
15.73 172 236 1 19.89 2 172 24.40
15.81 173 236 7 19.58 2 166 24.29
16.31 174 238 1 20.13 2 174 24.94
16.40 174 238 1 19.54 2 174 25.29
17.65 50 310 5 8.93 3 63 24.76
17.67 50 310 1 8.86 3 50 23.32
17.84 50 310 8 9.04 3 43 22.54
17.85 50 310 I 8.68 3 50 23.61
18.02 50 310 1 9.00 3 50 23.57
18.04 50 310 1 8.79 3 50 23.73
18.20 50 310 I 9.02 3 50 23.75
18.22 50 310 1 8.78 3 50 23.92
18.39 50 310 1 9.09 3 50 23.89
18.40 50 310 6 9.02 3 51 24.11 53p~t,. 53 1
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4 Figure 1I Plot of ASM's seen by an individual ship.

150- Table 2 - Crossing distance statistics.

--- eanimu Distance Mean J Std. DCI'. M ine. Max.
-- Minimum

I0.00 to 1.99 38.70 3.20 34 4
92.00 t 3.99 40.40 3.07 36 47 "

4.00 to 5.99 26.80 1.91 24 31 '.

.900 6.00 to 7.99 6.95 2.09 4 11
18.00 to 9.99 6.70 2.45 1 12

.S/ 10.00 to 11.99 4.55 1.57 2 8/12.00 to 13.99 4.30 1.56 1 7
14.00 to 15.99 0.10 1.29 6 10
16.00 to 17.99 .50 0.95 0 3

I / 8.0to1.9 00 0.00 0 0
o- '1.0 o/.9 00

/ / Ship 3
- / adis 20nmipositioning of particular ship classes. It will be a useful

-- - . (20 eplicaions)tool for raid planning and coordination studies. i-
0 0

110 Widw 100 1000 ACKNOWLEDGMENTS

Figure 2 - Summary of peak arrival data. Significant contributions to the development of
SMITE were made by W. P. Richardson, B. Bundsen,
and L. D. Peck. Improvements and modifications to
the original model were made by J1. R. Moore and J. M.

Applications Giblin.

The model has been used extensively to generate
battle overviews fu.8 % e Surface Warfare Threat Hand-
book. It could also be used for approximate answers to %______________________

54 the defensive coverage of various ship formations or the This work was supported by NAVSEASYSCOM, PMS-400.
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A SOFTWARE ARCHITECTURE FOR A
MULTIPLE-PLAYER WAR GAME

R. R. Guenther, N. K. Brown, and J. F. Stader

A simulation model for the analysis of theater- forces. An umpire may be present to manage the war
level naval campaigns has been developed by APL. In game and possibly to provide external intelligence.
the model, player support architecture manages the re-
sources of a minicomputer system to form the interface
between the model (which runs on APL's IBM-3033) Player Stations
and the teams of players at the Pentagon. This design
for software architecture improves the facilities avail- A Digital Equipment Corp. (DEC) PDP-1 1/34
able to the player to support his command function and minicomputer located at the Pentagon serves as the sa-
also enables fast and orderly additions to player func- tellite computer system that enables the players to inter-
tions in response to developments in the simulation act with the simulation program residing on APL's
itself. IBM-3033. An alternate player facility using a PDP-

11/60 is located at APL. Each satellite facility can sup-

BACKGROUND port five player stations.

A player station consists of two display termin-
The Naval Nuclear Warfare Simulation (NNWS) als (Fig. 1). A graphics terminal provides the geograph-

was developed by the APL Fleet Systems Department to ic positions of both friendly forces and enemy contacts.
provide the Chief of Naval Operations with a vehicle to An alphanumeric terminal provides textual information
study and analyze theater-level naval campaigns. The in the form of reports from friendly forces and sum-
simulation is interactive: the opposing sides provide re- manes of data such as contacts and unit status. The
sponses similar to those that would be generated at a players interact with the simulation through their alpha-
theater command center. The players interact with the numeric terminals by issuing orders to their forces, al-
simulation through a minicomputer system located at nmrctriasb sun rest hi ocs i
simuletaon ruan intothIB303computer sys recting such force actions as mission assignments, con-
the Pentagon and tied to the IBM-3033 computer sys- tact investigations, and defense condition changes.
tem at APL. Several tactical decision aids have been implemented

A basic antisubmarine warfare (ASW) model for both the graphics and the alphanumeric terminals.
was built and tested in 1980.' In the fall of 1980, APL

initate aneffrt t uprad th saellie cmpuer ys-The continued development of NNWS will cre-
initiated an effort to upgrade the satellite computer sys- ate various new satellite computer system and player
tem at the Pentagon to expand the scope of player ac- cniuain.Sm htaepandicue

tions to include more than a single player role for each configurations. Some that are planned include:

side and to support, in addition to ASW modeling, the I. One satellite computer, three player stations:
full complement of naval operations associated with a Red and Blue primary players and an umpire.
campaign. In April 1982, the new interactive player sys- 2. One satellite computer, five player stations:
tem was incorporated into the NNWS. Red and Blue primary players, two Blue sec-

ondary or supporting players, and an umpire.

DISCUSSION 3. Two satellite computers, up to ten player
stations.

Player Roles
Player System Software

The war game consists of two opposing sides,
each having a set of players that directs its forces. Play- A software architecture was design.d to accom-
ers may assume primary, secondary, or supporting modate each player function with a single computer
player roles, which are defined by the scope of a play- program or task. The architecture is realized within the
er's command responsibility. Primary players perform context of the RSX- I I M, the real-time operating system
functions similar to those of theater commanders. Sec- that DEC supports for PDP-I 1 computers. Real-time
ondary players perform functions similar to those of systems are often used for process control applications
on-scene commanders, such as controlling force dispo- such as manufacturing or laboratory experiments.
sitions, planning air operations, or conducting ASW. Viewing the player system as a real-time system was a
Supporting players assume a theaterwide role, such as unique approach that has one primary advantage: each
directing strategic submarine operations or allied naval player function can be implemented with a simple pro- 55
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Figure 1 - An NNWS player station.

gram that requires only a few of the satellite computer's off-line mode when the other player system tasks are in-
resources. The major obstacle in the design of real-time active. Other picture-building tasks such as ocean-depth
systems is overcoming the contention for the same re- contours, pack-ice boundaries, acoustic regions, air-
sources by multiple tasks. Contention problems are fields, and ports are executed off-line with optional ac-
minimized here because much of the time spent by the cess through the graphics executive.
player is idle time for the computer. If contention for
memory or a particular file arises, the delay in resolving Picture display tasks load picture files into the
that contention generally is not noticeable to the player's graphics processor for display on the MEGA-
players. TEK terminal. Those tasks operate only on displays

that have already been generated by a picture creation
The architecture for the NNWS player system Is task. Structuring the system so that the building and the

a three-level hierarchy (Fig. 2). The two higher levels displaying of pictures are separate resulted in a very
consist of executive tasks that coordinate interaction flexible and responsive player graphics capability. The
among the third-level functions, the players, and the number of different graphics displays available at a
simulation model. In structural terms, the task pool at player station was arbitrarily set to 45, three for each of
the third level consists of individual programs that per- the 15 special function keys on a MEGATEK keyboard.
form, as nearly as possible, single functions within the
system. Third-level tasks can also be categorized by the The alphanumeric display tasks generate sum-
type of function they perform. maries from the player's data base and display them on

the VT-100 terminal. Each alphanumeric task also cre-
Data base maintenance tasks are generally initi-

ated from the report-processing executive. Historical
data such as contact history files and unit PIM's (posi- Order-generation tasks build the player's orders
tion and intended movement) are maintained, file for subsequent transmission to the simulation mod-

el. They are initiated by the alphanumeric executive inPicture creation tasks build graphics displays

and save them in files on disk for recall on request. response to the player selecting the appropriate item
n sare iniathe in seeral ways. Theiskts for r e, from an orders menu. Some orders tasks check the or-

They are initiated in several ways. The pictures for the ders files of allied players to prevent the generation of
unit status and contact displays are initiated by the conflicting orders. All orders tasks have validity checks
player's graphics executive after receipt of a new set of and help functions that guide the player through the or-
reports from the simulation model. If the player selects ders composition process.
a different background map, new unit and contact pic-
tures can also be generated. Background maps are initi- Tactical decision aids, which can be either graph-

56 ated from the alphanumeric executive or are run in an ics or alphanumeric displays, assist the player in mak-
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Figure 2 - Software architecture for the NNWS player system.

ing his decisions. Some examples are the display of a the system. Hence, each structural/functional module
unit's PIM or the calculation of the probability of de- affected by the modification of a general NNWS system
tection of a given sonobuoy pattern. Utility tasks are capability will require an SCP. The SCP governs
generally reserved for the umpire, enabling him to con- development activities and is kept current so that it
figure the display system, perform backup functions, describes the operational system element accurately.
and initiate or reestablish playing sessions. Thus, the documentation generated by the development

process is itself modular and is characterized by the

Development Process accuracy and completeness required to support con-
tinued response to NNWS requirements. Adoption of

Because of the evolutionary nature of military this software architecture has provided a framework to
systems and missions, NNWS is expected to require the NNWS development process that inables APL to
modification for an extended period of time, thus pre- make incremental improvements while maintaining reli-
serving its utility with respect to the world it simulates, ability and configuration control of an expanding com-
Therefore, APL has established an NNWS system plex system.
architectural philosophy and development process to
support the incorporation of recurrent modifications to
the simulation model and to the player facility in an ACKNOWLEDGMENT
orderly, efficient, and well-documented manner. The authors wish to acknowledge software

The development process is inherently related to engineers H. E. Conn, S. K. Grasberger, and R. M.
the modularity of the system architecture and encom- Conner of HADRON, Inc., who implemented the
passes architectural specification, prototype building software architecture.

and evaluation, and implementation. Configuration
control throughout development is maintained by
means of progressive refinements in documentation REFERENCE

associated with each phase. L. R. Gieszl and J. W. Marrow, "Development of an Interactive
The basic development document is the System Warfare Simulator," Johns Hopkins APL Tech. Dig. I. 52-54(1980).

Change Proposal (SCP). It is both a configuration con-
trol device and the source document for all permanent
system documentation. When approved, it becomes the This work was supported by the Office of the Chief of Naval
architectural specification for a structural module of Operations, OP-654.
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INTRODUCTION

Computer technology at the Applied Physics Laboratory is an integral
part of all technical, systems, and administrative functions. The computer so
pervades scientific life at APL that the scope and magnitude of its contributions
to space science, medicine, energy research, naval fleet defense, missile guid-
ance, and other problems of national importance are often lost in the daily inten-
siveness of computer implementation activities. Yet the importance of the com-
puter at APL with its myriad technologies and applications cannot be over-
emphasized.

Extensive computational facilities maintained by the Laboratory for use
by its scientists and engineers include: a major digital computer; an integrated
computer-aided-design/computer-aided-manufacturing (CAD/CAM) system;
analog/hybrid computer laboratories; a computer-based image processing sys-
tem; rapid real-time data reduction systems; and hundreds of special-purpose
computers, word processors, and computer-controlled data acquisition
systems.

The central digital computer facility consists of an IBM 3033 multipro-
cessor with high-speed, large-scale dual data processors. The 3033 uses a virtual
memory operating system that accesses a 16 million byte main memory and up to
115 billion bytes in auxiliary direct access storage (disk and mass). The central
computer serves a wide variety of tasks, including large-scale simulations, com-
plex analyses, and data processing and reduction. The 3033 and its associated
computers in the linked APL computer network provide extensive facilities for
interactive real-time processing, image processing, large data base transfers, ad-
vanced graphic processing, and resource sharing.

The Computervision CAD/CAM system has provided the Laboratory
with a modern design, drafting, and manufacturing capability. It is a flexible
system providing three-dimensional design capability for mechanical, electrical,
and electronic systems. Output from the system, in addition to the normal hard
copies, includes photoplotted master masks and numerically controlled machine
tool tapes. Resident system software, along with data linking to larger
computers, can provide design analyses including finite element modeling, logic
simulation, and design rule checking.

The Laboratory also supports two analog/hybrid computer laboratories:
the Interactive Simulation Laboratory with EAI 680 analog computers, and the
Guidance System Evaluation Laboratory with the EAI Pacer 600 system. Analog
and hybrid computations are essential to the solution of complex problems re-
quiring the simultaneous solution of a large number of differential equations.
The hybrid laboratories provide simulations for large physical systems and are

do particularly useful in the missile and missile guidance field.

%1



'Because computers and computer applications at APL are so interwoven
with all Laboratory activities, it is impossible in a limited section to provide arti-
cles addressing all the yearly accomplishments in this field. The selected articles
represent the generic type of activities that one may find in all parts of the Labo-
ratory. They range from special-purpose processors, emulators, hardware, and
data information facilities through standard modeling and simulation activities
to specialized graphical outputs and even the solution of problems at the
graphics level. This trend toward specialized computers, novel methodologies,
and emphask nn graphical display and interaction is expected to continue.
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ARRAY PROCESSOR APPLICATION TO EMULATION
OF THE TERRIER CWAT RADAR

T. R. Hocker

A signal-processing emulator whose key element DISCUSSION
is an array processor has been developed to support the
upgrading of the Terrier continuous-wave acquisition
and track (CWA 7) fire control radar. The emulator Method of Emulation
allows various digital signal-processing techniques to be
evaluated for use in the CWA Tsystem upgrade. Since the CWAT signal processor was the major

unit to be modified, and digital signal-processing
techniques were limited, a hybrid emulator concept was
chosen for development. In addition to an array proces-
sor, the signal-processing emulator uses the AN/SPG-
55B radar (Fig. 2) at the land-based test site at APL.

BACKGROUND The radar's CW transmitter, receiver, antenna, and
To reduce the vulnerability of the Terrier fire synchros provide real target characteristics and ECM
c onrol rduc toetronic oulnermeas s ( , the and also permit saving of time and money. For real-

control radar to electronic countermeasures (ECM), the time operation with an actual system, the emulator
Navy undertook the development of a new, high-speed, must process large amounts of data and pass that infor-
digital signal processor for the CWAT radar. Because mation back to the radar many times a second. An ar-
that development involved advanced technology and ray processor, which can process data a thousand times
signal-processing algorithms for which experience was faster than a general-purpose computer, is the only pro-
limited, there was a need for a signal-processing emula- f rammabtea prog essorl- apabe omper ,ris th only p o

tor to test proposed techniques before they were incor- grammable processor capable of performing that task.

porated into the actual hardware. A CWAT signal-pro- Array processors are special-purpose devices
cesssing emulator whose key element is an array proces- that combine parallel and serial processing. This, to-
sor was developed at APL to meet that need (Fig. i). gether with a floating-point data format and preloaded 8

{h
... . . . ,

62 Figure 1 - The CWAT signal-processing emulator.
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Figure 2 - Block diagram of the digital CWAT signal-processing emulator.

program instructions, allows for fast, real-time compu- oped into software modules. When linked, the pro-
tation of data arrays with a data input and output sys- cesses perform the radar signal-processing function
tem (Fig. 3). As an illustration of its speed, the array described by the diagram. Great care was taken to en-
processor can compute a 1024-point, complex, fast sure that the CWAT emulator exactly represents,

" 'Fourier transform (FFT) in 7.3 ms as opposed to about wherever possible, the new processor hardware design
, 10 s for the same computation in the PDP 11-34 so that the knowledge gained through emulation can be

computer. applied to actual hardware.
The velocity- and angle-tracking functions

Signal-Processing Algorithms shown in Fig. 4 are examples of the emulator's signal
, ,*processing. The CW radar translates target velocity into

At the heart of the emulator is software devel- Doppler frequency and translates antenna tracking-
oped at APL from a functional block diagram of the angle errors into an amplitude-modulated target Dop-
system being emulated. Figure 4 is a block diagram of pier signal. A digitizer converts the modulated Doppler
the velocity- and angle-tracking system. The blocks in data and loads the data into the array processor. To
the diagram represent processes that have been devel- translate the target spectrum to zero frequency, the

system multiplies an estimate of the Doppler frequency
and then low-pass filters it to remove as much noise as
possible. In the velocity-track loop, the signal passes to4Idar a discriminator whose output is proportional to the

acquisitionl error in the frequency estimate. The error signal is
Ssystem smoothed by averaging, normalized by the averaged

speed 1/0 amplitude, integrated, and fed back as the velocity esti-
mate, thus closing the velocity-track loop.

In the angle-track loop, the low-pass filtered
Control Doppler signal is envelope detected, averaged over a pe-

t High-speed p o riod of the amplitude modulation wave (called the scan-

arithmetic unit ning modulation), and divided by the period-averaged
vector difference between the scanning modulation ref-

Mai erence and the target Doppler envelope. The real
component of this complex operation is proportional to
the traverse angle error of the antenna, while the imagi-

Program loading Real-time process control nary component is proportional to the elevation angle

PDP-1 I error. During each processing period, the array proces-
host computer system] sor outputs the error signals to a digital-to-analog

AX (D/A) converter for distribution to the radar as feed-
,,Figure - The sgnal-processing system with the ar- back for antenna position, thus closing the angle-track

ray processor. loop. 63
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Figure 4 - The velocity- and angle-tracking system.

Hardware Implementation adding a look-up table to provide the required 16 bit
accuracy in the envelope detector. Finally, the period

During construction of the emulator, it was nec- averaging interval had to be increased to allow for a full
essary to fabricate certain hardware systems. An ana- 25 ms period of the scanning modulation. These
log-to-digital (A/D) converter that digitizes not only problems were detected and alternative methods were
radar Doppler data but also reference signals was developed and evaluated quickly and conveniently by
needed for data input. The A/D conversion equipment reprogramming the appropriate software modules for
is housed in two units, one located with the array pro- the array processor before the radar was built.
cessor and the other with the radar. A D/A converter
was needed to feed the array processor output signals The continuing emulation process includes the
back to the radar. Monitoring, an essential function, evaluation of range tracking, target detection, and
was added as well. APL thus designed and built all the ECM susceptibility.

4 hardware needed to interface the array processor with In summary, the primary value of the emulator
the radar and to monitor the system during operation, system is that it allows APL to implement, test, and

compare alternative systems at great savings compared

APPLICATION to implementation in a hardware system.

-ocityPreliminary results obtained for closed-loop ve-
%* loity andangle tracking verify the fundamental design ACKNOWLEDGMENTS

of the CWAT radar processor. However, the emulation
v, uncovered three unexpected difficulties in the proposed W. E. Snelling and A. S. Hughes contributed

design. First, the coefficients of the variable low-pass significantly to this effort.
A finite impulse response filter had to be modified to

provide the necessary 90 dB out-of-band signal rejec-
tion. Second, the root-sum-square approximationA algorithm originally proposed had to be modified by This work was supported by NAVSEASYSCOM, SEA-62CM.
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A NEW HYDRODYNAMIC COMPUTATIONAL FACILITY

T. D. Taylor

A new, limited use computational facility has (FPS) Model 120B and the CSP Inc. Model MAP 6400,
been assembled that permits very complex hydrody- suggested that large-scale calculations might be per-
namicflows to be simulated economically. It consists of formed at a low cost. Table I gives comparative com-
a Digital Equipment Corp. VAX Model 11/780 host puter statistics to show the relative hardware costs.
computer and a large Floating Point Systems Model 164 Studies by the author over a two-year period proved
array processor that provides 1.5 million 64-bit words that such processors could yield an economical alterna-
of memory and can operate at about twice the speed of
the Control Data Corp. Model 7600 computer. The sys- tire to the large mainframe for solution of the partial
tem has 60 million dedicated words of disk memory. differential equations of fluid flow. However, a prob-
The array processor and disks cost about $550,000. lem was posed by the limited memory and short word

length of the initial processors. This problem was
pointed out by the author to personnel at Floating Point
Systems, who decided to expand their Model 120B ar-

BACKGROUND ray processor to form the FPS 164. The latter has up to
7 million words of memory, uses 64-bit arithmetic, and

Computer simulations of hydrodynamic flows, can solve large-scale problems at low cost. The cost
such as those in ocean waves, estuaries, and ship wakes without disks is around $400,000. Benchmarks show
as well as around submarines, require the solution of that its speed can reach one-third to one-half that of a
unsteady nonlinear flow equations in two and three di- CRAY for large simulations.
mensions. Simulations of this kind can use millions of
words of computer memory and some problems may re-
quire days of computation, even using today's fastest The Computational Facility
computers; therefore, alternative computing ap- After careful examination of the issues and
proaches are needed for practical applications, needs, it was decided that the FPS 164 array processor

would be a practical computer for performing large-
DISCUSSION scale hydrodynamic simulations. The add-on array pro-

cessor was purchased and attached to an existing VAX
Model 11/780. Sixty million words of disk storage were

The Issues added to the array processor to augment the 1.5 million
words of core memory. A block diagram of the system

Improvements in computers and numerical is shown in Fig. 1; Fig. 2 is a photograph of the
methods in the last decade have made the large-scale equipment.
simulation of hydrodynamic flows practical for Navy
applications. Such advances have an effect on ship and
submarine design. They also extend the understanding Table 1 - Comparison of computer performance.
of oceanographic phenomena such as ocean surface
wave interactions as they influence remote sensing tech- Approximate
niques. In order to bring this technology to bear on MIPS MFLOP MTF Hardware Cost

practical problems, it is necessary to minimize the cost
of simulations and maintain reasonable computer turn- FPS 36t 12 (6)* 125 days 0.03
around time. Persons experienced with large computers Control Data 7600 40 40 (10) days 1.00
are well aware that those ends are difficult to attain if a CRAY* 80 80 (25) 7 h 0.60tt

large memory and lengthy calculations are required on MIPS: million instructions per second.
a multiuser computer because of interference with other MFLOPS: million floating-point operations per second.
users. One can of course "buy" priority and avoid in- M1TF: mean time to failure.
terference, but this can be an expensive option when *Taken from LASAL CRAY-I evaluation.
very large problems are being addressed. tFPS instruction contains six independent operations: floating-

point add, floating-point multiply, indexing, branching,
Until recently, no alternative to the use of a mul- register transfer, and memory transfer. The FPS-AP modular

units may be configured into a larger system that can increasetipurpose computer center was available for large-scale the throughput.
simulations. The introduction of low-cost, high-speed "*( )Typical and/or usually obtained speeds.
array processors, such as the Floating Point Systems ttWithout a system control computer. 65
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Figure I - Block diagram of the hydrodynamic computational facility.
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Figure 2 -The computational facility.

The use of the computer is straightforward in of a few users with high computer central processing
that a program is written in Fortran and compiled on unit demands, it does not have the high-speed in-
the VAX, using Floating Point Systems prepro- put/output or multiuser capabilities of a supercom-
grammed subroutines when possible to increase the puter. As a result, such a facility should be viewed as
speed. The compiled program is then transferred to the being complementary to a major computer installation.
FPS 164 array processor along with the input data.
Thereafter, the program can be executed for as long as System Potential
desired without affecting VAX operation. Upon com- The current array processor is constructed with
pletion of the program, the results are transferred to the 1,0 tra ntrra oc chip co gyrndVAX for listing. 16,000 transistor-transistor logic chip technology and

has a cycle time of about 200 ns for 64-bit floating-

The array processor is powerful because it makes point operations. The 16,000 chips can be replaced by - -

use of parallel operations designed into the hardware by 64,000 chips, thereby increasing the memory in the FPS
the manufacturer. Even without concern for optimiza- 164 to 7.2 million words. In addition, its computational
tion, the user gains about a factor of 10 in speed over speed could be increased by a factor of about 5 by intro-
the VAX 11/780. With some care, the speed can be in- ducing emitter-coupled logic chip technology. Process-
creased by a factor of about 20 and, if one is extremely ing speeds could be increased by a factor of 3 to 4 by ad-
careful, by a factor of 30 to 40. At that level, one ap- ding small array processors to the FPS 164.
proaches the practical program execution speeds of the
supercomputers. REFERENCE

The real advantage of the array processor for IT. D. Taylor and G. Widhopf, "A Trend Towards Inexpensive
large simulations is that the capital cost is modest. It is Computer Simulations," Aeronaut. Astronaut.. 31-34(Apr 1979).

important to note, however, that the array processor
system described here is not a replacement for a super- This work was supported by the Strategic Systems Projects
computer. Although it is ideal for the special purposes Office, SP-202.
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A HOSPITAL INFORMATION DISTRIBUTION SYSTEM

S. P. Yanek, J. A. Frantz, G. P. Gafke,
D. M. Sunday, and J. C. Woodyard

APL has developed a microcomputer-based laboratory system produced embossed, encoded plastic
Hospital Information Distribution System for Navy cards that verified patient registration.
hospitals. The microcomputer controls data flow be-
tween two independent computer systems designed for In developing the prototype system for data en-
two different hospital functions, i.e., patient adminis- try and database synchronization, APL was faced with
tration and patient care. The system initiates and man- a major constraint; that is, there was to be no alteration
ages all transmission activities within a three-node net- in the hardware or software configuration of the hospi-
work by performing line control, code translation, er- tal's existing patient care systems. APL also had to re-
ror detection, message formatting, management report- solve other issues before going ahead with design and
ing, and terminal emulation functions. development. Some of those issues were associated with

Navy Medical Command directives for collecting,
maintaining, and reporting data on patient registration,
admission, disposition, and transfer (R/ADT). To
comply with the Navy directives, it was necessary to col-

BACKGROUND lect 400 to 500 characters of data per patient. The labo-

The U.S. Navy directed APL to develop a proto- ratory system had been collecting approximately 100

typeHospital Information Distribution System (HIDS) characters of identification and demographic data, and

to support the prerequisite function for patient care its daily workload was about 150 patient admissions

(i.e., registering for care) in large and medium sized and registrations. The projected daily workloads were

Navy hospitals. The Navy uses several computer-based estimated to be approximately 300 new registrations or

systems from several vendors to administer patient care record edits and 50 inpatient admissions.

in ancillary areas of the hospitals. Each patient care sys- Both the laboratory and the pharmacy systems
tern requires a unique combination of identification and were to be replaced by systems authorized by the Tri-
demographic data elements to establish a patient file, Service Medication Information Systems (TRIMIS)
which represents the first step for access to patient care Program Office at the Department of Defense (DoD),
services in each system. the pharmacy system in December 1982 and the labora-

Although the ancillary computer systems require tory system during calendar year 1984. However, the

isomorphic or common data elements to establish pa- Navy decided to include the laboratory system as an an-

tient files, no method existed by which an ancillary sys- cillary computer system to demonstrate the concept of a

tem could automatically transfer common data to an- common registration system. The pharmacy system was

other ancillary system. This meant that the sharing of excluded because of impending replacement. To estab-
_ common data required duplicative manual data entry. lish database congruity, the Navy also decided that one

system, dedicated to administrative functions, would be

Because as many as 500,000 persons are eligible added and only that system would be able to add, edit,
to receive care at larger Navy medical treatment facili- or delete data, in compliance with Navy Medical Com-
ties, the amount of storage available for identification mand directives.
and demographic data for each ancillary system varied
and was also a cause for concern. In addition, each an-
cillary system required the data to be in a unique format DISCUSSION
and sequence. The level of administrative staffing at the A terminal emulation mode of operation was se-
medical treatment facilities was inadequate to accom- lected to transfer data to the ancillary system and to ob-
modate such database synchronization and data entry tain information from the master system. However, ter-
problems. minal emulation software would not be developed or in-

The Bethesda Naval Hospital, which was se- stalled in the master R/ADT system or in the ancillary
lected as the site of the prototype system, had been us- laboratory system. Thus, the architecture evolved to-
in$ a remote, time-shared service for its pharmacy and a ward a three-node network, i.e., a master R/ADT sys-
local system for its laboratory. The laboratory system tem, an ancillary system in terms of R/ADT data man-
was also used to register inpatients and outpatients elig- agement, and a system to process communications be-
ible for care. As part of the registration process, the tween the two special-purpose systems. 67
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The Master R/ADT System

The Patient Administration (PAD) system devel-
oped under the TRIMIS Program was selected as the
master R/ADT system. Two major functional modules
of the PAD system are registration and inpatient admis- LABISHIDS
sion. The registration function allows the hospital to
collect and maintain identification and demographic Admissions
data on individuals eligible for care at DoD medical

4 treatment facilities. Under the inpatient admission PAD embosser
function, the hospital collects and maintains data con- system

* cerning an inpatient's admission, disposition, and card
a transfer status during periods of hospitalization. The embosse

PAD system has features that ensure integrity of the
database and accuracy of the data collected.

The original version of the PAD applications
software had to be modified to accommodate differ-
ences in the plastic card embossing and encoding equip- Figure 1 - The relationship of HIDS to the PAD systemment, to comply with the data collection and reporting

requirements of the Navy Medical Command, and to
conform to the operational procedures of the Bethesda LABIS. For emergency service, for example, a record
Naval Hospital. may be established by a laboratory clerk supplying a

minimum amount of information, i.e., patient identifi-
cation number and name. This procedure allows im-

The Ancillary System mediate access to laboratory services but results in an
The clinical laboratory system at the Bethesda incomplete registration record for which additional in-

formation will be needed. The complement of informa-
Naval Hospital is derived from the Pathlab system tion is retrieved automatically from the PAD system

A.,, developed by the Medlab Co., a division of Control and transferred to LABIS.
Data Corp. The version of Pathlab in operation at

Bethesda is known as LABIS (for Laboratory Informa- Management reports describing transactions
tion System). The system was relieved of the registra- handled by HIDS are available on hard copy at the end
tion and card embossing functions, which are now con- of the day or when requested.
trolled by the PAD system. HIDS consists of a 16-bit microcomputer system

and associated peripherals selected by APL. The p-
The Hospital Information Distribution System cessor has less than a megabyte of random access mem-

ory, several serial input/output ports, Winchester disk
The actual transfer of patient identification and drives, a floppy disk drive, a cartridge tape drive, a key-

demographic data between the PAD system and LABIS board video display terminal, and a line printer. The
is totally controlled by HIDS, a terminal emulation and total hardware costs were approximately $30,000. Soft-
control software system designed and developed by ware for HIDS consists of a UNIX-based operating sys-
APL. The interrelationship of the systems is illustrated tem and application programs developed in the C
in Fig. 1. language.

HIDS performs two major processing activities,
the addition of missing data elements to incomplete
LABIS registration records and the automatic transfer CONCLUSIONS
of complete records or relevant data from PAD to The HIDS installation at the Bethesda Naval
LABIS. Both functions start automatically and need no Hospital brings several benefits. Information trans-
operator intervention, although the capability for oper- eo ilary syseml be oraccrate,, ferred to ancillary systems is likely to be more accurate
ator control exists. and syntactically correct because the transfer procedure

Appropriate data transferred to LABIS are the extracts and reformats the information from a highly
result of a new registration or admission or a change in controlled database before forwarding it. HIDS elimin-
an existing registration or admission record on the PAD ates the need for manual data entry into an ancillary
system. However there are instances when a patient re- system, thereby reducing the work needed to achieve

6 quires laboratory service but is not registered on consistency among multiple databases.

% -" -"* "-" -" -" . ¢ " ' a' " ' "



b4

The laboratory computer that had been support- tween independent machines in a terminal emulation
ing a multiple number of keyboard terminals and two mode is reliable, effective, and labor-saving-results
embosser/encoders for administrative functions is now that are particularly important in both military and ci-
available for clinical laboratory functions, as had origi- vilian hospitals.
nally been intended.

HIDS operation has demonstrated that the This work was supported by the Navy Medical Data Services
transfer of identification and demographic data be- Center.
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EVALUATION OF COMPUTER FAULT DETECTORS

M. E. Schmid, It. L. Trapp, and A. E. Davidoff (APL) .
and G. M. Masson (JHU)

The use of simple monitors to detect computer ly, faults that occur are transient in nature, and the
faults has been explored as a technique for improved monitor need only return the computer to correct oper-

fault-tolerant computing. Candidate monitors were ation. Permanent faults may be handled by transferring .=
evaluated through extensive experimentation, and one the computing function to a spare system if one is -
particularly effective monitor that verifies program available. "
flow has undergone further development and evalua- i
tion. This article describes experiments conducted

~over the past two years to evaluate a number of pro-
BACKGROUNDposed external monitors.?

~The current evolutionary trend toward automa- DISCUSSION"L,i ~ tion in military, industrial, and consumer products is :

creating an increasing dependency on computers. Our Candidate Monitors .
reliance on them is made evident by the significant dis-
ruptions that occur when they err or fail. Fault-toler- Seven characteristics of computer operation

.ne aaytoimprove a system's reliability,_____ accepts were identified as features that can be monitored to de- .
%the notion that faults may occur. Instead of trying to tect faults effectively: '
''eliminate faults, it emphasizes design for continued cor-I.Vaiprgmflw-Mntrhesqnc

retopera tio n, - - when faults are encountered. Fault-toler- of Vainstruonsat flow computer iheseecutinge
ance usually is achieved by the synchronous operation tovfy isrutopser opatin. optrixctn
of redundant systems that "vote" on all results. Thus, 2. Verlid oper -otr ten stuto.e
errors made by a single element are outweighed by the 2.ig eotde nto rmiei the instruction bi-
correct operation of other copies, and the fault is amng toe u sed detenetheinsmptrtioni

"akdfrmaffectingt, the system. Ho, tawever, this ex- cugtos e pro erty. h omuere
pensive technique is affordable only for the most criti- 3ute Vaidopoedresy.ntr h octo

cal pplcatins.of instructions being fetched to ensure that
Recently, attention has been given to an alterna- they are valid.

tive to fault masking as described above. Called "exter- 4. Valid read address - Monitor all non-opcode
nal monitoring," the approach uses relatively simple read operations to verify the use of the proper
monitoring devices to detect computer faults. Frequent- addresses. 69%

... .
% % % .
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5. Valid write address - Monitor all write oper- The concept of monitoring program flow in sys-
ations to verify the use of the proper ad- tems with complex programs and many possible correct
dresses. instruction sequences may not be readily apparent.

6. Valid memory - Monitor all memory ac- Rather than periodically checking long sequences of in-
cesses to ensure their occurrence in an accept- structions, the monitor verifies the transition betweenable region of the address space. the previous instruction and the current instruction

7. Valid and used memory - Monitor all mem- every time a new instruction is executed. This verifica-
ory accesses to verify their occurrence in a tion is possible because most operations have a limited
memory region that is actively used by the ex- number of valid successors.
ecuting program.

Some of these characteristics are very similar to Experiments
each other. In fact, they essentially can be grouped into The monitors were experimentally evaluated to
three categories: program flow, memory access, and in- determine their effectiveness in detecting faults. Figure
struction repertoire. Five of the candidate monitors are I shows the basic experimental procedure. For each ex-
memory access checkers. They vary in the type and pre- periment, a baseline of information describing the com-
cision of the address verification. Generally, greater puter's normal operation is obtained by making de-
precision has the associated penalty of increasing the tailed time recordings of all signals connected to the
monitor's implementation complexity. processor. This recording is referred to as the "gold"

run. A second recording is made under identical condi-
tions, with the exception of a single precisely controlled

Start Microevents fault that is injected shortly after recording begins. This
Gold run recording is referred to as the "fault" run, and it pro-

vides a detailed account of the disruption caused by theparticular fault that was injected. N,.

Results During analysis, each time-step from the fault
run containing abnormal activity (as determined by

Fault comparing the gold and the fault runs) is applied to
models of the proposed monitors. Each model then has

Start Microevents the opportunity to indicate that faulty operation has oc-
Faulted 1 curred. Figure 2 shows an analog signal into which a

run* fault was injected. The heavy black line is the gold run;
*Restart under conditions identical to gold run it shows normal execution. The gray trace shows the ac-

Figure 1 - Basic experimental procedure to verify the tivity during the fault run. Note that although the fault
effectiveness of the monitors in detecting faults. itself was injected for a very short time (1 /s), the rami-

Injected
5.- fault I Resultant errors5 ... .. ... ...... ......... I.....I.....I.....I "...'

3 7 old Faulte I
_u run

0 5

U..

. . I . . h . . . . I ......... I ......... 1 111 A . ..... ....... ..... I.... ...1 2 3 4 5 6 7 8 9 10
Time (ps)

70 Figure 2 - Sample recording of gold and fault runs.
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fications of that fault continue past the end of the re- All - all mechanisms combined
cording. Typically the fault itself is not detected by the VPF - valid program flow

VOA - valid opcode address "
monitors; instead, it is the continued propagation of the VUM - valid and used memory
fault that is seen. VRA - valid read address

VO - valid opcode
More than 1400 experiments were conducted VWA - valid write address

over the past two years to evaluate the monitors over a VM - valid memory h.

wide range of injected fault conditions. The fault dur- 80 6( Average latency (s)(6)
ation, target signal, instruction under execution, and (12)
software environment were varied throughout the 60 (15)
series. (26) (26) %

40 (12)

RESULTS "
-- 20 (22)i

The performance of the monitors is shown in 20 (53)
Fig. 3 for two software environments. The primary cri-
teria for evaluating such monitors are coverage (percent All VPF VOA VUM VRA VO VWA VM
of fault injections detected) and latency (time from Monitors
fault injection to detection). The best performance,
both in terms of coverage and latency, was demon- Figure 3- Summary of monitor performance.
strated by the program flow monitor. Further analysis
indicates that multiple monitors may be used together ly widen the range of applications that may benefit
to provide better performance than any one alone. The from fault-tolerant computing techniques.
"all" plot indicates the performance attained by the
combination of all seven monitors. 6%

The effectiveness of the program flow monitor ACKNOWLEDGMENT

prompted further investigation. Detailed models of six The authors would like to acknowledge the con-
versions of an easily implemented "compressed" pro- tributions of three individuals: R. Haddad and K.
gram flow monitor were developed. The analysis was LaBel of The Johns Hopkins University, and C. Gira of
carried out on each of the models, with excellent results. Duke University. Their significant efforts have been a
One of the compressed models captured 95% of the primary element in the success of this project.
original monitor's coverage, paving the way for a sim-
ple but effective implementation.

The project has clearly demonstrated that moni-
tors can be effective in detecting computer faults and
yet remain simple to implement. These attributes great- This work was supported by Independent R&D.
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SIMULATION OF ANOMALOUS ELECTROMAGNETIC
PROPAGATION WITH THE EMPE CODE %

H. W. Ko, J. W. Sari, and J. P. Skura

A computer program has been developed to aid warped elevated duct of varying curvature may be pres-
in investigations of anomalous electromagnetic propa- ent to alter normal or standard antenna coverage.
gation. Called EMPE (for electromagnetic parabolic
equation), it computes propagation loss in arbitrarily The anticipated diversion of rays from standard L
complex atmospheres for standard conditions or for coverage leading to regions of reduced coverage (so-
conditions of anomalous propagation. Predictions for called holes or voids) is seen in Fig. I, which gives the
anomalous wave behavior have been madeforfrequen- decibel loss relative to I m. The figure shows the ver-
cies from 100 MHz to 10 GHz. The results are thus tical coverage of the antenna for propagation along the
relevant to a variety of microwave electromagnetic direction of maximum inhomogeneity. Several signifi-
systems such as those used for communications, radar, cant results appear that would not have emerged from
and airplane instrument landings. the applicaion of simple ray-tracing techniques. There

are several regions (not just one) of reduced coverage;
the loss is computed everywhere, including inside the

BACKGROUND trapping layer, the top of which is defined by the dashed
line. In some cases (e.g., in the unshaded, 90 dB re-

Most analyses of wave propagation by means of gion), excessive energy is diverted down to the surface
simple refractive changes in the atmosphere can be well beyond 120 nmi.
treated with geometrical ray tracing techniques based
on Snell's law. However, ray tracing methods have Along a direction of lesser inhomogeneity, dif-

certain general limitations: (a) the refractive index must ferent features are seen (Fig. 2). The elevated duct is less
not change appreciably in a distance comparable to a warped spatially. New voids at high altitude are seen be-
wavelength; (b) the spacing between neighboring rays cause of the waves' inability to "burn through" the ece-
must be small or else the results are questionable when vated duct. Also, waves are trapped and "guided" by
rays diverge, converge, or cross; (c) constructive and the elevated duct and not diverted to the surface as in

destructive interference is difficult to evaluate for more Fig. 1.
than one reflection from a surface; (d) the distance a The detailed synoptic view of propagation loss
ray may travel is difficult to evaluate without a way to can be important in the design and operation of high-el-
compute propagation loss; and (e) diffraction pheno- evation antennas used for communications, data tele-
mena are not accounted for in homogeneous media. metry, or (as above) radar surveillance systems. Note
Therefore, a physical optics approach (such as that used that for transmission between two points of high eleva-
by EMPE) that can account for propagation loss and tion, periodic path fading, similar to low-altitude multi-
diffraction is needed for most sophisticated problems. path fading, is predicted in Fig. 2. a,'
A special feature of the EMPE program is its ability to ,.

deal with inhomogeneous atmospheric changes in both
the horizontal and the vertical directions. Spatial energy Shipborne Antennas and the Evaporation Duct
patterns and propagation loss can now be computed for Other products from the EMPE code can be used
antennas inside and outside anomalous regions such as to examine the propagation loss structure in more de-
ducts and subrefractive layers. tail. Figure 3 gives the transmission loss at 3 GHz in

decibels relative to free space at selected ranges away
from a shipborne antenna at a height of 100 ft. The an-

DISCUSSION tenna is above an inhomogeneous surface duct, the
height of which varies from 50 ft at the antenna to 100

High-Elevation Ground-Based Antenna in an ft at 100 nmi downrange. Therefore, the antenna is
Elevated Duct Environment placed above the duct. Enhanced over-the-horizon

coverage is shown extending beyond 100 nmi. This
In one simulation, an antenna designed for 1.2 downrange trapping is not ordinarily predicted by other

GHz operation is placed at an elevation of 7000 ft, and techniques. Here, given vertical loss profiles can aid in
a 0' elevation angle and a 4* vertical beamwidth are quickly determining the altitude and depth of coverage
used. These conditions illustrate an application to a voids. Figure 4 gives the transmission loss in decibels

72 high-sited, air-search radar. In coastal environments, a relative to I m at selected altitudes. Horizontal loss be-
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Figure I - Vertical coverage of the antenna for propagation along the direction Of maXimum inhomogeneity.
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Flire 2 - Vertical coverage of the antenna for propagation along a direction of lesser Inhomogenelty.

havior is helpful in discerning path fading inside and parable to those obtained by Leontovich and Pock.'
above the surface duct. The resultant propagation equation is of the parabolic
Fetrso h M EApoc type, which admits of a marching type of numerical
* Fetare ofthe MPEApprachsolution in the horizontal direction called the split-step

The analytical approach followed in using the Fourier algorithm.2 The advantage of this approach is
EMPE code is based on approximations to the propaga- that it allows for complex inhomogeneous profiles in
tion equation for inhomogeneous media that are corn- the dielectric constant and yields accurate physical-op- 73
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Figure 3 - One-way transmission loss in decibels relative to free space.

50tics computations of transmission loss with computa- %.
tional efficiency. The limitations of this approach are

-] generally avoided in cases of relatively oblique propaga-

100 tion in the troposphere. 3

50 Several important aspects of wave behavior in
I I I I I I I Ithe ducting environment are predicted and given in I'anlzbefo ymasof the EMPE approach:

1. Propagation loss is given everywhere, allow-

100ing range extension or compromise to be
quantified.

2. Peculiar downrange behavior is allowed for
horizontally inhomogeneous situations; for

150 iexample, rays not initially trapped can be
trapped downrange, energy can leak out of

Isurface or elevated ducts, and initially trap-

.1 500 ft ped rays can burn out of a duct.

.A 3. Excessive energy is observed to be diverted
away from normal coverage areas, leading to
coverage holes and excessive clutter with dif-

150 1ferent azimuthal and range variations.
I4. Situations can be analyzed for antennas with-

900 ft in or distant from anomalous refractive
100 layers.
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'M. A. Leontovich and V. A. Fock, "Solution of the Problem of

Propagation of Electromagnetic Waves Along the Earth's Surface by
150 the Method of Parabolic Equation," J. Phys. Moscow 10, 13 (1946).SR. H. Hardin and F. D. Tappert, "Applications of the Split-Step

Fourier Method to the Numerical Solutions of Nonlinear and
2 4 I 0 1 I Variable Coefficient Wave Equations," SIAM Rev. I$, 423 (1973).
20 40 60 80 100 3 J. W. Sari, J. P. Skura, and R. I. Joseph, Eletromagnetk Propaga-

Range (nmi) tion in an Inhomogeneous SratiedAtmosphere. JHU/APL STD-R-
612 (4 Mar 1992).

Figure 4 - One-way transmission loss in decibels
74 relative to 1 m. This work was supported by the U.S. Air Force.
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ITERATIVE SOLUTION OF A PARTIAL DIFFERENTIAL
EQUATION ON AN IMAGE PROCESSING SYSTEM

C. A. Waters

A digital image processing system has been used is the Laplacian equation, which, in two dimensions,
to generate approximate solutions for two-dimensional has the form
partial differential equations of the Laplace type. The
computer program that implements the solution allows U,. + Uyy = 0
boundary values to be defined interactively through the
time sharing facilities of the Laboratory's IBM 3033 where U = U(xy) is a function of the two variables x
computer. A color monitor that is part of the image
processing system displays the progress of the iterations and y, and subscripts indicate that partial derivatives
toward a solution. have been taken. Because of its application to gravita-

tional and electrostatic potential problems, it is often
referred to as the potential equation. It has applications r

BACKGROUND as well to steady-state problems involving heat conduc-
tion, to the flow of an incompressible fluid, and to cer-Differential equations have extensive applica- tainelasticity problems. 'I

tions to virtually all areas of science and engineering.

Much effort has gone into their study. Generally, solu- As there is no time dependence in the Laplace
tions may be classified as analytic (derived along the equation, there are no initial conditions to be satisfied
lines of mathematical proofs) or numerical (resulting in its solution. Instead, certain boundary conditions are
from approximate calculations). Since computers have specified on. the bounding curve of the region in which
become widely available, a great deal of time has been the equation is to be solved. Those conditions may %
devoted to the development of programs that generate involve values of the function U or of its derivatives.
numerical solutions and to the interpretation of the re- Only the first case is considered here; this special case is
sults of those programs. called the Dirichlet problem. (See Ref. I for a

discussion of the Laplace and Dirichlet problems.)As computers and numerical methods become ,

more powerful, problems of greater size may be ad- In order to solve this equation using digital
dressed. However, this raises another difficulty because methods, it is necessary to recast the problem in discrete
the researcher now has more data to interpret, form. Cover the region of interest with a mesh, that is,
Graphical display methods are invaluable because they with two perpendicular sets of equally spaced parallel
condense numerical results into forms that are quickly lines. Restrict the function U to the points of intersec-
understood. Contour plots are one example of a tion of the sets of lines, the mesh points. Under this in-
convenient display format for output from a numerical terpretation, the boundary is a discrete set of points
program. rather than a continuous curve. However, we still re-

An image processing system is a special-purpose quire that the boundary be closed.

computer that can process large quantities of data very Once the boundary conditions and the mesh
quickly and display the data in graphical form. An have been selected, an approximate solution to La-
example of such a system is the Grinnell image place's equation can be generated by iteration in the fol-
processing system attached to the Laboratory's IBM lowing way. First, initialize all interior mesh points. P
3033 computer. The Grinnell system may be controlled They may be set to zero or to any suitable values. Next,
interactively from a computer terminal. It was selected let P be any mesh point taken from the interior of the
as a test system for a program that uses image proces- region, and let A, B, C, and D be the four neighbors of
sing hardware to both calculate and display solutions to P in the mesh. Replace the value at P by the new value
partial differential equations. (A + B + C + D - 4P)/4. Do this for each mesh

point in the interior to complete one iteration toward a

DISCUSSION solution. It may be necessary to repeat this step many
times until the values on the boundary of the region can

Iterative Solution of a Partial Differential propagate throughout the interior and until the interior

Equatio values reach a steady state. Techniques have been devel-
oped to accelerate the process so that fewer iterations

One of the most important of all the partial are required but they will not be considered here. See
differential equations occurring in applied mathematics Ref. 2 for further details on the techniques. 75
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It is convenient to think of each step in the se- Figure 2 illustrates the solution of a steady-state
quence as the application of a template (Fig. 1) to each heat flow problem using the image processing system.
interior mesh point. Place the template over a point, Graphics commands in the processor were used to
multiply the template values by the corresponding define the boundary in one of the digital memories.
values at the mesh points, calculate the sum of the Because 8 bits were used to represent function values,
products, and place that value at the mesh point in the the range of temperature is 0 through 255. The interior
center of the template. This process is called template of the region was approximately 256 by 256 pixels.
convolution; it can be implemented easily in an image Figure 2a shows the system before iterations were ap-
processing system. plied. The boundary contains two values: 255 in the

white region and 0 in the gray region. There is also a
small boundary region of intensity 0 near the upper

Implementation of the Solution right corner (not visible in the image).

The Grinnell GMR-270 image processing sys- Figure 2b and 2c show the system after 100 and
tem, which was chosen for implementation of the meth- 200 iterations, respectively. On the color monitor, a
od, is manufactured by the Grinnell Systems Corp. of pseudo-coloring would be used to display the grayscale
San Jose, Calif. The system has four 512 by 512 resolu- images. Here, certain intensity ranges have been high-
tion image memories, which can store 8-bit values. The lighted to bring out their structure. The asymmetry in
individual picture elements, or pixels, in an image can the images results from the boundary region of intensity
be viewed as mesh points to which values in the range 0 0 in the upper right. Figure 2d shows the system after
to 255 correspond. If necessary, two memories can be 270 iterations, when it has reached a steady state. It
processed together as a single memory containing 16-bit takes about three minutes to generate this image.
values. The arithmetic unit of the image processor
accepts two 16-bit operands. Operations such as
multiplication and division are simulated by means of SUMMARY
look-up tables associated with the arithmetic unit. An image processing system has proved to be

Of particular usefulness is a feature of the image well suited for the approximate solution and the display
processor that allows two independent operations to be of problems involving partial differential equations.
carried out on one image in a single pass through the The array sizes can be larger than those ordinarily used '
processor, thereby allowing the function values on the in computer solutions (up to 512 by 512). The time for
boundary to be kept constant while the template is
applied to all interior points.

(a) (b)

Wc (d)

Figure 2 - The solution of a steady-state heat flow
76 Figure 1 - A Laplaclan template. problem using the Image processing system.
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one iteration in the solution is independent of the array REFERENCES
size although, of course, the time to reach a steady state
does depend on the problem size. The display of the 1 w. E. Boyce and R. C. DiPrima, Elementary Differential Equations

progress of the solution toward a steady state is particu- and Boundary Value Problems, John Wiley and Sons, New York, pp.larl usful ecase i alows he eseache to xpei 470.-476 (1969).
larly useful because it allows the researcher to experi- "v. Vemuri, Digital Computer Treatment of Partial Differential
ment interactively with alternative boundaries and with Equations, Prentice-Hall, New York, p. 291 (1981).

pseudocolorings for the data in order to bring out de-
tails in the solutions. One device is used for both calcu-
lations and, therefore, the display results are immedi- -___
ately available in graphical form. This work was supported by NAVSEASYSCOM.

.

77

AVPN
' S%



- .~-.' ..-. ~. =

'A

SPACE SCIENCE AND TECHNOLOGY

4%,

9



INTRODUCTION

The Laboratory's involvement in space programs began in the postwar
years when Aerobee and captured V-2 rockets carried Geiger tubes, magnetom-
eters, and optical spectrometers high above the earth's surface. The flights pro-
vided the first high-altitude measurements of cosmic rays, the geomagnetic field,
and atmospheric constituents such as ozone, and were conducted by pioneers
James A. Van Allen, John J. Hopfield, and S. Fred Singer (who were then APL
staff members). In 1946, a V-2 rocket carried the first camera, installed by APL,
to look at the earth from an altitude of 100 miles. From those beginnings,
APL's record of accomplishments proceeds and includes the conception, de-
sign, and development of the Transit Navigation Satellite System and the SA-
TRACK Missile Tracking System for the Navy.

Space activities at APL have been supported by an active program of ba-
sic research directed toward understanding the chemical and physical processes
involved in the earth's atmosphere, ionosphere, and magnetosphere, and in in-
terplanetary phenomena. Laboratory achievements include the first detection of
solar cosmic rays with satellite-borne solid-state detectors, the design and con-
struction of one of the longest lived scientific satellites ever launched (1963-38C),
the first measurement of short-period magnetohydrodynamic waves near syn-
chronous altitude, the discovery of heavy ions trapped in the earth's radiation
belts, the experimental confirmation of large-scale field-aligned currents in the
auroral regions, the demonstration of the effect of stratospheric pressure varia-
tions on the ionosphere, the discovery that Jupiter is a source of energetic parti-
cles in the earth's vicinity, and the development of radio astronomy techniques
for predicting geomagnetic storms that can disturb terrestrial radio transmis-
sions. Research activities have involved international collaborations with scien-
tists from more than a dozen academic and defense organizations.

In addition to the work reported in this issue of the APL Selected
Accomplishments, there are a number of space activities presently under way at
the Laboratory. The following list is far from inclusive but is intended to provide
examples of current efforts.

APL is collaborating with the Max-Planck Institute on the Active Mag-
netospheric Particle Tracer Experiment (AMPTE). By creating and
monitoring an artificial ion cloud within the distant magnetosphere,
AMPTE will yield information on the mechanisms responsible for the
formation of the Van Allen radiation belts.

* APL is supporting NASA in the design of spacecraft to simultaneously
map the earth's gravitational and magnetic fields.

* The Laboratory is collaborating with the Jet Propulsion Laboratory
and the Max-Planck Institute in the development of an energetic parti-
cle detector for the NASA Galileo mission. The instrument will be inte-
grated into the Galileo spacecraft scheduled to orbit Jupiter in 1990.

* An APL-built instrument to measure the heliosphere will be aboard the
Solar Polar spacecraft scheduled to pass over the sun's poles at the end

so of this decade.
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* APL continues to participate in planning for the Voyager encounter
with Uranus in 1986.

Four articles have been chosen for inclusion in this section of the APL Se-
lected Accomplishments.

The first describes the magnetometer built by APL for the Swedish
VIKING satellite. The instrument was delivered to the Swedish Space Corp. in
August 1982.

Next, the development of a lightweight radioisotope heater unit is dis-
cussed. The unit, used to provide heat in spacecraft for temperature-sensitive
equipment, had the conflicting design goals of a 30% weight reduction and im-
proved reentry safety margins relative to its predecessor. APL developed the
thermal design for the radioisotope heater unit, which is being manufactured by
the Department of Energy for space missions and will be used for the Galileo
mission to Jupiter.

The third article reports on an APL plan for an operational Search and .
Rescue Satellite (SARSAT) system to locate shipwreck and air-crash victims.
The SARSAT system, as conceived by APL staff, would provide global coverage -

and a maximum "wait time" of two to four hours. NASA has asked the Labor-
atory to provide a detailed technical plan.

The fourth article describes the Satellite Missile Tracking (SATRACK)
program developed by APL to support Trident missile flight tests. The SA-
TRACK system allows missile trajectory determinations to be made by means of
radio frequency measurements between the missile and satellites of the DoD

-Global Positioning System. SATRACK is now fully operational and is used rou-
tinely to evaluate missile accuracy.

"
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COMPLETION OF A MAGNETOMETER FOR THE
SWEDISH VIKING SATELLITE

F. F. Mobley, K. J. Heffernan, and T. A. Potenmra

A three-axis vector magnetometer has been de- DISCUSSION
signed, built, and delivered by APL for the Swedish
VIKING satellite, to be launched on the Ariane rocket The magnetometer system was designed and fab-
in 1984. The magnetometer has four different ranges ricated in the period January to October 1981; testing
that are selected automatically to cover magnetic fields of the electronics system then began. The electronics
from : 64, 000 to * 1000 gamma, with digital resolu- system consists of three circuit boards (Fig. 1): a DC/DC
tion from 16 to 114 gamma. The instrument will be used converter, an analog system, and a digital system.
to collect scientific data on the magnetic fields in high-
altitude auroral regions to further APL research on The DC/DC converter takes the input DC voltage
field-aligned current systems in the aurora, of 28 * 4 V and converts it to the required internal vol-

tages of + 12 and - 12 V. The converter is synchronized
to an external frequency source and runs at 27.3 kHz. It

BACKGROUND provides input current limiting, transient suppression,

APL has been active since 1963 in basic research and automatic turnoff in case of excessive output load.

on auroral phenomena, especially using satellites with The analog system has a crystal oscillator at 3
vector magnetometers to measure the magnetic field in MHz, which is counted down to 15 kHz to provide exci-
the aurora and other physical activity such as field-a- tation for the three fluxgate sensors. The output of each
ligned currents. Data from the APL Triad satellite have sensor is analyzed by a detector circuit that rectifies the
been collected since 1972' in low-altitude auroral second harmonic (30 kHz) of the sensor output and pro-
regions. duces a DC signal voltage proportional to the applied

The VIKING satellite will be launched with the magnetic field component.

French SPOT satellite by the Ariane rocket in 1984. The three vector component signals then go to
Viking is dedicated to scientific research at high altitude the digital board for analog-to-digital conversion to 12
(15,000 kin) in the northern auroral region. APL was bits plus sign and organization of the 39 bits of data
invited to participate in this research effort by provid- plus 1 bit of parity information for transmission to the
ing a three-axis vector magnetometer and sharing in the telemetry system. The sampling rate is 53 vector
scientific investigation to follow, samples per second.

Analog board Digital board DC/DC converter
82 FIgure 1 - Electronics boards for the Viking magnetometer.
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Automatic range changing is determined by The instrument was delivered to the Swedish Space

analysis of the amplitude of the digital data on the digi- Corp. in August 1982 and has been integrated with the

tal board. If all three signals are "low," the system other instruments in the Viking satellite by Saab-

shifts to a more sensitive range. If any signal is "high," Scania, the Swedish contractor for spacecraft integra-

it shifts to a less sensitive range. In this way, large tion.
changes in the field arising from the highly elliptical or-
bit of Viking will be compensated.

Figure 2 shows the three-axis sensor assembly. It
contains three ring-core sensors of highly permeable
6-81 moly-permalloy. The excitation windings are toroi-
dal, and the output windings are solenoidal. A DC feed-
back current in each output winding counteracts the ex-
ternal field and maintains a null condition within each
sensor. The amplitude of the feedback current is a mea-
sure of the external field.

Figure 3 shows the magnetometer system, which
consists of the electronics box and the sensor assembly

with its spherical protective cover. The external paint
and aluminized dots on the sensor produce a thermal
environment of 20°C in full sunlight in orbit. The sen-
sor will be mounted on the end of a boom about 2 m
from the satellite body. The boom will be deployed in
orbit.

Figure 4 shows the satellite assembly; the various
scientific instruments are identified.

From October 1981 to July 1982, electrical
performance, vibration, thermal-vacuum, alignment,
and calibration tests were accomplished satisfactorily. 2  Figure 2 - The magnetometer sensor.

Sensor

Electronics
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Electric field sensors (4 places)

Earth sensor
Ultraviolet imager

Nutation damper

Particle experiment

AC magnetic field sensor
Magnetic field sensorPatcexprmn

Patil exPaticriepermen

Telemetry antenna

Figure 4 - The Viking satellite assembly.

FUTURE PLANS performed the thermal design and analysis for the sen-
sor assembly. H. T. Henline of APL was responsible

Saab-Scania will continue the testing and flight for a large portion of the electronic testing as well as
qualification of the asembled satellite. The magneto-
meter system will be calibrated in 1984 at the West Ger-

man magnetic test facility near Munich. The satellite
will be launched from the French facility in Kourou, REFERENCES
French Guiana.

VIKING 2 satelite is in the preliminary dis- T. A. Potemra, "Large-Scale Characteristics of Field-Aligned Cur-
rents Determined from the Triad Magnetometer Experiment," pre-

cussion phase. sented at the NATO Advanced Study Institute on Dynamical and
Chemical Coupling of Neutral and Ionized Atmosphere, Spotind,
Norway (Apr 1977).

"K. J. Hefferna, Pre-shipment Review of the Viking Magnetometer,
ACKNOWLEDGMENTS JHU/APL $4A-3-343 (6 Aug 1982).

S3 M. H. Acuna, C. S. Scearce, J. B. Seek, and J. Scheifele, The Mg-
sat Vector Magnetometer - A Precion Fluxgate Magnetometer for

Significant technical assistance in the magneto- the Measurement of the Geomagnetic Field. NASA TM 79656 (Oct

meter design has been provided by M. H. Acuna of the 1978).

*, Goddard Space Flight Center. The magnetometer sen-
sor is a result of Dr. Acuna's development efforts and is
similar to that provided by him for the APL Magsat
satellite, launched in N979.3 C. A. Wingate of APL This work was supported by the Naval Research Laboratory.
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REENTRY THERMAL DESIGN OF A LIGHTWEIGHT
RADIOISOTOPE HEATER UNIT

D. W. Corn, L. L. Perini, K. R. Waeber, and J. C. Hagan

A Lightweight Radioisotope Heater Unit has DISCUSSION
been developed and is being qualified for use in future
space missions. It will be used to keep sensitive space- The reentry thermostructural design of the
craft equipment from freezing in the space environ- LWRHU or similar radioisotopic devices must account
ment. for four basic environmental conditions that could af-

fect the containment of the radioactive fuel during

BACKGROUND flight and earth impact:

Plutonium-fueled radioisotope heater units 1. The ablation environment, in which there is
(RHU's) are sometimes used in spacecraft to thermally loss of heat shield material as a result of sub-
condition electronics, science experiments, and other limation and/or chemical reaction with the
temperature-sensitive equipment. surrounding heated boundary layer, as well

The potential health effects of the plutonium re- as mechanical removal resulting from aerody-
quire that safety be a primary design consideration. To namic and thermal stresses;
test the design, a safety evaluation of all credible acci- 2. The heat shield stress that occurs because of a
dent scenarios associated with a mission is carried out, combination of (a) mechanical stresses result-
including in-flight accidents resulting in reentry of the ing from aerodynamic and inter-. inertial
earth's atmosphere. A design goal for an RHU is con- loads, and (b) thermal stresses resulting from
tainment of the fuel with a high probability of success thermal gradient formation in response to the
against the hostile thermal and structural environments reentry heating environment;
associated with a variety of earth reentries. A Safety 3. The high temperature of the metallic alloy
Analysis Report is prepared and reviewed by the Inter- containment shell that occurs because of

agency Nuclear Safety Review Panel (INSRP). Then a aerodynamic heating;
Safety Evaluation Report is prepared by the INSRP to 4. The impact of the LWRHU, as dictated by
assess the occurrence probabilities and consequences of the kinetic energy of the heater unit and the
the various accident scenarios. The Safety Evaluation mechanical response of the shell upon earth
Report forms the basis for obtaining launch approval. impact.

In 1979, the Office of Special Nuclear Projects Early in the LWRHU design process, a restric-
of the Department of Energy (DOE) (then the Ad- tie design condition was imposed during a Galileo
vanced Nuclear Systems and Projects Division) began a tive design ondi To ped during aoGali
program to develop a second-generation Lightweight spacecraft design freeze. To permit packaging compati-RHU (LWRHU) that would supply one thermal watt. bility within the spacecraft, the volumetric envelope of
The arorhad th wom p l of prmaldingt. the LWRHU was constrained to be a right circular cy-

Teprogram had the competing goals of providing a linder with a length of 1.26 in. and a diameter of 1.02J, 30% weight reduction but substantially improved safety in Ti rqeentha d a d i et o si:., in. This requirement had a broad effect on the design
margins compared to those of its predecessor. As part
of a collaborative, multiorganizational effort, APL was process for two reasons. First, the definition of the

,A requested by DOE to assist in developing the reentry LWRHU's aerodynamic configuration, taken in combi-

.ther.ostructural design for the LWRHU. This design nation with the DOE-specified mass goal of 40 g, pre-

effort included consideration of the thermal stress and determined the design environment from initial reentry

ablation performance of the heat shield as well as con- to terrestrial impact. This early constraint on the envel-

trol of the maximum in-flight temperature and impact ope restricted the design process to that of judicious
temperature of the platinum alloy that was used to en- material selection and manipulation of the size of the
case the plutonium. LWRHU components within the envelope. Second, the
ceh loulength-to-diameter ratio of the cylinder was such that

The goal of the LWRHU program was to devel- both an aerodynamically stabilized side-on and an end-
op a standard heater unit, fully qualified for use in fu- on position had to be considered; therefore, the scope
ture space missions. The first uses of the unit will be on of developing and validating the LWRHU's reentry
the Galileo mission to Jupiter. safety design was extended. 85
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Under the program direction of DOE and the heat shield that introduces intramaterial stresses and
Los Alamos National Laboratories, collaborative ana- strains. A structural analysis of the LWRHU subject to
lytical and test studies were conducted by Los Alamos, a steep-angle reentry heat pulse was conducted to in-
APL, Mound Laboratory, and Fairchild Industries to vestigate the thermostructural response of the LWRHU
establish the LWRHU design. At APL alone, several under extreme heating conditions and to compare the
hundred reentry simulations were conducted to track structural response of the carbon-carbon material with
the evolving thermal design characteristics. The that for a traditional bulk graphite heat shield material.
simulations included detailed modeling of the LWRHU Detailed thermostructural analyses, using a trajectory
structure, heat shield ablation mechanisms, and energy
transport mechanisms such as convective and shock Note: The model extends 0 to -Machined stand-offs
layer radiative heating. Figure 1 presents a plane section 1800 in the circumfer- 0 Lumped mass nodes
of a three-dimensional thermal model developed by ential direction * Surface nodes
APL to assess the thermal performance of the LWRHU
for stabilized side-on reentries.

The final LWRHU design is shown schematical-
ly in Fig. 2. The objective of the reentry thermostructur-
al design was to maintain an integral heat shield
throughout the reentry flight and also to restrict heat
flow into the platinum alloy containment shell during
passage through the hypersonic heat pulse. With these
objectives in mind, several important thermal design
features may be noted from Fig. 2.

The heat shield, the component that provides ab-
lation protection, also is the component that is subject
to thermal stress. The concern about thermal stress was
minimized by selecting a three-dimensional carbon-car-
bon material. Maximum thermal stresses typically are Ai
encountered during steep-angle reentries. The sharp xial
temperature gradients associated with rapid heating of Figure 1 - A plane section of the side-stable three.
the LWRHU result in a differential expansion of the dimensional thermal model of the LWRHU.

Component No. Material
1 Fine Weave Pierced FabricTM,

3D carbon-cdrbon

2 and 3 Pyrolytic graphite
4 Pt 30 Rh alloy

Machined stand-offs 5 Plutonium oxide

1 "

ICE
*K is thermal conductivity Axial

4 86 Figure 2 - Schematic of the LWRHU design.
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that produced the most severe temperature gradients, The increase in thermal resistance provided by
showed that satisfactory stress margins are maintained the gaps is achieved because heat can cross a gap only
in the heat shield. by radiation. However, helium is generated continuous-

ly by the alpha decay of the 238pu isotope, and underT he p yro lytic grap h ite sleeves a re d esigned tolo -e p r t e s o ag or p r ti g c n t o s, m tprovide thermal protection to the containment shell in low-temperature storage or operating conditions, most
of the helium is retained within the fuel lattice. Upon

the radial and axial directions. Because of the manu-
facturing process, its insulation effectiveness is highly exposure to the reentry pulse, the stored helium is re-
directional; that fact must be accounted for in the insu- leased from the fuel through the vent into the gaps. In
lator design. The 45 stepped interface between the addition, the Fine Weave Pierced FabricM aeroshell isand the end plugs accommodates the directional a highly porous material that allows the passage of gas-

slee es nd h e nd p ug s a cc m m o ates th e di r cti n ales in to a n d o u t o f th e g a p s. T o a cco u n t fo r th is g a scharacteristic during either a side-on or an end-on re- flo a out o gam s developdto timaentr. Te seppd iteracealsoinhbit diect"raia- flow, a computer program was developed to estimate
The stepped interface also inhibits direct "radia- the inventory of the gases in the gaps so that the gastinshine" onto the containment shell from the hot in-tio surface of the shat shield, thermal conductivity could be coupled with the thermalresponse code. An initial small amount of helium in the
The containment shell is fabricated from the gaps is assumed. On the basis of experimental data that

noble alloy, Pt2ORh, a material well suited for this define the rates of helium release from the fuel, the pro-
purpose. Because of its high carbon eutectic temper- cedure evaluates the rate at which the helium is released
ature (3100"F) and heat capacity, Pt20Rh permits excel- from the fuel lattice into the capsule. The release rate
lent accomodation for the portion of the reentry heat depends on the temperature of the fuel. The passage of
pulse that penetrates the insulation. Also, it has good air into the heat shield and the movement of the
ductility properties over a broad temperature range to air/helium mix out of it were evaluated using experi-
permit quite large shell deformations at earth impact. mental values for the porosity of the material, the local

temperature, and the pressure gradient across the aero-Figue 2shos rdia stadofs mchied nto shell. Tracking the flow of the gases in this manner al-
the outer surfaces of the containment shell and onto the she ealuatio of the ffei thma t-

insuatin seevs. Aialstadofs ar loate onthe lows the evaluation of the effective thermal conductivi-
insulation sleeves. Axial standoffs are located on the ty of the gas in the gaps. The clad temperature history
outer surfaces of the shell and the inner surfaces of the for the design reentry trajectory is shown in Fig. 3.

heat shield. By forcing gaps between the various in-

ternal components, these standoffs perform a vital The primary purpose of this gas flow analysis
function in the thermal design by further increasing the was to estimate the LWRHU impact temperature in
thermal resistance to heat flow into the shell (Fig. 3). order to evaluate the impact test results. With this in

1.0 LWRHU side-stable attitude,-1.1, -~ Air/helium in gaps

I* Tpliatinum, impact - 495 K (4300 F)
.- o - - - Air in gaps, continuum

Tplatinum. impact " 490 K (422°F)

0 IVacuum in gaps
2000 1 1 I 1 1 1 I 1 1 I 3000

Peak rate of " M h l

heat transfer/
1500-

Peak platinum -20000 0
I 1832 K (2838*F)

Figure $ -- The mass fratime ofh(sm) as n h

11300e 3 Helimassneraction ofhlimdngpsadh

thermal response oe platinum container. 87
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mind, the temperature results were derived using a two- The LWRHU developed under this program is
dimensional thermal model of the LWRHU, rather now being fabricated by DOE for the Galileo mission to
than the three-dimensional model described in Fig. 1, to Jupiter, which will require more than 65 units.
conserve computing costs. Impact tests at the predicted
temperature indicated satisfactory performance. This work was supported by the Department of Energy.

SEARCH AND RESCUE SATELLITE PROGRAM

A. Eisner and J. B. Moffett

APL has prepared a program plan for an opera- carry a SAR processor/memory unit, which will
tional Search and Rescue Satellite system to locate vic- receive, preprocess, digitize, and store signals from a
tims of shipwrecks and air crashes. Features of the sys- more powerful, 406 MHz experimental rescue beacon
tem include long operational life (seven years), global for delayed transmission to a master control station.
coverage, and a maximum "wait time" of two to four
hours. The culmination of the COSPAS-SARSAT

project will be the dedicated, fully operational SAR-
SAT system. Under the sponsorship of NASA, the U.S.

BACKGROUND Coast Guard, and the U.S. Air Force, APL has pre-par-
ed a program plan covering the analysis, configuration,

Accident-activated rescue beacons have come specifications, cost, and implementation of the
into use over the past decade. In the United States alone operational system.'

there are 200,000 on aircraft and 6000 on ships. Those
beacons, which transmit on a frequency of 121.5/243.0 DISCUSSION
MHz, originally had the dual function of alerting any-
one who listened and of helping rescue forces locate the
distress site. To expand the coverage of the beacon The SARSAT Mission
signals, an experimental, satellite-aided COSPAS- The operational SARSAT system will more than
SARSAT project has been under development by theUnited S tes Cad Fnc anddevelopm the U.S.S.R.satisfy the mission requirement 2 of alerting rescuers
United States, Canada, France, and the U.S.S.R. for and estimating the location of activated rescue beaconsnearly a decade. (COSPAS stands for Cosmichekaya in less than six hours. A constellation of four satellitesSystem Poiska Avariynch Sudov, or space system for (Fig. 1) is planned. They will be in circular orbits at

search of vessels in distress. SARSAT stands for Search about 1000 km altitude and inclined about 105", with
and Rescue Satellite.) The project will demonstrate that equally spaced nodal crossings. A network of terminals
the detection and location of the beacon distress signals will support the constellation.
can be enhanced greatly by a global monitoring system
comprising low-altitude, near-polar-orbiting space- A four-satellite constellation ensures that the
craft. The project will use the American SARSAT time required to locate the beacon signal will not be
(Tiros-N) and the Soviet COSPAS spacecraft. Each more than about four hours. The probability of being
satellite will have SAR repeaters for relaying beacon heard in less than two hours (one satellite revolution)
distress signals to a ground-based station, or local user will vary between 60% at the equator and I00W% in the
terminal, when the spacecraft is "in view" of both the polar regions, if the beacon is in a region covered by a
beacon and the terminal. To demonstrate global terminal. If it is not in such an area (e.g., it is in the
capabilities (i.e., when the spacecraft is not in view of broad oceans), data from the new (406 MHz) rescue

8 both the beacon and the terminal) the spacecraft will beacons will be stored aboard a SARSAT for delayed
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Figure I -The SARSAT constellation.

transmission to the next "visible" terminal. The ad- example, launch inclinations and the availability of
ditional time to generate an alert will depend on the shuttle launches at particular times.
number and distribution of terminals in the SARSAT
system. A fifth satellite in the constellation would
improve the coverage in both modes. The low power The Satellite
output of the existing beacons dictates the maximum SARSAT (Fig. 2) will weigh nearly 700 lb and
useful beacon-to-SARSAT distance and constrains the will occupy about five linear feet of the shuttle's cargo
maximum SARSAT altitude to about 1000 km. bay area. The spacecraft power system (125 W average)

will consist of nickel-cadmium batteries charged by
The SARSAT program plan calls for four shuttle solar cells covering the surfaces of four solar panels.

launches. A Payload Assist Module augmented with an The thermal subsystem, consisting of heaters for the
on-board, hydreine-fueled orbit adjust and transfer batteries and boom motors, louvers, and passive radi.
subsystem will lift the SARSAT from its shuttle transfer ators, will dissipate 60 to 150 W of heat and maintain
orbit to its final orbit in the constellation, the spacecraft temperature in the range of 5 to 30"C.

The satellite will be controlled with a VHF (148 to 149
The analysis in Ref. 3 suggests that several MHz) command subsystem, operating in real-time and

different constellations of four or five satellites are in delayed-execution modes, and an L-band (1544 to
acceptable. AU are comparable in satisfying search and 1545 MHz) downlink telemetry subsystem. The com-
rescue requirements. The choice among these alter- mand/telemetry subsystems will have their own anten-
natives should come from other considerations, for nas mounted on the solar panels. Redundant, motor- 89

7 V_111



ized booms and passive hystersis energy dissipation will eter and spinning digital sun sensors provide the atti-
provide L 10" pitch and roll (gravity-gradient) attitude tude determinations (-2°) required for orbit adjust-
control. To accomplish the necessary orbit adjustment ment maneuvers. All these subsystems support the SAR
maneuvers and the interim spin-stabilized mode, the repeaters (the 121.5/243 and 406 MHz uplink antennas,
spacecraft incorporates a hydrazine-fueled orbit adjust the receivers, and the 1544.5 MHz downlink transmitter
and transfer subsystem. A three-axis vector magnetom- and antenna) and the (406 MHz) SAR Processor/

Memory Unit.

Spin thrusters
- own Thermal louvers (4) The Ground System

Up The SARSAT ground system is constructed
around a network of sponsor-supplied local user termi-
nals .A master control station at one terminal will con-
tain the necessary equipment to perform routine SAR-
SAT command and telemetry operations. It will also be
the communication center for the ground-based net-
work of terminals; it will collect Doppler data, update
SARSAT orbits, and transmit orbit information to the
remote terminals. Each terminal in the network (includ-
ing the master control station) will collect and process
real-time beacon signals whenever both an activated

,N beacon and a terminal are in view of a SARSAT. In
addition, each terminal will process the global mode
(406 MHz) stored data. The transfer of data from the
SAR Processor/Memory Unit will take place at the
master control station and at the remote terminals. In
the latter case, the master control station will load the

End masses (2) satellite memory with delayed-execution data transfercommands.

Airborne support equipment
Electronics deck SAR L - band antenna

Solar panels (4VHF antennas (2)

Despin
cables

Attach flan

SAR
processor,

power and
command Converters

Battery charger
Power relays

ommand relays
il i Command y

rvrceiver

nCommand

Boom converter

assemblies (2)

J 2 i.Panel hinge28.0 in.-'-- I 60 n.. .

Separation plane L -band 4antennas (4)
Shuttle SA RSAT

90 Figure 2- The SARSAT configuration. %
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~' q~' stored 406 MHzI
," |(via delay

MCC = Mission Control Center - - - Ground link

MCS = Master Control Station communication
LUT = Local User Terminal (Doppler data,

EPIRB = Emergency position indicating orbits, alerts)
radio beaconRCC = Rescue Coordination Center Satellite link

ELT = Emergency locator transmitter Rescue forces

Figure 3 - The conceptual ground system for SARSAT.

Figure 3 illustrates a ground tracking system in control station computes new orbit parameters and
the continental United States composed of three termi- transmits the updated orbit to the terminals (dashed
nals. The master control station is in the same complex lines).
as the mission control center. The scenario illustrated
includes two SARSAT's, one downed rescue beacon in ACKNOWLEDGMENT
Canada, and a downed (experimental 406 MHz) rescue
beacon in the Atlantic Ocean. SARSAT-A is in view of APL participants in the SARSAT program are:
the east coast terminal and is transmitting the stored W. E. Allen (power subsystem), H. D. Black (mission
data (via delayed commands from the master control analysis), A. Eisner (technical coordination/mission
station) collected during an earlier transit over the analysis/system summary), H. G. Fox (mechanical
downed beacon. The station is performing routine com- structure), A. L. Lew (command/telemetry), F. F.
mnmcontrol on SARSAT-A. SARSAT-B is relaying Mobley (orbit adjust and transfer subsystem/attitude

i(in real time) the 121.5 MHz signal from the downed subsystem), J. B. Moffett (editor), J. Nagrant

rescue beacon to the west coast terminal. The terminals (power/thermal/payload), P. E. Partridge (reliability
send the alerts and the Doppler data (dashed lines) to and quality assurance), V. L. Pisacane (system con-
the master control station/mission control center. The sultant), K. A. Potocki (system consultant), E. F.
mission control center alerts the appropriate rescue co- Prozeller (ground station), J. C. Ray (attitude sub-
ordination center to start operations. Having collected system), A. C. Reymann (mechanical structure), R. M.
sufficient Doppler data for SARSAT-A, the master Rhue (command/telemetry), T. L. Roche (payload inte- 91



gration), J. F. Smola (orbit adjust and transfer subsys- 3H. D. Black, A. Eisner, and J. A. Platt, "Choosing i Satellite
tern), R. K. Stilwell (antennas), J. G. Wall (manage- Constellation for the Search and Rescue Satellite System," to be

presented at RTCM Assembly Meeting, Savannah, Ga. (18-20 Apr
ment plan/cost estimates), and C. A. Wingate (thermal 1983).
subsystem).
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THE SATELLITE MISSILE TRACKING PROGRAM

T. Thompson and C. W. Meyrick

The Satellite Missile Tracking Program is an in-
strumentation system to determine missile trajectorie
and identify sources of error. It was developed to sup- satellites
port Trident missile flight tests. Trajectory determina-
tions are made from radio frequency measurements be-
tween the test missile and satellites with precisely deter-
mined orbits. The system has been fully evaluated and,
having met its objectives, is now used routinely to sup-
port accuracy evaluations.

BACKGROUND

The improved-accuracy Trident program, which
followed Poseidon, required refinement in all areas of FIgure 1 - The SATRACK measurement concept.
test and evaluation to ensure missile system capability.
The Satellite Missile Tracking (SATRACK) system pro- GPS transmissions provide a basis for distance
vides both instrumentation and analytical improve- and velocity measurements along the paths between thements for the evaluation of test flight accuracy. n eoiymaueet ln h ah ewe h

test missile and each in-view satellite. Four in-view-V

The SATRACK measurement concept is illus- satellites form the base of an inverted pyramid (the sa-
trated in Fig. I. Radio frequency transmissions from tellites are at an altitude of approximately 11 ,000 mi)
the Department of Defense Global Positioning System and the missile is instaneously at the apex. Because the
(OPS) satellites are relayed by the missile to data collec- positions of the satellites (at the four corners of the base
tion equipment on the launch-area support ship and the of the pyramid) are known, the position of the missile
down-range support ship. The ships also receive and re- at any instant can be determined from the measured dis-
cord missile telemetry data and act as centers to support tance along each of the four sctellite-to-missile paths.
range safety. Similarly, a measurement of the velocity along each
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path provides a basis for determining the missile veloc- accomplished at an APL processing center by replaying
ity at any point in the flight trajectory. the tapes recorded on the support ships.

Distance and velocity are not directly measur- i After the tracking data are recovered, correc-
able with radio transmissions. Radio distance is usually tions are applied, including those for the estimated ef-
measured by transmitting a pulse of radio energy all fects of transmission through the ionosphere and tropo-
mheasreb nming aor pheretulsThe ofmera enryand- sphere, for antenna interferometry and offset (i.e., dis-
then listening for the return. The time between trans- paeeto nensfo h udnerfrneps

mission and receipt is then converted into distance placement of antennas from the gidancereference pos-

through knowledge of the propagation velocity of the ition), and for relativity. The corrected tracking data

pulse signal. This, of course, is the standard radar tech- are passed to the final postflight data processor (Fig. 2)

nique. One important difference between radar meth- where the satellite-to-satellite differences are formed

ods and GPS positioning is that the GPS measurements and used to estimate the missile trajectory.

are not based on two-way transmissions. Each satellite The measurement of a missile trajectory is not
transmits the equivalent of a pulse signal, and the time the end objective of SATRACK. Using information
of receipt of each pulse can be identified on the missile from the submarine navigation and fire control systems
"clock." Although the GPS is responsible for main- and its own guidance system, the missile is operating
taining a common clock (i.e., synchronization of all sa- relative to its internal trajectory estimates. Therefore,
tellite transmissions), there is no way for the missile the external trajectory measurements provide insights
clock to be synchronized precisely with the satellite into weapon performance.
clocks. Therefore, receipt time is not directly convert-
ible to distance because the assumed transmission time The SATRACK processing concept uses a tradi-
indicated by the missile clock is usually in error. For tional filtering technique, as shown in Fig. 2. The mis-
this reason, signals from four satellites are needed in sile guidance model begins with an initial estimate of its
order to determine the three components of position. guidance parameters, the uncertainty in those parame-
The four distance measurements to the four in-view sa- ters, and an estimate of the missile initial conditions.
tellites provide the data necessary to determine the three Using those data and the missile accelerometer mea-
components of position and the clock error. An equiva- surements (recovered by telemetry), the model for mis-
lent result is achieved by determining the differences in sile motion predicts the new velocity and position of the

the time-of-arrival measurements for each of three in-
dependent satellite measurement pairs. This method re- Initial conditions
moves the missile clock error from the missile position
computation and is the one actually used in SATRACK.

Missile
To simplify the missile hardware, the SA- accelerations

TRACK system is based on relaying satellite signals to
the two support ships (see Fig. 1). The signals from
GPS received at the missile are converted to a different Missile trajectory
output frequency and are retransmitted to the support estimate
ships. Therefore, the signals received at the ships have
added propagation delays arising from the charac- Satellite
teristics of the missile hardware and the missile-to-ship trajectories
transmission path. However, when time-of-arrival dif-
ferences among the satellite signal arrival times are de- SATRACKmeasurement
termined relative to the ship clock, all delays beyond the estimate
missile GPS antennas (being common to all transmis- SATRACK
sions) are removed by the computation, greatly simpli- measurements
fying the processing system. Measurement

Sresidual

The process of recovering the measurement data
W' for missile trajectory determination is not actually ac- Model updates

complished on the support ships. Again in the interest
of simplicity, the ships are equipped with a single re-
ceiver and wideband recorder that recover all the GPS
satellite signals simultaneously without separating or Smoothed

A making detailed measurements of them. The process of initial conditions

recovering signal data, referred to as signal tracking, is Figure 2 - The SATRACK processing concept. 93
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missile (i.e., its trajectory). The predicted missile trajec- Similarly, the total guidance error estimate is the vector
tory and the satellite trajectories are used to compute sum of accelerometer and gyro error components. The
the expected SATRACK measurement data for the cor- other vector as shown includ.:, measurements of reentry
responding interval. The estimated and measured data and deployment made by a system separate from SA-
are then compared and the difference (the residual) is TRACK. When all the error vectors are added, the
available to the filter. The filter acts on the residuals to result is the total miss and a projection of SATRACK
make adjustments to the model parameters and to re- estimates to the impact point. The impact point is also
fine the initial conditions in order to reduce subsequent measured independently by a splash detection system; a
residuals. This may be recognized as a normal Kalman comparison with that measurement tests the consistency
filter process, but the actual process used for SA- of the SATRACK process.
TRACK was modified so that updates of all model pa-
rameters were not attempted (e.g., satellite ephemeris EXPERIENCE WITH SYSTEM USE
errors are normally not updated). At the completion of
data processing, there is a refined estimate of all model As experience was gained with SATRACK, data
parameters and a refined estimate of missile initial processing efficiency improved and a greater under-
conditions. standing of system errors was achieved. Two items of

particular concern at the onset were the accuracy of the
The primary product of the processing is an esti- GPS satellite ephemeris and clock information, and the

mate of the contribution of individual error sources to
the ota weponsysem mpac eror or achfliht.accuracy of the estimates to correct for the effects of

the total weapon system impact error for each flight, transmission through the ionosphere.

Figure 3 illustrates the method commonly used
to summarize SATRACK error estimates. The origin of A "static missile" test is conducted as part of

the ros-rage ad dwn-angemis axs reresntsthe every Trident missile test. It consists of recording the
the cross-range and down-range miss axis represents the GPS satellite signals received by a stationary antenna
missile aim point. The various error contributors are located at APL and processed through hardware that
represented by vectors. For example, the miss contri- lctda P n rcse hog adaeta
represnalloted by etrs.For ex m t the icntia simulates the translator in the missile and the recording
bution allocated by the SATRACK system to the initial equipment on the support ships. The signals are pro-
condition error of the launch platform (the submarine) cessed similarly to the actual flight test data. However,
is shown as the vector from the origin to the upper left the location of the antenna (the static missile) is known
quadrant. The components of this vector are estimates in this case, and thus any motion of the missile or van-
of the position, velocity, and orientation errors of the ance in position indicated by the data is the result of
submarine. The uncertainty in that estimate is indicated system errors. The principal errors are in the ephemeris
by the uncertainty ellipse at the head of the vector, and clock data for the GPS satellites and in the estimate

of corrections to compensate for the effects of trans-
Initial conditions mission through the ionosphere. The results from 20

uncertainty tests, shown in Table 1, are consistent and indicate that

the ephemeris and clock data are accurate enoul to
meet the operational SATRACK system requirements
specified for Trident I tests.

error The main source of error in the operational
o .Velocity error SATRACK system is the result of having to estimate

corrections to compensate for the effects of trans-

Porotion error mission through the ionosphere because of being lim-
error iited to the single frequency used by the GPS satellites.

Total Cros range Two-frequency data available for the transmissions
guidance from the pseudosatellite transmitters located on the

Tota ipc ground can be used to measure the ionospheric effects
error Other estimate uncertainty in the path from the pseudosatellite to the missile; how-

rrors eime uever, that path traverses a different portion of the iono-
Total SAT RACK sphere than do the transmissions from the GPS satel-

error Mauesplash point lites; therefore, it is necessary to use a model of the ion-osphere to calculate the corrections for the latter
Estimated SATRACK signals.

impact point
Down range The model is normally fit with the two-frequency

94 Figure 3 - Hypothetical SATRACK test results. data from the pseudosatellite transmissions. Early in
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Table 1 - Results of SATRACK static missile tests. Simplified ionospheric model
.... - Sophisticated model

Range Residual Range Rate Residual 0.10

(ft) (ft/s x 10
-4)  I 1

3.1 59
21.5 16 -0.10 - I

16.1 21 " -0.20-12.9 48
15.8 I1 -0.30-
17.3 15

18.2 7 0.40-

13.0 28 -05

17.0 58 -

17.9 26 -0.60
18.9 36
33.3 29 0.70-
27.6 14 0 _0.80-
11.1 II
8.1 11 -0.90 I I I I

29.4 49 0 60 120 180 240 300 360 420 480 540
18.7 73 Positive sense
22.1 28 Time of flight(s)
22.6 28 Figure 4 - Comparison of atmospheric corrections cal-
26.1 48 culated with the sophisticated and the simple iono-

spheric models.
Mean 18.6 31
Std. deviation 4.3 56

Table 2 - SATRACK trajectory measurement charac-
the development of the SATRACK system, it was de- teristics at deployment.

cided that a sophisticated model of the ionosphere 3D Velocity 1 3D Position
should be used in order to minimize error. Simplified Test Date (ft/s) (f0)
models were tried, and the results showed that a proper-
ly employed, simple, spherically symmetrical model Aug 1979 0.099 38Dec 1979 0.092 40
gave comparable results for SATRACK purposes. Fig- Feb 1980-1 0.10 40

ure 4 shows examples of the ionospheric corrections cal- Feb 1980-2 0.087 32
%, culated at the LI frequency for the same signals using Feb 1980-3 0.090 28

the sophisticated and the simple, spherically symmetri- Feb 1980-4 0.086 29
cal ionospheric models. From an overall system stand- Mar 1980 0.090 32

Apr 1980-I 0.089 36
point, the estimated corrections for the effects of trans- Apr 1980-2 0.085 36
mission through the ionosphere remain the largest May 1980-1 0.090 41
source of error and will likely remain so until two fre- May 1980-2 0.088 38

* quencies are used. The use of two frequencies will allow May 1980-3 0.086 37
ionospheric effects to be calculated on the basis of data Jun 1980-1 0.086 31

Jun 1980-2 0.084 35
from the actual transmission paths. Jun 1980-3 0.084 33

Jun 1980-4 0.089 32
Jul 1980 0.071 36

SYSTEM PERFORMANCE Aug 1980 0.089 34
Oct 1980 0.087 29

Table 2 summarizes the trajectory measurement Apr 1981 0.091 41
uncertainties that have been estimated for all flights
processed or reprocessed by SATRACK through April The values for trajectory uncertainties shown in
1981. The uncertainties are given as three-dimensional Table 2 are internal processor estimates; they reflect the
values (i.e., the root sum square (rss) of the position state of understanding of the measurement system rep-
and velocity uncertainties along three orthogonal axes) resented by the mathematical model. An independent
estimated at reentry body deployment (i.e., separation assessment of the urnertainties can be inferred from the
from the missile control section). The original goal for a impact difference - asurements used for consistency
SATRACK trajectory estimation was 40 ft and 0.05 ft/s testing (Fig. 3). Table 3 summarizes the down-range
along each axis, resulting in an rss of 69 ft and 0.087 and cross-range differences between the independent
ft/s. The mean values for the 20 flights are 35 ft and measurement of splash point and the SATRACK pro-
0.089 ft/s. jected values for all the flights given in Table 2. The 95
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'Table 3 - Normalized splash consistency differences zero mean and the near-unity standard deviation of the

TetDt onRag rs ag consistency data, the estimates of trajectory uncertainty
' iTes Dae Dwn Rnge Cros Rnge(Table 2) are consistent with the independent impact

,=Aug 1979 - 1.46 - 0.09 measurements.
i Dec 1979 -0.47 0.97

Feb 1980-1 -0.15 - 1.05
Feb 1980-2 - 1.78 0.00 CONCLUSIONS
Feb 1980-3 0.42 -0.78TaFeb 1980-4 0.26 -1.31 Before SATRACK was developed, the determin-

- Mar 1980 0.47 0.30 ation of a missile trajectory from satellite-based mea-
Apr1980-1 0.86 -0.08 surements had never been demonstrated. The SA-
Ap 1980-2 1.63 0.61 TRACK effort was constrained o use a poor missile an-May 1980-1 1.08 -0.68
May 1980-2 -0.94 -1.27 tenna and low GPS satellite signal levels. Those factors
May 1980-3 1.21 -0.18 required SAT RAC w e the unique postflight receiver techni-
Jun 1980-1 -0.05 -0.80 que. The signal tracking processes were analytically
Jun 1980-2 0.78 0.25 sound, but there was little margin for error. However,
Jun 1980-3 0.31 0.15 SATRACK fully demonstrated the unique signal track-
Jun 1980-4 0.47 1.50Ju 1980 0.98 -0.08 ing technique and provided the first precision missile
Aug 1980 -0.94 - 1.03 tracking demonstration from satellite measurements.
Oct 1980 1.68 1.17

Apr 1981 -0.99 -0.42 SATRACK provides a useful test capability for
the Trident I missile. It has fully met its performance

Mean 0.17 -0.14 goals and has provided the groundwork for the next-
Std. deviation 0.99 0.80 generation accuracy evaluation system.

numbers are normalized with respect to the uncertainty
in the difference measurement; that is, unity identifies a ACKNOWLEDGMENT
distance between the two measurements that is exactly The authors wish to acknowledge D. Duven, J.
equal to the estimated uncertainty in determining that Vetter, M. Feen, and S. Deines who assembled the ma-
difference. To project SATRACK measurements to im- terial for this article.
pact, errors in deployment and reentry with their cor-
responding uncertainties are provided from a separate
measurement and analysis. Uncertainty in the impact
difference includes the total SATRACK uncertainty,
the deployment and reentry uncertainty, and the uncer-
tainty in making the independent splash measurement.
Although the differences between the impact measure-
ments show a small bias, the level is not statistically sig- This work was supported by the Strategic Systems Projects
nificant for the sample size. On the basis of the near- Office, SP-25.
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OCEAN SCIENCE AND TECHNOLOGY
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INTRODUCTION

The studies of the oceans and the technologies related thereto are legion.
Here at the Laboratory, the particular ocean studies are principally those that re-
late to or derive from the temporal and spatial characteristics of the physical pro-
perties and processes of the waters in their natural state and, often, as altered by
mechanisms of man. As would be expected, almost all such explorations are
linked, more or less closely, with Laboratory efforts to bring the understanding
gained to bear on a practical problem under consideration or investigation.

In the field of ocean-related technology, the Laboratory identifies or,
more often, develops and then applies advanced techniques that offer promise of
accomplishing a particular task, defining a technical issue, or resolving a techni-
cal uncertainty. The range of these technological efforts at APL is wide indeed:
from the development of a tiny sensor that establishes a new capability for mea-
suring i certain parameter of the ocean or extends an existing capability to new
heights, to the specificaion of a massive system for converting to electrical ener-
gy the temperature difference between the depths and the surface of the
ocean.

The prospect is that the Laboratory's work in these and other matters re-
lated to the earth's environment will grow as the thirst for knowledge in this
field continues unslaked.
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MINIATURE OCEANOGRAPHIC FLUOROMETER

A. B. Fraser and R. P. H. Lee

Miniature fluorometers for sensing very dilute
fluorescein tracer in the ocean were developed and Potted power isolater Lamp housing
tested. Sensitivities (expressed as the rms noise equiva- DC-DC converter Detector housing
lent weight fraction of dye in the water) of 3 x 10- in
a 0- to 2-Hz passband and baseline drift on the order of Darkened channel
I x 10- I per hour were achieved.

BACKGROUND 
t

Fluorescent tracers are well known marking sub-
stances used in the study of motions and mixing of Windows
water masses. I Sodium fluorescein dye is inexpensive, Reflective chamber
is water-soluble, and provides a brilliant green-yellow
fluorescence. Most fluorescent tracer studies are per-
formed by a laboratory analysis of water samples. Spe-
cialized submersible and towable fluorometers have
been developed for cases where large amounts of real- Figure 1 - The fluorometer with its cover removed.
time data are required to describe oceanic masses.2 The
fluorometers reported in this article suit a particular Isolated Power disution
need for a very small fluorometer for the highly sensi- 400 Hz Pweritrio F Output

tive, in situ oceanographic determination of fluoresce- with 8-Hz AM Fdecodr

in. The "in-fairing" fluorometers are but slightly larger Sea surface

than one unit of the oceanographic chain fairings that
APL usually uses on its oceanographic research chains.

- The fluorometers are 0.77 in. thick, 4 in. high, and 4 in.
- long (about 2 by 10 by 10 cm), with I in. projections

above and below the trailing edges. Figure 1 shows a
fluorometer with the cover removed. The form of the

- .~."fluorometer housings resembles that of the normal
oceanographic chain fairing units closely enough for
them to roll through the automatic chain-handling
hardware the same way that the fairings do. A fluorom-
eter weighs 2 lb (0.9 kg).

DISCUSSION

The major design features were modulated il-
lumination of the water sample, synchronous detection
of sensed light, normalization of measured fluorescence
according to the brightness of the excitation, and minia-
turization of all electronics and optics. Figure 2 is a
block diagram of the fluorometer. Figure 2 - Block diagram of the In-fairing fluorometer

system.

Electronics
fluorescent processes. Those assemblies appear justAll optical fluorometers must have a light source above the lower left corner of Fig. 2.

that illuminates a sample with short-wavelength light, a

chamber to hold the sample, and a receiver that senses One of the most significant system design fea-
100 the light of longer wavelengths that the sample emits by tures is the modulated current source drive for the halo-
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gen lamp that provides the illumination. A 400-Hz car- high blue brightness. A filter consisting of dye and in-
rier is multiplied by an 8-Hz sinewave. The brightness terference components allows only the blue wavelengths
of the lamp flickers at 16 Hz in response to the 8-Hz of the lamp's light to pass to the water sample.
modulation. Green fluorescence stimulated by the blue The sample chamber has an unusual design. It is
illumination flickers synchronously with the 16-Hz fluc- lined with a chromium-plated reflector that causes the
tuation in the excitation. A 16-Hz, fourth-order band- lue eith t phro ugh th sa several

pass amplifier is used to amplify the photoelectric sig- time efoeing los through bsorp o r a

nals generated by the green fluorescent light in the times before being lost through absorption or by pass-a. f
photdetcto. Th 16Hz mpliiedAC igna rere- ing into the inlet or outlet passageways. The reflecting

photodetector. The 16-Hz amplified AC signal repre- fluorescent emissions
senting fluorescence is entered at the numerator port in several times before they are lost. These reflections
a divider circuit. The divider circuit normalizes the increase the fraction of emitted fluorescent green light
numerator signal, dividing it by a DC level that is pro- i n uase the t otefluoretre.
portional to the average fluctuating blue brightness that eventually strikes the photodetector aperture.
from the lamp. The rectifier that provides the normaliz- Green light of fluorescent origin in the sample
ing signal also produces a square-wave synchronizing chamber strikes the barrier filter that is in front of the
signal that is in phase with the 16-Hz lamp brightness, detector. The barrier filter consists of yellow and green
Those circuits appear across the bottom of Fig. 2. Nor- dyed plastic sheets. The dye filters cause especially high
malization with the slowly changing lamp brightness rejection of blue light at the low angles of incidence of
provides a time-invariant instrument calibration factor most of the blue excitation. The orange-red rejection of
and minimizes baseline drift, the dye filters also prevents the fluorometer from hav-

ing an appreciable undesired sensitivity to rhodamine,
Because the frequency and phase of all signals of which is often used in conjunction with fluorescein in

fluorescent origin are known, the noise at the system sea tests.
output can be reduced greatly by maximizing the
contribution to the final output of in-phase, 16-Hz The photodetectors are gallium arsenide phos-
signals and by minimizing the contributions to the phide (GaAsP) semiconductor photodiodes. They are
output by all other signals. A synchronous rectifier (or highly sensitive to light from the ultraviolet region up to
a synchronous detector), at the right near th,. oottom of the far visible red, but they do not respond to infrared
Fig. 2, provides the desired high sensitivity to the 16-Hz wavelengths. The insensitivity to infrared light simpli-
signals and minimizes interfering noise. The greatest fied the filter design, and the GaAsP sensors have
advantage of the synchronous rectification technique is proved to be very stable and sensitive.
its suppression of large system noises and "drift" near
zero frequency. The output of the synchronous rectifier
is low-pass filtered to match the system's electrical Field Results
bandwidth (which is set by the fluid flow in the sample
chamber) and to remove the 32-Hz ripple from the Several in-fairing fluorometers were tested at

sea. Two were different from the above description butsynchronous rectifier. only in minor details. In the sea tests, fluorescein dye

A linear signal proportinal to fluorescence is was ejected along a vertical line that was towed
provided at the output of the low-pass filter following horizontally through the Gulf Stream. The result was a
the synchronous rectifier. It is converted to a 50%-duty- "sheet" of dye that diffused and sheared in the ocean.
factor, square-wave FM signal by a voltage-to-fre- Figure 3 shows a typical traversal of such a dye sheet by
quency converter. The square-wave FM signal modu- two in-fairing fluorometers. The calibration factors for
lates, by means of an optical isolator, the DC current time, space, and dye concentration are shown in Fig. 3.
drawn by the fluorometer. Those blocks appear near Shearing of about 15-m occurred over the 14-m vertical
the middle of Fig. 2. The FM signal is stripped from the distance between the two fluorometers.
supply current by on-ship instrumentation, and a linear The rms noise on each fluorometer was esti-
frequency-tovoltage converter provides analog signals mated to be a 3 x 10 tdye fraction. Drift is very diffi-
to the users. cult to measure; it was estimated at no more than I x

10-1 per hour. Noise levels were the same in the labo-

Optical Design ratory and at sea. Five units were calibrated precisely in
the laboratory; the calibration range was 3 x 10- " to I

The most important parts of the optical design x 10- 7 , and the calibration curve was highly linear.
are the lamp, its blue exciter filter, the chamber for the While this article was being prepared, the in-fairing flu-
water with fluorescent dye, the green barrier filter, and orometers completed their third and fourth successful
the photodetector. The small tungsten halogen lamp has at-sea tests. 101
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A HELICOPTER-DEPLOYABLE INSTRUMENTEDSPAR BUOY FOR OCEAN HEAT FLUX MEASUREMENTS

C. V. Nelson and R. G. Chappell

A large, instrumented spar buoy has been devel- climatic changes. Seasonal variations in the depths of
oped by APL to obtain meteorological data at sea. A the upper-ocean mixed layer occur largely in response
data acquisition system on the buoy records and trans- to changes in the surface heat and momentum fluxes.
mits the environmental data to a remote receiving sta-
tion for processing and recording. The buoy was de- Accurate measurement of the surface heat flux is
ployed by helicopter and moored in the Tongue of the needed to support efforts in these and other areas of
Ocean in the Bahamas for six days in January 1982 to oceanographic research. The fluxes of interest are the
monitor the ocean/air heat flux continuously during an sensible, evaporative, and radiative ones. The simplest
oceanographic experiment, and most convenient way to estimate sensible and evap-

orative heat fluxes at sea is to make use of the bulk
aerodynamic method, by which the fluxes are calcul-
ated from meteorological measurements using param-

BACKGROUND eterized formulas. The radiative flux can be measured

Energy and momentum exchanges between the directly by net radiometers.
ocean and the atmosphere strongly influence the weath- To measure the needed meteorological and
er, the sea state, and the character of the mixed layer of oceanographic parameters accurately at sea is a chal-
the ocean. It is known, for example, that sea-surface lenging task. Measurements from ships are infrequent
temperature changes, which communicate with the at- and are limited in duration by ship operating costs. In
mosphere via ocean-air heat fluxes, can give rise to addition, the measurements can become severely

102 weather pattern anomalies, hurricanes, and long-term contaminated by the presence of the ship. To overcome
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these problems, APL designed, built, and tested an
easily deployed, instrumented spar buoy for meteorol-
ogical measurements at sea.

DISCUSSION

The spar buoy is designed to be a stable platform
for open-ocean meteorological measurements. It is in-
strumented to measure

" Air temperature
" True wind speed and direction
" Net radiation (0.2 to 3.0 Jm and 0.2 to 60 Am)
" Relative humidity
" Surface water temperature

Sensor data are recorded by an on-board magnetic tape
recorder and are transmitted to a remote receiving sta-
tion by a VHF telemetry system. - ,

Figure I shows the buoy being deployed by the
helicopter. The buoy is approximately 20 m long and
weighs about 1900 kg with the virtual mass chamber
attached. The main structure consists of a triangular
arrangement of aluminum tubes, 10 cm in diameter, -

mounted on 61 cm centers. Buoyancy is provided by six
air-filled aluminum chambers. The meteorological
sensors are located approximately 6 m above the mean
water line. Ballast weights and a battery pack are
located at one end of the buoy to provide the proper
righting moment for stable operation in seas up to state
3 +. Additional stability is provided by a virtual mass

chamber suspended below the buoy.

Two booms at the top of the buoy hold the wind
instruments I m away from the main buoy structure.
This arrangement ensures that one of the wind sensors
is always upwind of the main structure. A third identi-
cal boom holds the two net radiometers away from the
main structure to minimize the amount of buoy
structure in their field of view. The sensors for air tem-
perature and relative humidity are located within a
naturally aspirated radiation shelter mounted below the
top plate of the buoy. A water temperature thermistor is
mounted on the buoy approximately 3 m below the
water line.

The sensor electronics and data acquisition sys-
tem are in a water-resistant housing approximately 4.6
m above the water line. A radar reflector and xenon
flash lamp are located above the electronics housing.

Figure 2 is a schematic diagram of the sensor
electronics and data acquisition system. The sensor
electronics consists of bridge circuits for the thermistor
and relative humidity sensors, instrumentation am-
plifiers for the net radiometers, and frequency-to- Figure 1 - Helicopter deployment of the spar buoy. 103
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Figure 2 - Electronics for the sensors and data acquisition system.

voltage (F/Y) converters for the wind-speed sensors. A plotter in real time. Twelve hours of 1-min-averaged
low-power, microprocessor-based data acquistion data are stored on each tape.
system is used to sample the sensors once per second ,%
and to average the readings for I min before the data The deployment and recovery of a large buoy are
are transmitted to the remote receiving station. The difficult tasks that commonly require a large surface
internal tape recorder records hourly average readings. vessel outfitted with appropriate handling equipment.

A ship of this type was not available to support the ex-
The major components of the data acquisition periment for which this buoy was designed. Moreover,

system include a CMOS microcomputer, a CMOS 12- schedule constraints prevented us from waiting for calm
bit analog-to-digital converter, a 16-channel analog seas in order to not damage the delicate instruments
multiplexer, a time-code generator, a frequency-shift during deployment from a small vessel. To overcome
keying circuit, a 5-W, 168.5-MHz transmitter, and a these problems, we designed the buoy to be deployed
miniature cassette tape recorder. and recovered by helicopter. Figure 1 shows the

Primary power for the electronics is provided by helicopter in process of executing this unique and ex-
three commercial, 12-V, lead-acid batteries connected tremely simple deployment. Both deployment and
in parallel. The battery capacity allows the system to recovery were effected without incident.
operate for a minimum of 10 days without recharging. The field test of the buoy was conducted in

The remote receiving station includes a 168.5- January 1982 in the Tongue of the Ocean; six days of
MHz receiver, an analog tape recorder, a serial in- continuous data were recorded. Figure 3 shows the
terface, a desk-top computer, a line printer, and an X-Y ocean/air heat flux for a three-day interval when a cold
plotter. The analog recorder records the raw data from front moved through the area. A large change in heat
the FM telemetry receiver and serves as a backup to the flux results in substantial cooling of the upper ocean.
computer system. The serial interface demodulates the The ability to deploy instrumentation of this type readi-
FM data and provides a serial data stream to the ly is extremely valuable for studying this and other
computer. The data are stored by the computer on air/sea interaction processes when time series informa-

14 magnetic tape and displayed on the line printer and tion is needed.
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A SHIPBOARD REAL-TIME DATA ACQUISITION
AND DISPLAY SYSTEM FOR
OCEANOGRAPHIC MEASUREMENTS

R. E. Ball, J. E. Coolahan, V. Vigliotti, and R. F. Cohn

A data acquisition and display system that fea- 5. Permit the operator to interact with the data
tures a signal correlator to aid in the real-time identifi- acquisition and display programs to select
cation of oceanographic phenomena has been devel- data channels for display; and
oped by the Ocean Data Acquisition Program Office of 6. Compute in real time and display on the CRT
the APL Strategic Systems Department. The Minimal the correlated response to a given change in
Installation Data Acquisition System-Il also provides ocean parameters of selected oceanographic
for the collection of a variety of ship system and ocean- sensors.

ographic sensor dataforposttest analysis.
Figure I is a functional block diagram of the major
MIDAS-li data acquisition units and the equipment

BACKGROUND with which they interact.

The collection of oceanographic data is an ongo- Data Acquisition Hardware
ing APL task that has been at the heart of a number of T,,
controlled experiments over the last several years. In The MIDAS-il special-purpose hardware units 
1982, the Ocean Data Acquisition Program (ODAP) were developed to satisfy the requirements for data in-
Office completed the development and shipboard in- terfaces to shipboard and special oceanographic sensor

stallation of two Minimal Installation Data Acquisition systems, including those for ship position and motion,
Systems (MIDAS-Il). A unique feature of the systems is the analog sensors, the serial digital sensor, and timing ,

a software module that correlates the outputs of multi- inputs.

pie vertically spaced sensors in real time to aid system The platform interface unit is an improved ver-
operators in the highly confident identification of sion of a unit previously developed by the Interstate
oceanographic features. The systems were designed to Electronics Corp. under direction of the ODAP Office.
acquire and record ship motion data and oceanographic It provides the interface between MIDAS-Il and the
sensor data for use in post-test laboratory analysis and ship's position and motion sensing equipment. It can %
to provide for the real-time processing and display of interface 36 synchro signals and 15 voltage-change
such data. events. Each synchro signal is converted twice a second

to a highly accurate binary representation. The binary 4..

synchro and event data words are assembled into a sin-
DISCUSSION gle data block and transmitted via a standard serial in- .

terface to the PDP-! 1/34A minicomputer.

Data Acquisition System Functions Low-level analog sensor signals are routed to the

MIDAS-Il is a modular, computer-controlled analog processing unit where selectable gain, filtering,

system comprising commercially available computer and root-mean-square averaging operations may be ap-
plied. It provides processed narrowband and wideband

equipment and peripheral units, special-purpose hard- outputs. Each processing channel is configured with
ware, a standard operating system, and special-purpose plug-in components and jumpers to optimize the signal
application software. It is designed to: processing parameters for individual sensors. The wide-

1i. Acquire oceanographic sensor data in both band outputs are available for recording at a wideband
analog recorder. The narrowband outputs are routed to" analog and multiplexed digital formats; "

acuro h an d mtionmatsy an analog-to-digital (A/D) converter for input to the
2. Acquire ship position and motion data in syn- PDP-I I/34A minicomputer. Sixteen channels of addi-

chro and event formats; tional oceanographic sensor data are acquired by a sep-
3. Record data on digital and analog magnetic arate sensor control panel and are transmitted via a seri-

tape; al interface to the minicomputer.
4. Display acquired data in real time on a cath-

ode ray tube (CRT) and a strip-chart re- MIDAS-Il timing-rate and time-of-day inputs
16 corder; are provided by a time code generator/translator that is

W%.
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Figure 1 - Functional diagram of MIDAS-Il.

synchronized to an externally generated time code. The sition and data display. The acquisition software is
digital input module receives the time-of-day informa- composed of a data acquisition control program and a
tion, updated once per second, that is used as the system disk-to-tape buffering program. The display software
time reference. Timing pulses from the time code gener- includes a real-time display program and a correlated
ator/translator are input to a programmable clock for signal program. The relationships among the various
synchronization of software-controlled A/D sampling data acquisition programs are indicated in Fig. 2.
and data display outputs.

The MIDAS-Il supporting peripherals are stan- Correlated Signal Program
dard devices that perform data storage, off-line pro- The correlated signal program was designed to
gram storage, data display, and system operator in- be used for the real-time two-dimensional identification
put/output. Each of these off-the-shelf commercial of oceanographic phenomena in the vertical plane.
units was selected for its compatibility with the PDP- Those phenomena are detected by an algorithm that
11/34A hardware and operating system software and Thse he ea r et bn alomatfo t ucioa aaiy Teuiswrepcae n emphasizes the vertical correlation of several oceano-
for its functional capacity. The units were packaged in graphic sensor outputs. The signals available for dis-rugged module shells designed for protection and for play on the graphics CRT terminal are prewhitened sen-J,- cast of stacking aboard ship.
ee scgb d isor outputs and two software-generated signals, called

, COM (combined) and CSD (combined standard devia-

Data Acquisition Software tions). The sensors designated for prewhitening first
have their scale changes and their wild points removed.

The APL-developed MIDAS-l1 software may be Then they are prewhitened by a single-pole, single-zero
divided into two broad categories: real-time data acqui- digital filter and are finally high-passed by a two-pole 107
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Figure 2 - Relationships among MIDAS-I data recording and display programs.
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Butterworth digital filter. The COM signal is formed by The CSD signal is the number of estimated stan-
first computing for each sensor an energy that is the dard deviations by which the present COM signal value
sum of the square of all data points over a sliding time exceeds the estimated mean value. It has discrete output
window. The COM signal is the normalized product of levels from zero to a variable maximum. Its advantage ,- ,
the individual sensor energies. Normalization is based is that insignificant background level fluctuations are
on running estimates of the COM signal's mean and not displayed; therefore, the strength and the time scale
standard deviation. In equation form, of the vertical coherence may be evaluated by observing

in real time the discrete number of stand ard deviations.
CSD responds both to the energy present in the sensor

COM = signals and to the number of sensors showing coherent
A + B c activity. Strong responses during a quiet background

l |L n ~LENWD 2 may well exceed 30 standard deviations, the typical set-
" l  R W7 (S) ,ting for maximum signal display. Figure 3 is an example

i=1 LEM D),.W jl=;l of a real-time display of the CSD signal plus operator-
selected single-sensor outputs. The visual examination

where of hard copies of real-time CRT plots containing identi-
fiable phenomena confirms that the CSD signal re-

N = number of sensors, sponds to those events while maintaining an excellent
LENWD = window length (typically 75 sam- signal-to-noise ratio in comparison to any individual

pies, for a 5 Hz sampling rate), sensor response.
B = scaling coefficient (typically 30),
ju = estimated COM signal mean,
a = estimated COM signal standard de-

viation, and This work was supported by the Office of the Chief of Naval
IN S = raw sensor signal. Operations, OP-009EI.
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A PDP-11 BASED OCEANOGRAPHIC DATA
ACQUISITION SYSTEM

R. B. Harris III (Sachs/ Freeman Assoc., Inc.) and
S. J. Bockstahler-Brandt (APL)

The APL Submarine Technology Division con-
ducts a variety of oceanographic experiments requiring
time-series data acquisition and recording. Recent ex-
periments have called for data acquisition from custom,
digital, microprocessor-based instruments as well as
from conventional analog systems. In addition, it has
become increasingly desirable to have real-time data
validation and display capabilities included in data
acquisition systems. A general-purpose, minicomputer-
based data acquisition system has been developed to
meet those needs for low- to medium-rate data
recording.

s* b

DISCUSSION

The data acquisition (DAQ) program operates
on a PDP-l I minicomputer (Fig. i). The minicomputer
and its peripherals have been strengthened for use in the .. ,

field. The modular construction of the computer
components allows them to be assembled quickly and
flexibly into a configuration that meets the specific lb ,

requirements of a given experiment. of

Figure 2 shows the flow of data through the
components of DAQ. Analog sensor systems are con-
nected to the computer by an analog-to-digital con-
verter. Digital sensor systems such as the AlP thermal
gradiometer, the APL multiplexed temperature system,
and the Parascientific digital depth computer are con-
nected directly to the computer using standard PDP-I I
components. The output of the system is recorded on
nine-track magnetic tapes containing data received
from the sensors. A cathode ray tube (CRT) and a
printer are used for real-time data display and hard
copy. The CRT is also used to display messages gener-
ated by a data validation program that monitors the
data for indications of sensor malfunctions.

Like the computer hardware, the DAQ software Figure 1 - The PDP-1 1 minicomputer in a typical at-sea
is divided into modules. Device-dependent modules re- configuration.
ceive data from the sensor systems and place them in
data buffers in the computer memory; when a buffer is
filled, its contents are written on tape by the magnetic pendent module. One or more device-dependent mod-
tape output module. The operation of a pool of buffers ules are bound together with the generic modules to
is maintained by the buffer control module, allowing form a data acquisition system custom-tailored for the
input and output to occur simultaneously. needs of an experiment.

An important feature of DAQ is the degree of Most modules contain no information specific to
flexibility that permits the system to be reconfigured the data-acquisition requirements of a given experi-
quickly and easily, even in the field. The programmer ment. Instead, such information is stored in lists in a
need not be experienced in PDP-I I assembly language. single, configuration-specific module. The lists deter-
The key to this flexibility is that details specific to a par- mine the order of execution of routines in the generic

l1 ticular sensor system are isolated in a single device-de- and device-dependent modules and thus control the op-

4.
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Figure 2 - Data flow through DAQ.

-eration of DAQ. For instance, the list of sensors to be carried out at a lower priority than are other DAQ func-
sampled is contained in the configuration-dependent tions and thus do not interfere with the primary mission

. module. of recording the data on tape.
' ' The concept of list-driven operation is extended

%

.N" to allow device-dependent modules to affect directly theJP operation of generic modules. Advanced programming RESULTS
Stechniques allow a device-dependent module to put its DQhsbe sdscesul ntoa-e xown name on a list that is accessed by a generic module: peimnt codute by te Sucesaurin Tchnologa ei-e.g., the list of modules that require activation during visimnts Abonute0data taes frmanacnlog y digi-the initialization of data acquisition. This feature fur o outher reduces the interdependence of the DAQ modules sensors have been acquired. At least 10 custom data val-

idation and display programs have been developed forReal-time data validation and display are made DAQ. It has been reconfigured both at the Laboratory' . possible by the data-display task interface module, and at sea with relative ease. Such flexibility and ease ofwhich makes the data buffer contents available to other use, which are of great economic and operational value,programs. Those programs can carry on activities such are a direct result of the modular design whereinoprinting or graphing the data in real time and check- specific functions and related information are isolateding for sensor malfunctions. All data-display tasks are in independent modules.oIutit

ow nys
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A DISTRIBUTED, INTELLIGENT OCEANOGRAPHIC DATA
ACQUISITION SYSTEM FOR TOWED SENSOR ARRAYS

D. A. Kitchin, A. B. Fraser, L. E. Karner, R. P. H. Lee,
and C. S. Best

An expandable, flexible, intelligent, towed DISCUSSION
oceanographic data acquisition system has been devel-
oped to meet the APL Submarine Technology Divi- Architecturally, DITS is a distributed, intelligent
sion's needs for the 1980's. The system offers signifi- (i.e., adaptive) data acquisition network incorporating
cant improvement over past approaches, most notably selected features from the EIA RS422 and MIL STD
by incorporating microprocessors and network topolo- 1553 bus protocols. Bus contention between stations is
gy. Thus, it monitors both measured data and system resolved and throughput is maximized by a scheme that
performance and can preprocess data prior to recording determines positional priorities by the use of a few ex-
and display. tra signal paths to eliminate the overhead found in

other popular networks. Data are transferred in small
scan packets from up to 62 underwater acquisition

BACKGROUND modules (UAM's) (Fig. I) at a rate of I megabit per
second to a shipboard DITS control unit (Fig. 2). Each

As theoretical and experimental understanding data packet (and implicitly each sensor channel) is
of the ocean has improved in recent years, higher spa- identified uniquely to aid in routing the data to dif-
tial resolution and more accuracy have been required ferent destinations: recording buffers, displays, etc.
from an ever-expanding variety of oceanographic
sensors. With the increasing volume of data, it has be- "_._
come desirable to preprocess and compact the data and

* monitor its quality prior to recording or display, there-
by reducing the overhead on acquisition and analysis
computers. Furthermore, because only a few signal
conductors are available in a towed array, a distributed '.
acquisition system that digitizes adjacent sensors in situ
and shares a high-speed serial digital bus has been
sorely needed. This article describes the development of
the Densely Instrumented Towed System (DITS) that
was designed specifically to address these and other

* problems common to past oceanographic data acquisi- FIgur 1 - The underwater acquisition module for up
112 tion systems. to 30 sensors.
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frame-rate scans of sensors and housekeeping func-
tions; (d) send test patterns; (e) convert data via each

.. NTO sensor's transfer function to engineering units; (f) for-
**-**' ;--  __ mat the data to the bus protocol; and (g) monitor and

. ?maintain the quality of the data by means of special
• .algorithms.

The special algorithms are an integral part of the
DITS acquisition philosophy that takes advantage of

* ... -the small vertical gradients and horizontal near-
g=- invariability of the ocean. Basically, the point at issue is

that even though the possible range of measured values
Figure 2- The DITS control unit. in the ocean is quite large, the range measured in a

particular area and depth is very small. This property

Each UAM is housed in a tiny pressure vessel permits similar sensors in each UAM to be zero-

measuring only 9 by 4.375 by 0.925 in. It contains suppressed identically and adjusted in gain to optimize

watertight, wire feed-throughs and a special lid seal (not the range-versus-resolution trade-off for a particular
an O-ring). Each UAM is attached to a faired tow cable ocean gradient. This feature has the fringe benefit of

and to the sensors by means of wire harnesses (Fig. 3). compressing the data significantly, thereby allowing
more recording time per data tape, because the zero

Within each UAM, a general-purpose modifi- suppression is shared by many channels and the op-
able preamplifier for each channel conditions the ana- timum gain ensures that nearly all of the digitized bits
log signals before they are presented to a multiplexer. are active rather than static. Although most of the time
Each preamplifier can include any combination of zero these programmable settings remain fixed, an adaptive
suppression, gain, preemphasis, and anti-alias filtering, firmware algorithm that monitors the measurements
A 32-to-1 multiplexer, a programmable gain amplifier, may change the settings in response to significant
a sample-and-hold amplifier, and a 16-bit analog-to- changes in mean sensed properties. Adjustments can
digital converter are used to acquire data in digital occur either instantaneously in stepwise fashion for
format. To prevent ground loops and monitor leaks to initialization or as a slow ramp that is transparent to the
seawater, each UAM isolates power magnetically and quality of the data.
signals optically and contains a built-in megohmeter The control unit, which can accept up to four
and a leak detector/power shutoff. If a leak or some

* other failure does occur in one or more modules, the serial busses, distributes the data packets to the hostbus protocol allows the bus to continue functioning to computer interface, real-time display, and monitoring
bus spotocolalow the remuin o tiutional m , functions. The control unit can also be configured forsupport the remaining operational modules, data playback from the host computer for quick-look

The Intel 8751 microcomputer/controller within time-series analysis. The display/monitor functions in-
each UAM contains firmware to (a) parse and execute clude 32 channels of analog output for strip charts or
numerous commands; (b) save, modify, or recall con- spectrum analyzers, a hexadecimal display, and a data
figuration-dependent parameters from a nonvolatile quality/dropout monitor that scans periodically
memory; (c) support sampling, subsampling, and tape- through each sensor. Firmware in the control unit mi-

%, 

Figure 3 - Exposed section of the towed oceanographic array with UAM and sensors. 113
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crocomputer gives an alarm when certain error or up- The DITS prototype (minus a few of the more
date conditions are reported; parses and executes sys- complex firmware features mentioned) was tested suc-
tem commands either from the host computer or from cessfully during a recent at-sea test. Data are currently
the front panel; and saves, recalls, or modifies a non- being processed for a performance evaluation and de-
volatile, content-addressable memory that enables any sign review.
sensor to appear on any display channel.

The host computer, usually a DEC PDP-l 1/34, ACKNOWLEDGMENTS
contains special support software to drive the control
unit interface and monitor its performance, to examine For help in layout, assembly, programming,
the mean and standard deviation of any sensor in real testing, calibration, and management, we wish to thank
time, and to control overall system functions. The DITS H. K. Charles, Jr., G. J. Farruggia, L. A. Fuhrmann,
control task, in particular, makes the encoding and Jr., J. R. Hillier, A. F. Hogrefe, 1. R. Hunter, L. A.
decoding of commands, status, sensor transfer function Meyer, M. W. Roth, J. T. Velky, and E. N. Wallace.
coefficients, and configuration parameters very "user
friendly" by using the versatile constructs of the DEC-
supplied, table-driven parser in conjunction with rou-
tines from the system object library to perform com- This work was supported by the Strategic Systems Projects
mand-line processing. Office.

mU.

4,f

AN OCEANOGRAPHIC DATA ANALYSIS SYSTEM
B. E. Raff

An Oceanographic Data Analysis System was in-process modifications of the survey design. This ob-

developed as a microprocessor-controlled oceanograph- jective has been reached recently by an Oceanographic
ic survey tool that automates routine and tedious analy- Data Analysis System (ODAS) that was designed for
ses associated with airborne bathythermic surveys. use with airborne expendable bathythermographs

(AXBT's).

BACKGROUND DISCUSSION

Various oceanographic experiments frequently The AXBT's are designed to measure vertical
entail making measurements of the background meso- temperature profiles. They are deployed from aircraft,
scale thermal field. This field has characteristic spatial descend to the ocean surface, release a sounding therm-

scales of S0 to 500 km and temporal scales of several istor probe, and telemeter subsurface data to the air-
days to several weeks. Experiments concerned with me- plane (Fig. I). Although their use is generally straight-
soscale descriptions include measurements of acoustic forward, there are practical problems because they have
propagation through a variable environment and prac- peculiar faults that can affect data adversely if not de-
tically any physical or biological survey in proximity to tected and corrected. c t v f

regions of high variability such as oceanic fronts, rings,
and eddies. It is of particular benefit to characterize the The AXBT is essentially a buoy with a radio fre-
mesoscale field in a period short enough to capture a quency transmitting antenna only 6 to 12 in. above the
synoptic description and to produce timely data in order ocean surface. In other than calm seas, ocean waves '

114 to use the derived environmental descriptions to make and spindrift "ground" this short antenna and tempor-
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thereby expedites data analysis, was developed to fill
% 7 -this need.

T "ODAS is shown in Fig. 2; Fig. 3 is a block dia-
gram of the system. The design responded both to very
specific aspects of AXBT data processing and to more
general aspects of oceanographic analyses. ODAS spec-

ifications and capabilities are outlined in Table 1. The
concept inherent in the use of ODAS for oceanographic
research is discussed below.

,' ' . Bathythermographs produce vertical samplingsof the ocean thermal field (Fig. 4). An AXBT mesoscale

Table 1 - ODAS specifications.

AXBT processing

5 channel capacity
Sbuoy + 5 millidegree C accuracy

5 Hz sampling rate
Automatic start feature
False start protection
Data editing
Profile analysis
Bathybooking messages

Navigation processing

LTN-5 1, LTN-72, or VLF Global 500
Thermister probe Records latitude, longitude, heading, and airspeed

Figure I - Deployment of an AXBT. General data acquisition

8 channel capacity
arily interrupt data transmissions. Another problem is a 200 Hz data throughput
false start (i.e., the indicated origin of the depth scale is 12 bit analog/digital
offset from zero). The AXBT data signal is supposed :o * 5 V dynamic range

appear the instant the thermistor probe is released from Recording
the buoy. Owing to various mechanical and electrical
malfunctions, a false start can misstate the true temper- Raymond 6412 cartridge drive
ature/depth relationship. Standard 4 track data cartridge

Their imperfections notwithstanding, AXBT's
(which have been available for two decades) have
played an important role in Navy antisubmarine war-
fare operations. At the same time, however, their use in
scientific survey efforts has been relatively infrequent
until recently when increased awareness of the impor- - ,, ,
tance of mesoscale variability to undersea warfare has M Ml l l
sparked an increased interest in AXBT surveys to the 0 0l C3

.... . point where the Naval Oceanographic Office now regu- 0 0 0 0 0
larly sponsors large AXBT surveys for environmental M 0 0 0
mesoscale characterizations. This "popularity" gave E11 3E 0 0 0 0
rise to another problem; the capacity to process AXBT El 0 E. E EM
data could not keep pace with the increased demand. A
new approach to processing that would routinely and -

efficiently handle large quantities of data was clearly % R-,[ [
needed. ODAS, an airborne recording and analysis sys-
ten that automates routine and tedious work and Figure 2 - The Ocean Data Analysis System. 115
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Aircraft
sonobuoyAc MicroprErr

4receiverscortr

8 channels of Time-of-daymoe

unspecified-., clock

analog data

Teletype -

On board .
Profile analyses
Bathybooking message

Mesoscale characterization F APL r
Horizontal iopleth I computerso
Vericalo

Acoustic propagation predictionsA
Figure 3 - Block diagram of ODAS. 15 10

Longitude (deg)

14 1 1 1 1 1 1 1 Figure 5 - Example of a mesoscale survey (points
Indicate AXBT deployment locations).

12

10o ronmental features easily and, if needed, modify survey-- 10 operations to achieve the desired environmental

descriptions. The near-real-time outputs for each pro-
8 file are classified into temperature/depth pairs at given

temperatures, temperature/depth pairs at given depths,
6 -profile inflection points, and so-called "bathybooking"

messages.
4 The latter two outputs need further explanation.

Each profile, such as the one shown in Fig. 4, can be ap-
2 -1 - - -

0 -10 200 -30 -400 proximated by a sequence of line segments connected at
Depth Em) major profile inflection points (8 to 15 such points are

customary). The points can be encoded into a special
Figure 4 - Example of a temperature profile. format (a bathybooking message) and sent to the Fleet

Numerical Oceanographic Center (FNOC), which

survey consists of discrete samplings spaced 10 to 30kmn maintains a large historical data base of bathythermo-

apart (Fig. 5). Several standard oceanographic products graphs.,

are generated from such a survey: temperature contours When the survey aircraft has landed, the bathy-
at constant depths, depth contours at constant tempera- booking messages are dispatched quickly to FNOC, and
tures, and vertical contours of temperature. Some ex- the entire AXBT data set is transmitted to APL for
amples are shown in Fig. 6. Prior to the development of further analysis. At APL, the data are processed on
ODAS, the production of such isopleths had been an in- general-purpose computers using objective mapping
tensive hand-plotting operation subject to individual techniques to produce the horizontal and vertical iso-
interpretation. pleths shown in Fig. 6. N

In addition to recording aircraft sensor and navi-
gational data, ODAS has error-checking hardware and RESULTS
software to detect AXBT fault conditions and to flag
faulty data (Fig. 3). This real-time, error-detection fea- ODAS has proven to be a useful tool of signifi-
ture significantly expedites data generation. Moreover, cant capability in oceanographic research. It has been
ODAS yields several types of data for immediate on- flown on numerous survey missions over the Atlantic

116 board examination so that operators may identify envi- and Pacific Oceans for the United States and the United
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a 1 1800 Range (km)
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47. -- lo W W

46.5 20.

14.00 12.00 10.00 11.00 9.82 8.63 7.46 6.27 5.09 3.90 2.72 1.54
Longitude (deg) Longitude (deg)

Figure 6 - Examples of temperature contour maps, (a) horizontal and (b) vertical.

Kingdom. Its use has proven that complete mesoscale ship operations and for using survey time, a capability
thermal descriptions can be available within hours of that has been demonstrated during many of the surveys
aircraft landing. This point is particularly significant. mentioned above.
AXBT surveys are frequently used for reconnaissance

Sin conjunction with ship operations. Timely mesoscale This work was supported by the Strategic Systems Projects
descriptions provide a most effective basis for directing Office.
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THE CHARACTERIZATION OF MESOSCALE
OCEANOGRAPHIC FEATURES

.o4

J. J. Ousborne

The ability of a satellite altimeter to provide use-
ful oceanographic information depends, in part, on the SEASAT
data processing system. Several signal-processing algo-
rithms were assessed to determine the level of perfor-
mance that can be achieved in detecting and estimating
oceanographic features and to identify an algorithm for
processing altimetry data from the GEOSA T satellite aete
scheduled for launching in 1984. Satellite orbit

Ionospheric---- altimeter -
propagation error measurement

BACKGROUND
Atmospheric Ocean surface topography C"The quantified knowledge of oceanographic pa- propagation error ._L(currents, tides, barometric

rameters is a key factor in evaluating Naval system per- pressure, storms)
formance, tactics, and vulnerability. In the past, in situ
measurements have been the primary means of environ-
mental surveillance. As the extent of geographic regions
of interest expands and the need for synoptic coverage Marine
grows, remote sensors will become the only realistic geoid
way to characterize the environment. Although space-
borne infrared sensors now provide some measure of Reference
characterization of the mesoscale oceanographic field, ellipsoid
they have limited utility in areas where cloud cover Fiur I - Altimeter measurement of distance to
greatly reduces their ability to image the sea surface. In Fiurfae
contrast, a satellite altimeter provides all-weather
surveillance and potentially can fulfill the Navy
requirement for oceanographic characterization. The priate use of altimetry data. The mesoscale feature of
exploitation of the altimeter's capability is an especially greatest interest is the eddy, an identifiable characteris-
timely consideration, owing to the near-term avail- tic of which is an elevation or a depression (i.e., a
ability of the GEOSAT altimetry data. negative elevation) of the sea surface in its immediate ".1

vicinity. Typical eddies have diameters of 50 to 200 km,
GEOSAT, a geodesy satellite that will carry a surface elevations with *30 to 100 cm maximum

high-resolution altimeter system, is scheduled to be amplitudes, and translational velocities of I to 8 km per
launched in the fall of 1984. It will be used as a stable day. It is expected that an altimetric system such as -

platform from which measurements of the vertical GEOSAT will be able to detect and track such eddies.
distance to the ocean surface will be made (Fig. I).
When the altimetry data are merged with accurate
orbital information, undulations in the mean sea level, DISCUSSION -,
predominantly induced by the earth's geoid, will beAm d r el i oAltimetry data are inherently one dimensional ,.
- . ,~ revealed. (ID); the satellite altimeter measures the surface topo- -

Although the earth's geoid produces the domin- graphy along the satellite ground track and produces a
ant sea-surface signature, other environmental features topographic time history. However, an aggregate of , -
produce potentially exploitable signals in the altimetry satellite orbits can be combined for two-dimensional -

data as well. For example, the sea-surface topography (2D) processing. The proposed GEOSAT orbit will
measured by the altimeter contains fluctuations induced produce a ground-track pattern (Fig. 2) that maps one
by tides, barometric pressure loading, surface-wave track every third day in each fundamental sector. Each
effects, and geostrophically balanced surface current track will be a fixed distance from the previous one;
systems related to mesoscale features. Mesoscale after a certain number of days, the pattern will com-
features are of significant interest to the Navy and plete its coverage of the fundamental sector and will ,€,%

118 possibly can be identified and characterized by appro- then repeat the process. At the stage shown in Fig. 2,
L6;'.,. I%
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72 30 day accumulation 1.0

Track separation, 25 km -

Eddy radius, 75 km pu c
66.- 66

i60 
.a0c r C

54 =0.4-
p a o di t d b Scan performance e

i. 0.2 / 20

30 0

50 38 28 14 2 -10 10 20 40 60 80
Longitude Eddy amplitude (cm)

Figure 2 - Satellite ground track pattern. Figure 3 - Comparison of performance of 1D and 20
filters.

coverage is half completed. In addition, data from delectability. Ground tracks near the edge of the feature
acnig(south to north) and descending satellite show very small surface signatures and do not add
ptscnbe combined. significantly to delectability. As might be expected, the

Whenproessig atimtry ata itis ncesary 2D processing advantage is less for smaller diameterWhen processing aterydata, it is necessary eddies that are intercepted by fewer ground tracks.

to incorporate a way to make a decision as to whether a

mesoscale signature or, alternately, noise only is present The filter performances were evaluated by com-
at a specific geographic location. If a feature is de- paring the detection probabilities at various satellite
tected, estimates of its parameters (elevation and diam- cross-track separations. For each separation, the
eter) are needed. The capability of the system is now probability of detection was determined by averaging
limited by both geophysical noise and system noise. The over a typical range of eddy amplitudes and diameters.

eddy signature and the noise are such that not all the The performance for the scan detectors is shown in Fig.
optimality criteria of conventional detection and 4. Predictably, system performance improves as the

estimation theory can be met; hence, it was necessary to cross-track separation decreases and as more tracks per
select a "best" algorithm by comparing a set of eddy are available. Note that the performances of the
detectors. The assessment was completed in two steps. ID and 2D detectors converge at large cross-track
First, stationary eddy detection performance was as- separations, showing the diminution of the 2D advant-
sessed to provide a basic understanding of the detection age as the number of crossings is reduced.
and estimation process without the complications in- The performances of the MAP and Kalman fil-
traduced by eddy translation. Then the effects of eddy ters were evaluated at only a few cross-track separa-
translation were assessed. tions. At those particular separations, the performance

Matched filters (ID and 2D), a 2D maximum a
posteriori (MAP) estimator-corelator, and a 2D Kal- * MAP estimator-correlator
man filter estimator-correlator were considered. The * Kalman filter estimator-correlator # ID matched filter
performance of the matched filter was evaluated by the A2D matched filter upper bound a 2D matched filter

numerical implementation of analytical equations. An
analytic evaluation of the MAP and Kalman filter esti- I I I I I I I
mator-correlators was not feasible; accordingly, a

Monte Carlo simulation was used. 40.6-

A comparison of the performances of the ID
and 2D matched filters demonstrates the advantage of -0.4
2D processing for the larger-diameter eddies that are
crossed by several satellite ground tracks. It is apparent
from Fig. 3 that median-amplitude, large-diameter ed- 0 20 40 60 80
dies are significantly more detectable with 2D process- Cross-track separation (km)
ing. In the example, five or six ground tracks intersect Figure 4 - Comparison of performance of 1D and 2D
the feature; three or four of them contribute most to its scan detectors. 119
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of each estimator-correlator lay between that of the 2D C
single matched filter and a theoretical upper bound. 90.8i
Although the MAP performance is relatively good, that
detector would not be suitable for an operational 0.6 Track separation. 25 km
system because it is nonlinear and convergence is not Track time separation, 3 days
ensured. Hence, the appropriate choice of a system = - Eddy radius, 50 km

filter is between a 2D multiple matched filter and a . 0 2 4 6 8
Kalman filter. 9 Eddy speed (km/day)

Up to this point in the analysis, the eddies were Figure 5 - Effect of eddy velocity on sweep detector
treated as stationary. In fact, most eddies observed do performance.

translate, and the movement can affect detector perfor-
mance. Eddy translation does not affect the perfor- The salient findings of this parametric study and
mance of ID detectors, which sample the feature nearly examples of algorithm performance for several eddy
instantaneously, but it does smear the feature signature sizes and translational speeds have been given here.
derived from 2D systems, which depend on successive From the results reported in detail to the Navy, it was
crossings. concluded that it should be possible to process altimeter

In the proposed GEOSAT orbit, successive data to achieve a reasonable probability of detection
ground track intersections with an eddy will be sepa- (about 0.5) of eddies having characteristics in the typi-

rated by three days. During that period, the eddy will cal range of amplitudes, diameters, and translational
translate, and each ground track will intersect it at a po- speeds.

sition offset from that at which it would have done had
the eddy been stationary. Depending on the translation-
al velocity of the eddy, the signature as resolved by an
altimeter will be elongated (the eddy velocity is in the di- The 2D Kalman filter detection and estimation
rection of ground track evolution), skewed (the eddy ve- analysis was performed by J. Woods at Rensselaer
locity is perpendicular to ground track evolution), or Polytechnic Institute.
foreshortened (the eddy velocity is diametrically op-
posite to ground track evolution). The net effect of fea-
ture smearing is a reduction of detectability. An ex-
ample of the degradation in performance of the sweep %
detector (using only ascending or descending satellite
tracks, but not both) is shown in Fig. 5 for a typical
range of eddy velocities. As would be expected, high
velocity produces greater degradation; even so, the de- This work was supported by the Strategic Systems Projects
gree of degradation is not severe. Office.
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AID CONTROL AND MONITOR SYSTEM

T. H. Man, E. E. Mengel, and C. A. Twigg

A microprocessor-based system for the remote 2. A master terminal unit (MTU) that transmits
control and monitoring of distant, unmanned naviga- commands to the RTU's, receives status in-
tional aids has been designed for the U.S. Coast Guard. formation from them, displays the status on a
APL will supply the engineering drawings and docu- touch-sensitive cathode ray tube (CRT),
mentation necessary for the Coast Guard to procure op- stores on tape information relative to light-
erational systems from commercial vendors and to in- house status changes, and informs the opera-
stall and operate the systems when delivered tor what action should be taken in the event

of a detected failure.
3. A transfer terminal unit that is used to enable

BACKGROUND communication between the RTU and the
MTU when that communication would other-The U.S. Coast Guard traditionally has provided wise be impossible or unreliable as, for ex-

to the maritime community a variety of navigational ample. when stations are separated by more
aids including manned lighthouses that contain a major than the line-of-sight RF range.
light and a fog horn, a radio beacon, or both. In 1968, a
project was begun to convert the lighthouses to un- Figure I shows the various elements of the sys-
manned operation by using sophisticated automatic tem and illustrates the use of RTU's in three kinds of in-
equipment, some of which was installed in the light- saltos numne ihhue ag aia
houses and some at master sites, to control and monitor tional buoy, and an independent radio beacon. The

the aids. Since that time, it has been recognized that it communication links between the MTU and th RTU's

would be desirable to monitor or control from the mas- inc aio ls teehe, and comercial

ter sites a number of secondary aids such as large buoys include UHF radio, local telephone, and commercial

or beacons. Until now, however, the lack of an inexpen- telephone networks.

sive and standardized remote control and monitor sys. All three systems use the same enclosure, elec-
tem has precluded implementation of the concept. The tronic modules, and (where applicable) software. The
aim of this project is to develop a modular Aid Control selected electronic hardware uses a modular bus system
and Monitor System (ACMS) that will both replace the that is available commercially from several vendors and
current system of controlling unmanned lighthouses maintained by them. A modular approach allows the
and, in a minimal configuration, monitor and control Coast Guard to change the equipment configuration
less complex aids as well. easily for the different RTU applications and, further,k provides flexibility to accomodate future functional

The first phase of this effort was the develop- changes in the system.

ment of a modular, microprocessor-based system that

monitors the status of devices at a distant station, com- The RTU (Fig. 2) monitors 32 status lines and
municates status information to the master station up- controls 8 command lines. It can communicate with the
on request, and executes commands generated by the MTU by means of dual UHF transceivers, over a tele-
master station. The second phase of the project was the phone line, or by UHF to a transfer terminal unit and

, development of a system whereby the master station thence by telephone line (Fig. I). The Coast Guard has
will be able to interrogate up to 48 distant stations and identified uses for 22 status lines and 5 command lines;
display the status of monitored aids to operating per- the remaining 10 input and 3 output lines are available
sonnel at the master site. for future use or for additional signals that may be

required for nonstandard installations. The spare data
communication channel (shown as a dashed line in Fig.

DISCUSSION 2) is used by installation personnel for setting up the mi-

The system designed by APL consists of: croprocessor and by maintenance personnel for trouble-
shooting and diagnostics.

i. Remote terminal units (RTU's), installed in The status signals are generated by sensors and
the navigational aids, that monitor the status electronic circuitry already in the lighthouse. Those sig-
of elements of the aids and control the receipt nals now sent from the RTU convey to the master sta-
of commands from and the transmission of tion information on conditions or failures in primary,
status messages to the master terminal unit. secondary, and emergency navigational aids and their 121
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NI
cates that the normal lamp or fog horn characteristics
have been altered, the RTU sends a status-change mes-
sage to the MTU, thereby alerting personnel at the
MTU to take appropriate action. Such actions can
range from sending a repair order to maintenance per-

Telephone lines sonnel to issuing an official Notice to Mariners that a
major navigational aid is inoperative.

Figure 3 shows the components of the MTU, in-
cluding the microprocessor system, the touch-sensitive
CRT with a removable keyboard, a tape recorder, a
modem, and the transceivers. The status information at
each RTU is stored in the MTU microprocessor mem-

Figure I - Elements of the Aid Control and Monitor ory and displayed to the operator on the CRT. If a
System. problem is reported by an RTU, the information is dis-

played and the options for actions are presented; the

power sources. As appropriate to conditions indicated operator can then command the system by simply
by te satu reprts th maser taton gnertesand touching the appropriate portions of the CRT screen.

by the status reports, the master station generates and This feature allows minimally trained personnel to betransmits, by means of the MTU, command signals that abetratpoelywhte srfind"ssem

activate command relays or other electronic equipment able to react properly with the "user friendly" system.

in the lighthouse. The various signals to and from the A detachable keyboard enables experienced per-
RTU microprocessor are coupled to the rest of the sonnel to enter the initial setup information for the indi-
lighthouse electronics equipment by amplifiers, that are vidual RTU's and then remove the keyboard to pre-
electronically isolated by optical links to reduce the clude the inadvertent entry of further changes. All RTU
possibility of mutual interference by the microprocessor messages are stored on magnetic tape so that system
and the lighthouse. failures can later be analyzed in detail. The setup infor-

mation also is stored on tape to enable proper reinitial-The RTU system software monitors the com- iainatrapwrfiue

munication ports for commands from the MTU and ization after a power failure.

also monitors the status inputs to sense and communi- The MTU communicates using UHF transceivers
cate changes. Status inputs are those that indicate the or (via a modem) the telephone line. In order to mini-
conditions of the main light primary or secondary, the mize transmission errors that have plagued the current
fog horn primary or secondary, primary and secondary system, an error-correcting code is incorporated. It pre-
AC power, emergency power, etc. If a status report indi- vents certain types of errors from dist pting the mes-

. .Telephone line

'Spare data '

channel 8 command lines toTasevetr t station command relays

switch

32 status lines from
station sensors

"J Figure 2 - The remote terminal unit.

To:' RTU' s

Transceiver ',

sw itch M k,6.
Touch-sensitive

CRT
122 Figure 3 - The master terminal unit.
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sage. The formatting for this feature appears in the mi- ACKNOWLEDGMENTS
croprocessor software for both the RTU and the MTU. The authors would like to acknowledge and

thank W. R. Powell for his leadership as program man-
SUMMARY ager for the Aid Control and Monitor System.

The design of the RTU and MTU electronic The authors also wish to acknowledge the efforts
hardware and of the RTU software was completed dur- of J. Baldassano, R. L. Cannon, D. C. Culver, H. L.
ing this period. A breadboard RTU was constructed, Smigocki, D. L. Snope, and P. Whitman, who contrib-
subjected to environmental testing at APL, and in- uted to the design and development of the system.
stalled for field testing at a Coast Guard engineering
test facility. The next phase of the project will produce
prototype hardware and software for the RTU and the
MTU and the drawings required for the acquisition of
both items. This work was supported by the U.S. Coast Guard.
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INTRODUCTION

The collaborative biomedical program between the Applied Physics Lab-
oratory and The Johns Hopkins University's School of Medicine began in 1965.
The program brings together the expertise in medical and biological sciences
found at the Medical School with those in the physical sciences, engineering, and
mathematics found at APL, in order to solve significant problems in biomedical
science and health-care delivery. From the beginning, the collaboration has re-
ceived strong support from the University's leadership and encouragement from
the Navv, APL's principal sponsor. The strength of the collaboration is evi-
denced by the joint appointments made within the two University divisions: 17
members of the APL saff have appointments at the Medical School, and 16
members of the medical faculty have Principal Professional Staff appointments
at APL.

Currently, there are active projects in ophthalmology, neurosensory re-
search and instrumentation development, cardiovascular systems, patient moni-
toring, therapy and rehabilitation, clinical information systems, and clinical en-
gineering. Forty-four APL physical scientists and engineers are working in col-
laboration with Medical School biomedical scientists and clinicians on those pro-
jects. Their research and development results are published in the peer-reviewed
scientific and medical literature. Since the program's inception, over 350 papers

4' . have been published, and there are even more published abstracts and presenta-
tions at major scientific and medical meetings.

The articles appearing in this year's APL Selected Accomplishments in-
dicate the breadth of the collaborative biomedical effort. In cardiovascular re-
search, there is an article suggesting that geometric features of arteries could be
risk factors for vascular disease. In ophthalmology, a microwave-induced cellu-
lar change in the corneal endothelium has been observed at exposure levels previ-
ously thought to be biologically safe. The third article describes a computer-con-
trolled robot arm designed for individuals with high-spinal-cord damage (quad-
riplegics). Next, a description is presented of the successful testing in diabetic
dogs of the Programmable Implantable Medication System developed at APL.
The last article reviews APL's productive effort in assisting the Johns Hopkins
Medical Institutions to develop several computer recordkeeping and information
systems.
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POSSIBLE GEOMETRIC RISK FACTORS

FOR ARTERIOSCLEROSIS

M. H. Friedman, 0. J. Deters, F. F. Mark, and
C. B. Bargeron (APL) and G. M. Hutchlm (JHMI)

Hemodynamic data obtained in pulsatile flow photographs, the luminal mold from which the cast is
through casts of human aortic bifurcations reveal four prepared, and the cast itself.
geometric features whose variation from one individual
to another is sufficient to cause significant variability in The anemometry results 5 show that the flow in
the shear stress on the vessel wall. Correlations between the normal human aortic bifurcation, although corn-
measured shear stress and vessel wall thickness suggest plex, is not turbulent. Neither is separation a prominent
that hemodynamics may mediate the formation of feature; transient eddies have been observed on occa-
arteriosclerotic lesions. Consequently, the geometric sion, but they occur only in diastole and are very weak. 6

features that have been identifed may account for some Accordingly, major emphasis has been placed on the
of the variability in the location and rate of develop- influence of arterial geometry on wall shear rate, a
ment of the disease, indicating that particular geometric quantity that can be computed readily from the velocity
features of arteries could be risk factors for vascular data.4 Furthermore, consideration will be limited here
disease. to only the outer wall of the aortic bifurcation because

this is where most of our velocity data have been taken.
A paradigm has been developed to identify readily the

BACKGROUND most important geometric features influencing i"" _al
V. - shear at other locations.

Much of the credit for the recent decline in
mortality resulting from cardiovascular disease has The geometric JAtures of intrest are identified
been attributed to the identification of sertain aspects by comparing the exocrir~ental shear at oach site along
of an individual's lifestyle, genetic makeup, and disease the outer wall wit* the value that would have been
state that appear to predispose to arteriosclerosis. A observed at that cross section were the flow at the site
recent tabulation by Anyanwu et al.I lists 21 such "risk fully developed and parallel. Except for a very short
factors." In spite of the large number of identified or region immediately upstream of the flow divider tip, the
proposed risk factors, they are incapable of explaining cross s.ctions of the aorta and iliacs can be approxi-
half of the variance in arterial disease among in- mated as elliptical; for fully developed pulsatile flow
dividuals and populations. One conclusion is that there through an elliptical pipe whose axes are a and b, the
are other risk factors that have not yet been identified.2  mean shear rate at the end of axis a is
This situation, together with the facts that (a) many

14 hypotheses dealing with the onset and development of
arteriosclerosis invoke hemodynamic factors and (b) all 32(q>
fluid dynamic variables are affected by the geometry of (S) = 2
the channel through which the fluid flows, led to the
proposal of geometric risk factors that increase one's
susceptibility to disease. 3 Thus, experimental proce- where (q> is the mean flow rate through the pipe.
dures were developed to identify these factors.

The actual shear rate at the site will naturally
differ from that given by Eq. I. To isolate the contribu-

* DISCUSSION tion to that difference of individual variations in geo-

The dependence of hemodynamic variables on metry (in addition to local cross section, whose effect is
local arterial geometry is examined by selecting at already included in the equation), it is convenient to

autopsy relatively uninvolved human arterial segments, introduce the concept of the "average bifurcation."
passing a life-like pulsatile flow through casts of each The longitudinal variation of mean shear rate along the

vessel's lumen, and using laser Doppler anemometry to oute d t e
measure time-dependent velocities at multiple sites near postulated to be
the wall of each cast. 4 The specimens selected for cast-
ing and hemodynamic study are chosen to reflect the
range of normal variations in arterial geometry, and 32(q) P(zld) . (2)

128 their particular contours are preserved in radiographs, wab

. '.'" "'.'" % %" " % ... .. '.'.', . . % . %. % '. . - -. . %% % , . % % . . . . . . %



- .-- -- . .. . -. ....... ....

The function P(zld) measures the influence of the 4~
branching geometry of the average bifurcation on the 0401
mean shear rate that would be observed at a site on the 3 402

N. outer wall were the flow fully developed and parallel at 4 •,
that site. The argument of the function is longitudinal 2 _

- distance, z, normalized by a characteristic diameter, d, 9- . I
of the parent aorta. The effects of the particular geo- 0

metry of each vessel are seen as deviations between the 8 03A 810
actual shear rate at a site and that predicted by Eq. 2. . 810
The largest deviations are used to identify those geo-
metric features of real arteries that have the greatest -2.0 -1.5 -1.0 -0.5 0 0.5 1.0 1.5

effect on the mean shear rate along the outer wall.
Figure 1 - Reduced wall shear rate measured in casts

The paradigm outlined above was applied to versus normalized longitudinal distance. The z-axis is
data obtained at 52 sites in six casts of minimally coincident with the approximate centerline of the ter-
diseased aortic bifurcations. Since there is no a priori minal aorta; z = 0 at the flow divider tip and Increases

form for P(zld), it was estimated by distally. The normalizing diameter is that of a circle
lytical whose area is the same as that of the aorta at z = - 1

polynomial fitting of ra2b(9)/(32(q)), termed the cm: d = (ab)Y1. The symbols, which are tagged to desig-
"reduced shear rate," versus z/d (Fig. 1). Because the nate the left and right sides of the original vessel, identi-
vessel cross section and (q) change discontinuously on fy data obtained in each of the six casts. The serial num-
passing from the aorta to the iacs, reduced shear data bers of sites identified In Fig. 2 are shown adjacent to

the corresponding data point. The data point at (- 0.16,in the parent and daughters were correlated separately. 3.89) lies well above the regression line for two reasons:
The data obtained in the aorta does not support a the site Is on an outer wall that is farther from an offset
polynomial of degree greater than unity; a quadratic flow divider (see below), and it lies so close to the Iliac
minimizes the standard error of estimate of the data origins that the cross section is no longer even approxi-
obtained in the iliac arteries. The fits indicate that the mately elliptical. The effect of the latter can be as much

as a doubling of the reduced shear rate. The contralater-bifurcating geometry causes a broad minimum in al site at (-0.18, 0.83) lies close to the regression line

reduced shear, the minimum occurring a short distance because, in this case, the effect of flow divider offset
- into the daughter. opposes that of the nonelliptical cross section.

Deviations from the correlations in Fig. I are

presumed to be due to particular geometric features of
the individual bifurcations. The most important fea- the flow divider is approached. Occasionally,tr wan inward curvature is observed in the aorta,

Sontures were sought by searching for geometric explana- causing a very gentle intrusion in the flow.
Stions of the deviations at the 11 sites where the reduced Shears in the neighborhood of such intrusions

.:,°.*-. shear deviated from the best fit by more than one stand-
ard error of estimate. The wall contours of each branch are surprisingly high.

were obtained from radiographs of the original vessel, When a daughter branch curves away from
of the mold, and coordinate and angle the parent at an unusually large angle, thephotoraphsouter wall of that branch is exposed to inor-

data obtained during the hemodynamic measurements dinately low shears.

in the cast. dntl o has
4. In an asymmetric branch, where one iliac

It was found that four specific geometric fea- makes a large angle with the aorta and the
tures were sufficient to explain the deviations at the I I other iliac closely follows the aortic axis, the
sites. Those features, illustrated in Fig. 2, are described branch geometry approaches that of a parent
below: and a side arm. In such cases, sites on the

continuing parent opposite the side arm can
1. A flow divider that is offset from the aortic be exposed to relatively low shears. This

axis induces considerable asymmetry in the effect is expected to be sensitive to flow parti-
flow field and promotes increased secondary tion and the relative areas of the daughter
flows. The secondary flows are accompanied vessels and the parent.
by an inordinately high shear stress in the
aorta on the lateral wall that is farther from The fluid mechanical effects of some of these geometric
the tip and a low shear stress on the opposing features have been demonstrated earlier, in numerical
lateral wall. studies or in experiments with simpler models. Of

2. In most cases, the aortic contour con- importance is the finding that the variability of these
tinuously curves away from the vessel axis as particular features in real arteries is enough to cause 129
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On the basis of the data presented here and in

other work, it is possible to suggest a number of can-

didate geometric risk factors. A protocol pursued in
parallel with that reported here has demonstrated 4 a
negative correlation between interfacial shear rate and
intimal thickness; that is, the intima is thinner where the
shear is higher. If this correlation continues to gain ex-
perimental support, then large and asymmetric branch
angles may be geometric risk factors. An offset flow
divider tip appears to be a likely candidate as well, since
it is responsible for both inordinately high and inor-
dinately low mural shears. N,
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major variations in the hemodynamic environment at .%
the intimal surface. Of course, the cross section at a site
will also influence the wall shear, through the coef- -'__.._
ficient of P(zld) in Eq. 2. This work was supported by NIH grant HL21270.
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A MICROWAVE-RELATED CORNEAL EFFECT

* .";H. A. Knes (APL) and L. W. Hirst, S. A. D'Anna, and
G. Dunkelberger (JHMI)

A microwave-induced ce..alar change was found serious than epithelial damage. Destruction of the endo-
to occur in the corneal endothelium of rabbits and sub- thelial cells may cause marked swelling of the cornea
human primates for microwave exposure levels previ- and resultant loss of transparency. It is in endothelial
ously thought to be biologically safe. cells that cellular damage was found to occur in subhu-

man primates and rabbits after low-level microwave ex-
posure.

The rabbit corneal endothelium is known to re-
pair itself rapidly through mitosis. The adult primate
and human endothelium, unlike that of the rabbit, does

BACKGROUND not repair itself through cell division. Once endothelial

The sight path of the eye includes four major ele- cells of these species are damaged, they die and drop

ments of tissue: the cornea, iris, lens, and retina. Each out. The resulting lesions are filled in by surrounding

element contributes to the maintenance of clear vision cells that increase in size and migrate. Consequently, an
overall reduction in cell population occurs.

by means of specific functions, and each may be di-
4' vided into a number of components. The concern over the possibility of harmful ocu-

The cornea (Fig. 1) is made up of the epithelium, lar effects as a result of microwave exposure is not new.
Bomnsmmrne toa ecee' ebae Ocular research in the past has established a firm rela-
Bowman's membrane, stroma, Descemet's membrane, tosi ewe irwv xoueadtefra

and endothelium. The transparency of the cornea is due tionship between microwave exposure and the forma-

to its ordered structure, avascularity, and deturges- tion of lens opacities or cataracts in test animals. How-
cence. Deturgescence, the state of relative dehydration ever, the level of microwave exposure found necessary
of the corneal tissue, is maintained by the anatomic in- for cataractogenesis is in excess of 100 mW/cm 2 or at

of he ornal isueis ainaind y te aatoic n- least ten times the amount of exposure allowed under
tegrity and active cell "pumps" of the endothelium and

the most conservative safety standards. This level is
eiepithelium. In turn, the state of dehydration plays a thought to be well into the "thermal damage zone." In

definite role in preserving corneal transparency, contrast, the effect on the endothelium that we describe

The endothelium is composed of a single layer of occurs at microwave levels close to those presently al-
approximately one-half million thin and mostly hexa- lowed by the microwave exposure safety standard.
gonal cells. It is more important in the mechanism of
dehydration than the epithelium. Chemical or physical
damage to the endothelium of the cornea is far more

DISCUSSION

Subhuman primates (cynomolgus monkeys) and
rabbits (Dutch-belted pigmented) were subjected to

"lera 0specular microscopic examinations both prior and sub-
sequent to predetermined low-level microwave expo-

Epithelium sures. The apparatus used for the animal irradiations is
- shown in Fig. 2. The 2.45 GHz continuous (CW) micro-

membrane f waves were generated by a microwave signal source
Stroma 'Cornea driving a traveling wave tube (TWT) amplifier. The

Descemet's microwave energy was transmitted through a coaxial
membrane ) cable to a bidirectional coupler that was configured as a

. .Endothelium reflectometer to measure both forward and reflected in-
..s ,put power on associated power meters. The microwaves

then passed through the directional coupler into a co-
axial-to-waveguide transition source located within the

ns absorption chamber. The source was positioned over
the ocular area to be irradiated at a height sufficient to

%* . Figure 1 - Anatomy of the anterior eye. allow a 10 cm gap between it and the ocular surface. In- 131
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Figure 2 - The experimental microwave apparatus.

put and relected power levels were recorded on a dual- A contact specular microscope (Fig. 3) was used

strip-chart recorder during each four-hour exposure, to observe and photograph the in ivo corneal endothe-

The 2.45 GHz pulse irradiations were performed as in- lium of both eyes. The examinations were performed

dicaed above with one exception: a pulsed signal source immediately before exposure and four hours after.

4,was used in place of the CW source and the TWT power Additional follow-up photographs were taken 16 to 72

amplifier, 
hours postexposure. Nonirradiated animals were also

The icroavepowe desityat te crneawas examined; they had been treated exactly the same as the,"

determined prior to ach exposure before the animal 
o i

was placed in position, by means of a calibrated micro- wave exposure.

wave field probe. The anesthetized animal was placed in Table I summarizes the results to date of our as-

the absorption chamber either in a supine position, with sessment of the 2.45 GHz microwave exposures and

both eyes directed toward the microwave source, or in a how they affect the rabbit corneal endothelium. Since

dlateral position, which allowed the nearer eye to be ex- rabbit corneal endothelium is known to repair itself

posed. 
rapidly, it was not considered unusual that the one-

Table 1 - Mtcrowaverelated endotheltal effects (data

for rabbit, 2.45 GHz) exposed anim s Four-Hour 16- to 24-Hour n i

deteSrnelex 
e Preexpo u-e Potexpos ure Postexposure

b t Mic rcrove Four-Hour Endoteia hl Endo telha Endothelial

poseou 
Level rapidl , oiti wo nition

Mode 
4  (mW/ em ) Noro /Abor al Non l/Abnormal l Norma/Aborma

f2.45 GHz cw 5 2/0 2/0 2/0

2.4F 
rGHzuCW 

10 /0 10/1 7/3

2.45 GHz CW 20 8/0 8/0 7/0

2.45 GHz pulse 10av. 4/0 3/1 1/2
2.45 GHz pulse 20 av. 1/0 1/0 0/1
Sham exposure 0 6/0 6/0 6/0
Nonexposed 26/0 26/0 26/0

control eyes

In the pulse mode, pulses were 10 ps wide and had a 300 pps repetition rate.
132 *Cellular changes observed four hours postexposure were considered minor in degree.
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week postexposure examinations showed complete re- vivo temperature measurements were made using a non-
pair of the damaged areas. perturbing fluoroptic thermal probe system. Exposure

levels for all cases were set at 20 mW/cm 2 of CW micro-Cellular abnormalities similar to those shown in
wave irradiation at 2.45 GHz. Measurements werethe rabbits were exhibited by 10 subhuman primates, taken first with only the probe in the chamber. The mi-

While preliminary results with primates indicate that a
four-hour exposure to 20 to 30 mW/cm 2 of CW irradia- crowave chamber temperature increased 3*C during thefourhou exosue t 20to 0 m /cm ofCW rraia- four-hour test irradiation; the room tempera <e in-
tion at 2.45 GHz will produce cellular effects, a four- c reae iraduin the a m per aren
hour exposure of pulsed microwaves at 2.45 GHz pro- creased 2.7°C during the same period. Measurements

were taken with a fluoroptic probe implanted in the an-
? , duces similar effects for as low as, and possibly even be-low, 10 mW/cm 2 average power. terior chamber and butted against the endothelial layer

of the upper eye of an anesthetized rabbit lying on its

Figure 4a is a wide-field, specular-microscope side within the chamber. After four hours of exposure,
photograph of a normal primate endothelium before the temperature increased 0.9"C. Measurements were
microwave exposure; Fig. 4b is a photograph represen- taken with a fluoroptic probe placed on the outer cen-
tative of a series taken 48 hours after exposure. The tral cornea and under the closed eyelid of one eye of an
dark areas clearly portray cellular changes subsequent anesthesized primate lying supine within the chamber;
to exposure. measurements were also taken in the unexposed eye.

In order to determine that a thermally damaging After four hours of exposure, an increase of 0.2"C was
level was not produced by our microwave exposures, in measured in the exposed eye and of 0.1 C in the unex-posed eye. It was determined from these experiments

that the cellular effect we are observing is not caused by
direct thermal damage.

The long-standing United States safety standard
for microwave exposure was recently replaced. The old

I. istandard recommended 10 mW/cm 2 as the maximum
chronic exposure level for all microwave frequencies.
The new standard recommends I mW/cm 2 Up to 1.50
GHz and 5 mW/cm 2 beyond 1.50 GHz. Our prelimin-

a, . ary data suggest an observable effect at approximately
. 10 mW/cm 2 for exposure to 2.45 GHz; this is quite

7 °.-close to the allowed 5 mW/cm 2 level of the new stan-
t dard. On the basis of histological findings in affected

eyes, cellular changes might occur in the endothelium at
- exposure levels below the 10 mW/cm 2 level. Further-

more, the effect of long-term, low-level microwave ex-
posure on the cornea has not been fully investigated.

a AShould such cellular changes be compounded over ex-
* :tended periods of time, it is conceivable that marked en-

dothelial thinning and perhaps even corneal clouding
could result.

In addition to the possibility of human health
..--1q decrement, interest exists in learning something about

... the mechanisms involved in the interaction of cells and
microwaves. Although cellular changes have been noted
upon microwave exposure, the actual mechanisms
through which damage occurs remain unknown. Inves-

,. tigation of such mechanisms is crucial to the under-
standing of the interaction between microwaves and liv-
ing organisms.

Figure 4 - (a) Specular microscope photograph of a
normal primate endothellum before microwave expo-
sure. (b) Specular microscope photograph of a primate
endothellum 48 hours after exposure. The dark areas are P
cellular changes Induced by the microwave exposure. This work was supported by Independent R&D. 133
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ROBOTIC ARM TO PROVIDE MANIPULATIVE
CAPABILITY TO THE DISABLED PERSON

W. Schneider, J. H. Loveless, and W. Seamone

A computer-controlled robotic arm designed for function. The concept makes manageable, for example,
high-spinal-cord injured persons has been under the difficult task of putting a single sheet of paper into
development at APL for the past several years. New the typewriter. The system is designed for the highly
features added to the system now make it ready for disabled person who is unable to us, his arms or hands
clinical evaluation, but who has nearly full motion of the head and neck.

Such motions are enough to control the robotic system
by means of a chin-operated controller mounted on the

BACKGROUND wheelchair. The controller also runs the quadriplegic's
electric wheelchair. 2 This duality of control gives the

High-spinal-cord injury can cause total loss of quadriplegic a much needed mobility as well as a way to
control in lower- and upper-limb functions and thus be- manipulate tasks made possible by the robotic arm.

get a devastating handicap. Opening the door to self-re- The robotic arm is a six-degree-of- freedom,
liance for a person so handicapped has long been a goal
of the Veterans Administration (VA). For the past 10 computer-controlled, anthropomorphic limb whose in-

years,dividual degrees of freedom may be controlled directly
inar, the nitd Stats tpon op ssverl eies froraby selecting the joint to be moved. The user may also se-' in the United States to develop assistive devices for the

quadriplegic. The application of robotics is one poten- lect prestored trajectories to accomplish a specific task.
tial solution to this critical problem. Stanford Universi- To stop a preprogrammed trajectory at any time, the
ty and APL are among the institutions investigating the user merely pushes the chin-controller pulse switch.
use of robotics for high-spinal-cord injured persons. The redesigned keyboard, editor, and file hand-

An advanced model of the robotic arm/work ler for the application program are important new fea-
table being developed at APL under VA sponsorship is tures. The motions of the robotic arm are specified by l

now undergoing clinical testing at the Spinal Cord In- functional keys on the programming keyboard, which is
jury Unit at the VA Medical Center in Richmond, Va. shown in Fig. 1 temporarily located near the front of

Continued engineering development of the robotic the table. The keyboard is plugged into the robotic arm
arm/work table system at APL during 1982 has added to make program changes but is removed during nor-armwor tablties Editing aty APLo durin 1982uentially
features that enhance its potential value to the quadri- mal operations. Editing keys allow the sequentially
plegic. Among the improvements are programming numbered commands to be inserted and deleted easily.techniques to simplify the use of p red motion tra- Motion sequence files (prestored robotic arm trajectory

techiqus t simlif th useof resoredmoton ra- motion sequences) are identified by page name (collec-
jectories that allow practical management of the type- tion ofqueles) a program name (coleh

tion of files) and program name (specific file). These
writer, telephone, books, etc., as well as a computer for
vocational or personal use. With these improvements, names are specified with alphanumeric keys. All files
the occupational therapist or user can easily program
the motions of the robotic arm. The addition of a chin-
operated system for Morse code allows the user to oper- -
ate a personal computer with minimum assistance; it re-
quires only that disks be changed. Another important
improvement - the self-feeding mode - expands the
system's capability and allows the quadriplegic to eat
food such as sandwiches, hot dogs, and french fries.
This change augments the earlier capability for eating
bite-size food.

DISCUSSION

The APL robotic system uses a structured work
table concept'; that is, the components are located on
the work table in a way that allows the robot to use Figure 1 - Robotic arm/work table with programming

134 prestored motion trajectories to carry out a desired keyboard plugged Into arm.
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reside in battery-backup CMOS (complementary metal- the work table. A series of audible dots or dashes gener-
oxide semiconductor) read-write memory, and all file ated by chin motions sends, via a single chip micropro-
handling is transparent to the user. cessor, the appropriate ASCII characters to the com-

puter. This approach was verified by tests with quadri-
The functional keys define language elements plegic volunteers using an Apple computer. Speeds of

%-., (similar to those of Basic) for the easy specification of 60 characters per minute are easily achievable, and si-
motion sequences. There are commands for motion to a multaneous key entries such as those required with thepoint, conditional and unconditional branching, stimu- control, shift, or repeat keys are accommodated. In
lation and sensing of external devices, jumps to other demonstrations at APL, word-processor programs such- motion sequences, pauses, and so on.
moo sas Applewriter or Magic Window and electronic

The following tasks (only a partial list) use pre- spreadsheet programs such as Visicalc were shown to be
stored application programs in the current model of the practical. The demand for this Morse code interface
robotic system: with the Apple computer was great enough to convince

a manufacturer to sign a license arrangement with APL
* Move mouthstick into position to manufacture and sell the device.
* Pick up telephone and place it in position for Self-feeding by the quadriplegic is one of the im-

use portant tasks to be evaluated with this system. During
* Hang up telephone the past year, the devices and the prestored programs

Pick up Kleenex tissue used for self-feeding were improved. A new spoon ar-eMove typewriter forward rangement with a functional wire clamp (Fig. 3) allows
Put sheet of paper into typewriter the user to eat such things as sandwiches, hot dogs,
Remove sheet of paper from typewriter french fries, and lettuce. Self-feeding takes place on the
Pick up any of five books in reading stand right side of the table, and two bowls and a plate may

* Return book to storage location be used. As the user approaches the desired portion of
* Eat sandwich from plate food or the sandwich with the spoon, the wire clamp is
" Eat with spoon from plate retracted. Clamp motion is activated to hold the food
* Eat from bowl during the appropriate part of the cycle (Fig. 4). After

the sandwich or other food has been brought to the
Another important new feature on this work mouth and most of it has been eaten, the user may com-

table is a chin-operated Morse code system to command mand the clamp to open so that he may take the last bite
a personal computer instead of the keyboard. A stan- off the spoon. In the prestored eating program using the
dard Morse code keyer operated by minute motions of bowl, the spoon is preprogrammed to go into the bowl,
the chin gives the user full control of all keyboard char- pick up a bite-size portion, scrape the bottom of the
acters, including the control and shift keys. This keyer
is shown on the work table in Fig. 2. Because the key-
board is not used directly, it can be moved to the rear of

,

, ..,.--
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Fpmwr 2- Morse code interface for robotic armlwork
table. Figure 3 - Self-feeding arrangement with robotic arm. 135
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SUMMARY

Design features added during 1982 have im-
proved the capability of APL's robotic arm/work table
system for self-feeding, programming of prestored mo-
tions, and communicating with a personal computer.
After eight years of development, it is now ready for
serious clinial testing at two VA Spinal Cord Injury
Centers. This evaluation testing is expected to yield
quantitative data on the value of robotics for the daily
needs of the high-spinal-cord injured person.
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Figure 4 - Self-feeding arrangement to permit han-
dling of bread and sandwiches.

spoon to remove drippings, and proceed to the user's
mouth. While eating, the user may command a change
to any of several eating modes, e.g., from bowl to plate
or from plate to bowl. The self-feeding mode was tested
at APL and shows great promise as a practical eating
arrangement. An evaluation is planned at the VA Cen-

, ters in Richmond and Cleveland. This work was supported by the Veterans Administration. '.
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USE OF A PROGRAMMABLE IMPLANTABLE
MEDICATION SYSTEM TO CONTROL PLASMA
GLUCOSE LEVELS IN DIABETIC DOGS

R. E. Flaeell sad W. E. Radford (APL), C. D. Saudek (JHH),
and J. R. Champion (APL)

The Programmable Implantable Medication Sys- Medication System (PIMS) developed at APL is un-
tern developed at APL has been implanted and used to dergoing bench and animal studies to determine the
control plasma glucose levels in diabetic dogs. This system's efficacy in the treatment of diabetes and has
work is part of the ongoing bench and animal studies of been used to control plasma glucose levels in diabetic
the system's efficacy in the treatment of diabetes. dogs.

PIMS consists of an Implantable Programmable

BACKGROUND Infusion Pump (IPIP), an implanted device that con-

In 1980, some 1.3 million Americans required in- trols the release of medication, and the necessary sup-

sulin injections at least once each day. Insulin delivered port equipment. Figure I diagrams the patient's and the

in such a manner prolongs the life of the diabetic but it physician's equipment. IPIP can be programmed by the

does not provide the same measure of blood glucose physician; additional programming for self-medication

control as a normal pancreas. Long-term hypergly- can be performed (at the physician's option) by the
cemia (increased plasma glucose concentration) is patient himself. The patient's programming unit is a
.: hand-held device used by the patient to communicate

believed by many medical researchers to be the cause of hand-he ice usedtatint To cmnit
the long-term complications of diabetes, i.e., blindness, have a medication programming system, consisting of a
kidney failure, heart disease, nerve degeneration, and hsmart" terminal called a medication programming
gangrene. I unit (to be used by the physician for programming the

The potential of insulin infusion pumps to pro- IPIP) and a paper printer (which provides a permanent
"A vide improved control of blood glucose in the insulin- record of the IPIP programming). A communication

dependent diabetic has been discussed in the litera- head serves as both transmitting and receiving an-
ture.2 3 Externally worn insulin pumps are widely tennas. Communication can also take place via

marketed at present. The Programmable Implantable telephone transceivers, as shown.

?%4
Paper
printer

- Communication Medication
head ProgrammingJ unit

~ '.'~ Cmmuicaton eleponeTelephone
head transceiver transceiver

Figue 1 - The Programmable Implantable Medication System. 137
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The IPIP has a CMOS 1802 microprocessor- programming, interrogation, and refill systems were
based microcomputer system. Programming of the IP- shown to function properly in the initial trials.
IP is performed after implantation by means of the On 5 May 1982, a third IPIP was implanted in a
unit's command and telemetry systemns. The command%
sysunitsmnd ntelmetionsandpogry m g fom d diabetic dog at the Johns Hopkins Hospital. Figure 2

shows plasma glucose levels in the dog for the month
tion by radio into the implanted IPIP. The radio prior to implantation. He was given two injections of
telemetry system confirms receipt of the stored program prin to ianattem to c on s ofand lsosend ou dat reatig tofuntion ofthe insulin a day in an attempt to control plasma glucose.and also sends out data relating to functions of the W t h s o t m m r g m n o u c t n o s i s l n
IPIP. The medication programming system is used by With this optimum regimen of subcutaneous insulin,
the physician to program a basal medication delivery his plasma glucOSe levelS Varied fom the lowt30's tOa
profile. The physician has the option to program a 2 l high of 452 mg/dl. On the day following implant, the

quarter-hour interval in a plasma glucose varied from 60 to 310 mg/dl andinfusion pulse for each In addition, as many ias decreased progressively the first six days after im-

different supplementary delivery schedules can be plantation.
programmed by the physician to meet the individual The results for days 18 to 23 are shown in Fig. 3.
patient's needs. Medication will be delivered according By the eighteenth postoperative day, the blood glucose
to these schedules when the patient uses his program- levels were within the normal range of 75 to 90 mg/dl.
ming unit to initiate the appropriate command. These results were accomplished by feeding the dog at V.

The patient's programming unit is used by the 9:00 a.m. and selecting a basal rate of 0.72 unit perTpatient ph i's o ing ito iued the epo hour from 9:00 a.m. to 5:00 p.m. and a lower basal rate
patient (at the physician's option) to request the prepro- of04untprhrfom50pm.o9:0a.of 0.42 unit per hour from 5:00 p.m. to 9:00 a.m.
grammed, supplementary medication profi.es. It can
direct the IPIP to deliver full-basal and half-basal in- Fifteen minutes before the dog was fed, a supplemental
fusion rates in addition to any one of the six separately infusion of insulin of 21.2 units was begun and was
programmable supplementary delivery schedules. It can given over a period of eight hours. The supplementalsuoffalale suplemediatio fl frrom ole. hr cinfusion was rapid at first and then fell exponentially. Ashut off all medication flow for from one hour
(minimum) to eight hours (maximum). The patient can major difference between the metabolism of dogs and
(miocunimum to eightvhousl omam d T eatitcan humans is that humans absorb their food in a much
also countermand a previously commanded medication ]

instruction. The basal programming is resumed shorter time so that a three-hour period of sup-

automatically at the end of the one to eight hour shutoff plemental infusion is typical of the human and an eight-hour supplemental delivery of 21.2 units (Fig. 4) is more
typical of the diabetic dog's requirement.

The IPIP can simulate the basal and postpran- On days 21 to 23. the dog ate in a shorter time.
dial insulin profiles delivered by the normal pancreas. Onnys ps gluose lee re t me.
Using his system, the physician can construct infusion Consequently, his plasma glucose level rose to some-

what higher levels than those reached during days 18 to
patterns to meet the individual patient's need. Once 20. By day 30 of the experiment, the dog developed an
programmed, the 24-hour basal cycle will continue infection around the impleited IPIP and it was
automatically unless the patient uses his unit to decrease
the basal infusion by half or shut delivery off for up to
eight hours. The patient's unit also allows him to
command a postprandial insulin profile appropriate to 500 r
the meal consumed. a.m. measurement

The IPIP reservoir capacity is 10 ml. Filled with 400 - -- p.m. measurement -
the proper concentration of insulin, this could provide °-
about three months of blood glucose control for most . -
patients. It is refilled by inserting a hypodermic needle
into a septum-covered antechamber in the IPIP.

*200

DISCUSSION K 100 %-

Currently, PIMS is undergoing bench and ani- ' J0I
mal trials for the diabetes application. The initial two 0 5 10 15 20 25 30
implantations in diabetic dogs (October 1981 and Feb- Days in April 1982
ruary 1982) were terminated for technical reasons, FIIu 2- Plasma glucose levels in the diabetic dog

including the aggregation of insulin in a catheter and receiving two injections of insulin a day, before PiP

138 unacceptable valve backleaking. The communication, Implantation.
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200 - Infusion of after-meal insulin (21.2 units)
--. Full basal = 12.5 units per day

E

0 100 -- I

_ -. ,-.

E + Meal Meal Meal Faster meal

a. i Full basal Faster meal
0.72[ -; 0.42 Full basal Faster meal

units/hl . ] Iunits/h 1 1or , .. I
10 2000 1000 2000 1000 2000 1000 2000 1000 2000 1000 2000
Day 18 Day 19 Day 20 Day 21 Day 22 Day 23 j

Time (h

Figure 3 - Plasma glucose levels in the same dog days 18 to 23 after IPIP implantation.

Figure 4 shows the telemetered record of insulin a.m. to 5:00 p.m. The supplemental dose of 21.2 units
infusion for the dog on 23 May 1982. These data were is shown in Fig. 4 in its exact time format. The sup-
obtained from the random access memory within the plemental infusion was controlled by a command from
implanted IPIP. In fact, the data were requested by a the patient's programming unit as per system design.

, command signal emanating from APL and sent by tele-
phone to the telephone transceiver at Johns Hopkins A comparison of the preimplant hyperglycemia
Hospital, 25 miles away. Once interrogated, the im- (Fig. 2) with the postimplant glucose levels (Fig. 3)
planted IPIP read out by telemetry the data shown in clearly demonstrates that PIMS, in providing com-
Fig. 4. From these data we see that, in fact, the basal puter-controlled release of insulin, achieves far better
rate was 0.42 unit per hour between the hours of 5:00 control of plasma glucose than is obtainable by two
p.m. and 9:00 a.m. and 0.72 unit per hour from 9:00 daily injections. Specifically, both the peak values of

sq

6
I-- - "Basal insulin

%Basal plus supplemental insulin
% ~ 5

Supplemental = 21.2 units

44-

0~

2

S1 0.42 units /h 0.72 units/h -

0-,a-o-

12 2 4 6 8 10 12 2 4 6 8 10 12
Midnight Noon Midnight

Figure 4 - A record of the Insulin infused by the IPIP
Into the diabetic dog, day 23 after Implantation. 139
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plasma glucose and its excursions during the day are REFERENCES
dramatically reduced by the use of IPIP. It has also
been demonstrated that the patient's programming 1M. Brownlee and G. F. Cahill, "Diabetic Control and Vascular

uni, te mdictin pogrmmig sstm, nd he ele ,Complications," in Atherosclerosis Reviews 4, Raven Press (1979).%mJ. V. Santiago, A. H. Clemens, W. L. Clarke, and D. K. Kipnis,
phone transceiver performed in a completely satisfac- "Closed-Loop and Open-Loop Devices for Blood Glucose Control in

Normal and Diabetic Subjects," Diabetes 28, 71-84 (1979).tory manner. 3"New Approaches to Insulin Therapy, K. Irsigler, K. N. Kunz, D. R.
Owens, and H. Regal, eds., MTP Press Ltd., Lancaster, EnglandAfter more testing, it is expected that PIMS will (1981).

be made available for trials with human diabetic
patients who could profit from the improved therapy
that PIMS should be able to provide.
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TECHNICAL SUPPORT IN INFORMATION SYSTEMS".'

B. 1. Blum ,,,

From 1975 to the present, through an interdivi- After developing a prototype system on the APL
sional assignment, APL has technically supported the computer, the collaborators created a data base and
Johns Hopkins Medical Institutions in the development modified programs to operate from the Hospital's comn-

and evaluation of clinical information systems. Several puter. The system was then linked to an appointment '"significant systems have been implemented, and a staff system to produce a two-page "encounter form" that

poyneeste anderHsanemnopes Owace ande thaaioanntiuedfelh

trained iitto manage siaall subsequentemlyedevelopment ie ac- would be available before each patient's visit. En- .
tivities. This article reviews the major accomplishments fter deveopin a pr pte m on the APLof thatperiod, scheduled patients. The first page contained registra-

tion information such as the patient's an nd in-
surance coverage. The second page (Fig. 1) contained
the list of current problems, a summary of medication,

DISCUSSION and a history of visits to other clinics. In actual prac-

tice, the physician wrote the progress note on this page
and updated the problem list as part of the note. The

The Mlnirecord System original of this note became part of the medical record,

In 1974, APL, the Department of Biomedical and a copy was used to update the problem list. The

Engineering, and the management of the Hamman- first page of the encounter form was also used to order

Baker Medical Clinic began a collaborative effort to de- tests and prepare charges.

velop an inexpensive, computer-stored medical record
that would improve follow-up and continuity of care to The Minirecord was available on-line in the
the 7000 chronically ill patients treated by the clinic. Emergency Room, the Walk-In Clinic, the Medical
Designed to give on-line access to a minimal essential Clinic, and selected inpatient units. The system was well

140 medical record, it was called the Minirecord System. received and remained in operation until 1982 when the
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THE JOHNS HOPKINS HOSPITAL OUTPATIENT DEPARTMENT NOTE

-'.j,'-ED 41411 03/06/79 HISTORY NO:
NAMEt

4 VISIT(S) SINCE LAST MED ENCOUNTER 112/19/78)
ER 01/04/79.
IAB MAN 01/10/79.

SU FOLL 02/07/79.
.' .PCC 01/04/79.
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Figure 1 - Encounter form, page 2. 141
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Medical Clinic was replaced by the Johns Hopkins ary 16. Under the convention used by this protocol, that
Internal Medicine Associates. A multiclinic expansion date is renumbered treatment day I (TX DAY). In ac-

4.'of the Minirecord System, called the Core Record Sys- cordance with a laboratory research model of cell kinet-
tem, was implemented in 1980 and is currently in use in ics, a second cycle of Cytosine Arabinoside chemother- 4"

the Emergency Department, the Orthopedic Clinics, apy is given beginning on day 8. The effect of the treat-
and the Oncology Center. ment is readily seen. A large number of malignant leu-

kemic cells, plotted as white blood cells (W), are elimin-
ated, the value falling from a pretreatment level of

The Oncology Clinical Information System 80,000 to 100 by day 5.

When the Minirecord System development was At the bottom of the plot, the patient's maxi-
coming to a close, preparations were under way to open mum daily temperature is indicated in degrees (centi-

a comprehensive Oncology Center that would provide grade) above normal. The temperature was elevated at
facilities for 56 inpatients, 500 outpatients per week, ra- the outset of treatment; when the problem of bone mar-
diation therapy, and research laboratories. Because of row aplasia is added, two antibiotics are given. The
the success of the Minirecord System, APL was asked temperature then falls to normal. Protocols for the
to direct work on a system for the Oncology Center. management of fever in the absence of normal white

The needs of the Oncology Center were quite blood cells are a routine part of the organized approachto clinical management and must be considered in the "'.
different from those of the Medical Clinic, which had

required a short problem list at very low cost. The design of the computer display.

Oncology Center used complex protocols, collected as To continue with this illustration, the effect of a
many as 100 data elements per patient-day, and standard protocol for administering blood platelets is .
followed its patients for years. It needed tools to also seen. Platelets (plotted as P on the graph) are moni-

* manage and present clinical data in formats that would tored daily. When the platelet level in the blood falls be-
support decision-making. There also was need for low 20,000/mm3 , there is a danger of hemorrhaging,

1 computer reminders of protocol-directed care as well as and platelet transfusions are given. The plot uses a hori-
tools for retrospective analysis of patient data. zontal line drawn at 20,000 to provide a visual guide for

T m l n athe medical management team. In this case, transfu-
firsThes was aiprototy pem perated n trhses. L csions of platelets correlate well with higher platelet. first was a prototype that operated on the APL com- lvl ntefloigdy

puter and provided insights into the most useful data
formats for patient care. The second and third phases By day 19, normal white blood cells are seen to
addressed the management of patient data and auto- be returning; by day 32, the patient's leukemia is shown
mated support for protocol-directed care. The fourth to be in remission and he is ready for discharge. This
phase, development of facilities for data analysis, will particular plot presents a summary of treatment and re-
be completed in mid-1983. sponses; its daily availability becomes a mechanism for

T O l C n l o t S t cthe early detection of trends that require new or differ- % ." The Oncology Clinical Information System con- %.'
ent interventions.tains information on some 37,000 patients, including

90W who were treated at the Oncology Center. The
available data include text abstracts, test results, thera- Other Activities

.- py summaries, and administrative information. Data
presentations and care plans are produced each day and While most of the interdivisional activity was re-
delivered in time for morning rounds or outpatient lated to the above two projects, other responsibilities in-
visits. Among the most useful output formats is the cluded teaching and course development, implementa-
printer plot (Fig. 2). The plot shows the first 36 days of tion of smaller systems for other clinical departments,
therapy of a leukemia patient treated with a combina- and software engineering. In the seven years of the as-
tion of two antitumor drugs. The platelet and white signment, 50 papers were published or presented at sci-
blood cell counts are plotted on a logarithmic scale. Be- entific meetings. A representative bibliography is
low this scale are shown the administration of chemo- provided.
therapy and antibiotics, the transfusion of blood pro- The APL staff was assigned temporarily to~~~~ducts, and the temperature in degrees above normal.ThAP stfwaasind emoriyo"."
ds d tp u n r a e mindividual projects on an ad hoc basis. It was decided,

To illustrate how such plots can be used for pa- however, that the Medical Institutions should have their
tient care, note how it combines information to review own staff. By late 1982, the Department of Biomedical
the patient's progress. Therapy for leukemia with Cyto- Engineering had a faculty member and staff fully able

142 sine Arabinoside and Deunomycin was begun on Febru- to assume the responsibilities of the Clinical Informa-
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Chemotherapy is given in two 3-day cycles 1. The malignant leukemic cells 2 are eliminated 3.
Antibiotics 4 are prescribed for infection, and the temperature becomes normal 5. The platelet
count falls 6 and platelets are transfused 7. The plot has waving lines for low platelet count 8,
which increases the risk of hemorrhage, and for low white blood cell count 9, which increases
the risk of infection. By day 32 10, the patient is in remission.
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INTRODUCTION

Efficient energy generation and use are implicit in much of APL's missile
propulsion and satellite systems work. An APL evaluation of alternative, long-
range, nondepleting sources of energy identified solar and geothermal energy
sources as being especially attractive to meet future national requirements. Tests
exploiting one aspect of solar energy, the thermal gradient between the surface
and the deep ocean, indicate that Ocean Thermal Energy Conversion (OTEC)
may provide a practical and economical way to produce electricity, chemicals
such as ammonia for fertilizers, and synthetic fuels such as methanol. Methanol
has promise both for fuel cell use to regenerate electricity and as an automotive
vehicle fuel. The APL Ocean Energy Program assists the Department of Energy
in the technical assessment of those concepts.

APL also assists the Department of Energy in the assessment of geother-
mal resources and applications in the Eastern United States. Knowledge gained
from the two programs, along with the analysis of worldwide geothermal re-
sources, has suggested the potential of hybrid geothermal/ocean thermal energy
conversion (GEOTEC) plants. The GEOTEC system combines geothermal re-
sources with OTEC power-cycle technology and seawater cooling. It may permit
the useful production of electric power at sites where neither technology alone

--would be suitable.

APL has been studying the environmental effects of energy facilities since
1971. A major activity has been the evaluation for the State of Maryland of the
potential environmental, economic, and social impacts of all power-generating
facilities proposed for development and construction in the state. In addition,
generic studies are conducted for the State of Maryland and other public agen-
cies in technical areas related to the location of energy facilities, their impact,
and the mitigation of any adverse impacts.

Other energy projects have included the development and testing of high-
speed flywheels for energy storage, and fundamental photovoltaic research to
develop thin-film techniques leading to inexpensive solar cells.

Electronic devices pervade the entire APL research development and test-
ing effort. Much of the electronics is designed with tight packaging constraints
and must operate under severe environmental conditions. For a number of years,
APL has been involved in the design and fabrication of special-purpose micro-
electronic devices that can provide the required high reliability in undersea,
space, and biomedical applications.

Through a variety of special projects, APL has participated in and con-
tributed to programs for developing and applying modern technology to civil
programs. Among them, the APL Transportation Program has been active since
1969. Its efforts have included research directed at the development of auto-

*1 mated guideway transit command and control systems and at the provision of
technical assistance to public agencies in the conduct of their automated transit
and other transportation programs.

The articles in this section are examples of recent APL accomplishments
in energy, microelectronics engineering, and urban transit technology. 147
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THE DEVELOPMENT OF GEOTHERMAL ENERGY
IN THE EASTERN UNITED STATES

F. C. Paddison and A. M. Stone

Over the past five years. the Laboratory and the Table 1 - Technical assistance.
JHU Center for Metropolitan Planning and Research
have investigated the practicality and economics of the
direct use of geothermal energy in the Eastern United Space heatig
States. These efforts had resulted in the expansion of Hot Springs, Ark.- bath house
the use of geofluids in Hot Springs, Ark., and of geo- Pittsville, Md.-middle/elementary school
thermal systems in South Dakota and New York. Legis- Naval Air Rework Facility, Norfolk, Va.
lative and planning activities in Maryland, Virginia, Crisfield, Md.-high school
and Delaware also increased as a result. Community Center, Ocean City, Md.

St. Mary's Hospital, Pierre, S. Dak.

District heating
Cape Charles, Va.

BACKGROUND Dover AFB, Del.
Philip, S. Dak.

APL served as the Technical Assistance Center Naval Submarine Support, Kings Bay, Ga.
eas Wallops Flight Test Center, Va.

. for most of the Eastern United States as part of an ER- McGuire AFB, N.J.
DA (later DOE) commercialization program to assist
and expedite the introduction of geothermal energy.
Figure I shows the regions of concern, together with the Clinton Corn Products, N.Y.-wet millprocessing "
areas of potential geothermal interest. APL also made Cove Point, Md.-LNG gasification

recommendations for government-sponsored research Eastern Shore, Md.-poultry processing
and development and for tax and incentive programs Talbot Co., Md.-mariculture
and initiated efforts to obtain comprehensive geother- Lewes, Del.-recovery of MgCI
mal legislation in the Delmarva Peninsula.

NARF. The cost of heating one aircraft hangarBecause the importance of cost prediction and its by means of geothermal energy was compared with the a

sensitivity to changes in system parameters or economic cost of the existing oil-fired hot-water system. A 2500 ft

factors were recognized, a comprehensive computer

code for the economic evaluation of a geothermal pros-
pect was developed. The model, called GRITS (Geo-
thermal Resource Interactive Simulation), is currently L

in use by the geothermal industry infrastructure.

DISCUSSION

Fifteen technical studies of the application of

geothermal energy to specific end uses were carried out.
Each study was limited to approximately 100 hours of
engineering effort, some of which was subcontracted to
chance the development of an infrastructure for this
new industry. This limited engineering and economic
feasibility study was intended as a prelude to detailed NSedimentary rocks of depth greater than 1219 m

design by industry. (4000 ft) below surface. (Contours adapted from map of %
North America - 1967)

Table I lists the principal projects that APL sup- m Approximate areas of thermal anomalies under investiga-
ported. A brief review of the work done at the Naval tion by Costain et al. of VPI&SU. (From Gruy Federal
Air Rework Facility (NARF) in Norfolk, Va., will serve report DOE/NVO/1558-7, Dec 1979)

to give the flavor of the technical assistance process in - - - Limit of coastal plains sediments
space heating, while a similar review of the liquified Figure 1 - Coastal plain and interior sedimentary ba-
natural gas (LNG) gasification study for Cove Point, sins with potential for hydrothermal resources, Eastern

148 Md., will illustrate the industrial process heat effort. United States.
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well delivering 225 gpm of water at 107°F with a 1500 ft economic evaluation of geothermal energy was written
maximum drawdown appears feasible. The heating to estimate the cost of geothermal energy delivery sys-
load is intermittent (both annually and diurnally) but a tems and the revenue stream. The program is interac-
thermal storage reservoir could furnish heat at a rate tive, allowing the user to vary a wide range of resources,
three to four times that of the well itself. A redesign for demands, and financial parameters in order to observe
radiant floor heat would increase the percentage of geo- their effect on the delivered costs of geothermal energy
thermal use. The existing oil-fired system would be used in direct-use applications. GRITS differs from many
as a supplement for the coldest ambient conditions. other programs in that it is a temporal simulation that
Several designs for this dual system evolved, the most produces a series of annual cost and revenue estimates
elaborate of which uses thermal storage at 140"F and for the life of a project.
two heat pumps to reduce the reinjection temperature to65°F. The submersible wel pump is rated at 85 hp; suit-Fiue2sablcdagmofteG TS oe.

Figure 2 is a block diagram of the GRITS model.able uting pump n h at a wouc - Tables 2 and 3 illustrate its utility in comparing theplete the installation. The existing system uses 73,100 costs of geothermal space heating in three different re-

gallons of oil per year on the average. Savings in oil source and environmental areas. The discounted aver-
with the geothermal system can be used to amortize the age cost as a function of design ambient temperature
refit cost. The time to amortize the capital cost could be (i.e., the temperature at which an auxiliary peaking

as short as 11.5 years. plant begins to contribute heat to supplement the geo-
thermal system) is shown in Fig. 3 for the three areas.

LNG Vaporization. At the request of the Colum- Figure 4 shows the costs for these same areas as a func-
bia LNG Corp., APL performed a preliminary feasibil- tion of the flow rate for each geothermal well.
ity analysis for obtaining 8000 gpm of geothermal water
to gasify LNG prior to its insertion in the interstateindustrial pro-
pipeline. At Cove Point, 5%o of the LNG is normally cess heat can be substantially lower than for space heat-

ing because of the lower cost of the distribution system
consumed in gasification, thus substantially reducing and the lization of the resori gure 5
revenues.and the greater utilization of the resource. Figure 5

shows the variation of average discounted cost as a
The hydrologic/geologic resource was approxi- function of utilization factor.

mated as a confined, horizontal, isotropic, homogene-
ous, infinite aquifer with a transmissibility of 0.50 RESULTS
cm 2/s, a storage coefficient of about 10- 3 , and a tem-
perature in the range of 100 to 125"F. Reinjection of Members of the Geothermal Commercialization

'-.. the geothermal fluid is mandatory, but the reinjection Program have made personal visits to almost every east-
(and supply) wells must be sited to minimize drawdown. ern state and have published papers and held annual co-
Although the drawdown is less for close spacing of the ordination meetings. State agencies and interested
production well and the reinjection well, the time for groups and individuals now are knowledgeable about
thermal breakthrough and cooling of the production geothermal possibilities in their area and in the East in
zone is greater. Thus a compromise must be sought. general. For example, a well drilled in Auburn, N. Y.
Calculations of drawdown and thermal breakthrough shows good possibilities for application, there are four
as a function of well separation indicate that between I demonstrations in South Dakota, and bath houses are
and 2 km would be adequate. These figures permit the being heated at Hot Springs, Ark.
necessary well field size to be determined. For example: A comprehensive economic evaluation model for

Drawdown 540 to 590 ft at 100 gpm geothermal energy has been developed and dissemi-

1600 to 1800 ft at 300 gpm nated to industry and other interested groups to aid in

Thermal breakthroogh tme 160 to 640 yr at 100 gpm their application studies.

53 to 215 yr at 300 gpm A number of areas for future research have been
identified. The use of extremely low frequency signals

On the basis of these results, a rectangular grid of 32 from the Clam Lake installation in Wisconsin to probe
pairs of wells with a lattice spacing of 4921 ft was for conducting bodies lying I to 10 km below the sur-
recommended. face could be helpful when prospecting for geothermal

resources. Also a systematic processing of logs of exist-
Eco@Omic AsusID@Ut ing deep wells would establish water availability below

the surface, the major uncertain geothermal parameter.The application of geothermal energy to a parti-

cular industry's energy needs depends in large measure In the applications area, the development of an
on economics. The GRITS computer program for the ammonia-cycle refrigerator using geothermal fluids in 149
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Resourc conditions Demand conditions Financial conditions

Determins for each year ;..

Prvds" umr totals for "proj°ect

.',1

'4;

Figure 2 -The GRITS model.

Table 2 - Sensitivity analysis: comparison of eastern
and western resources; selected values for resource and _.,
demand conditions.

Pammter Salisbury, Md. Thermopolis, Wyo. Boise, Idaho .

.4.

Production well depth, ft (mn) 5000(I1524) 3000 (914) 1200 (365)-'
Reinjection well depth, ft (mn) 5000 (1524) 3000 (914) 1200 (365) ,,
Wellhead temperature, *"F I' Q 140 (60) 170 (77) 170 (77)
Reinjection temperature,

"F ('Q) 90 (32) 1 10 (43) 110 (43)
Flow. gpm (m3 / h)  225 (51I) 500 (114) 1000 (227) ,,.
Drawdown (% of well depth) 1 01
Transportation distance to "

users, mi. (kin) 0.25 (0.4) 3 (4.8) I (1.6) "-,
System design temperature, ,-,-

"F ('C) 45 (7.2) 24 ( -4.4) 17 ( -8.3) _
Minimum ambient temper- "

ature, "F (*C) -5(-21) -28(-33) -13(-25) '
ISO Weather statistics for Richmond, Va. Casper, Wyo. Boise, Idaho ._'

_XN L'V V-V

'6 'Ot; !.- A
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Table 3 - Senslvity analysis: comparison of east- 30C
C,ern and western resources, selected values, space -

heating. -Salisbury, Md.
-7 7 Thermopolis, Wyo.

Svn commercial buildings at 9 BtU/ft2/degree day - five 20 -- Boise, Idaho
with 4000ft2, two with 10,000 ft2 :

*Year J % UsngGo4.ra

2 75 $1 -

Residential buildings (including domestic hot water) at 01 1
20 x 106 Btu/yr/residence; the maximum number of 45.4 m3fh 136.2 m3/h 272.4 m3/h
residences supplied is 267 for Salisbury, Md., 410 for Ther- (200) (600) (1000)
mopolis, Wyo., and 730 for Boise, Idaho: Flow rate (gpm)

Yer % Using Geosbermal Figure 4 - The discounted average cost for geother-
-~ *mal space heating versus f low rate.

1 15
2 23
3 31*

*Continues to increase at 8% per year until maximum is reach-
ed.

Amu emuand 40 1 1 1 1 1 1 1
Types % ofTotl02 (Btu/b/*T)

Single family 20 1600 1200 Saibry d
Townhouses 40 1000 780 30 - Thermopolis, Wyo.
Garden aparments 40 1000 42ng Boise, Idaho

*20

-Salisbury, Md.
-- Thermopolis, Wyo.' is 1

3'20- Boise, I daho E

10 30 s0 70 90
10_ - Industrial utilization factor M%)

0 Figure 5 - Discounted average cost for geothermal
=S I - -- space heating versus Industrial utilization factor.

-20 -10 0 10 2
(-4) (14) 132) (50) (68)

Design temperature ft (Fahrenheit))

Figure 3 - The discounted average cost for geother-
mal space heating versus system design temperature.
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APPLICATION DESIGN, IMPLEMENTATION. ANDN
RELIABILITY TESTING OF THE CERAMIC CHIP CARRIER

H. K. Charles, .Jr., G. D. Wagner, B. M. Romenesko,
and R. E. Hicks

The ceramic chip carrier, which is compact and the requirements of stringent application environments
easy to use and test, is a highly reliable integrated-cir- but also meet the standards of the electronics industry
cuit packaging technique. Because of its hermeticity, for economy, ease of assembly, and reliability. The ce-
high density of input/ output interconnects, straightfor- ramic chip carrier is a modern, miniaturized packaging
ward attachment by solder reflow, and relatively small technique that is rapidly becoming a standard of the
size, it is ideally suited for packaging large-scale and industry. Before such a method could be introduced
very-large-scale integrated circuits for use in stringentin o A L s te , an x e sve p gr m n th a -environments such as space satellitev, biomedical im- noALsses netniepormi h t
plants, and underwater instrumentation. tachment, reliability testing, and application design of

ceramic chip carriers had to be undertaken. 1.2

~Chip carriers with up to 48 inputs and outputs
BACKG OUNDhave already been used successfully in both the Im-

plantable Programmable Infusion Pump and the Pa-
As a developer of prototype electronic systems, tient Programming Unit of the Programmable Implant-

APL has an ever-increasing need to use miniaturized able Medication System (PIMS). Figure I illustrates a
152 assembly and packaging techniques that not only satisfy completed microprocessor-based controller board used
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DIP Chip carrier

Seal ring -a< >

~. .Die cavity"

Bonding pads- 441

A- External contacts

Traces

~ ~Die pad. "

External

1contact 
pads

Assembly

Figure 1 - Controller board of the Implantable
Programmable infusion Pump, showing the use of . Metal leads
ceramic chip carriers with a multiconductor-level, thick-

* film ceramic substrate.
(b)

in the PIMS implant unit. An automatic implantable
defibrillator application that is currently in the final de-
sign phase will use ceramic chip carriers with up to 132
input and output terminations as well as some small-
footprint custom carriers of 84 "leads." In the develop-
ment of that and other APL systems, many large-scale
and very-large-scale integrated circuit chips have been
packaged in ceramic chip carriers and subsequently at-
tached by the reflow method to a variety of thick-film,
multiconductor-level ceramic circuit boards, thin-film
metallized ceramic substrates, and printed wire boards. Lw
Other designs use complex multiconductor-level cofired
ceramic substrates and high-density printed wire boards
with large numbers of ceramic chip carriers with 100 or
more leads and the associated pin grid arrays. 3

DISCUSSION Figure 2- Ceramic chip carrier. (a) Comparison of
structure with that of dual In-line package. (b) Examples
of carriers used In APL programs.

The Ceramic Chip Carrier

The ceramic chip carrier (Fig. 2) is basically a lidding. It is also possible, by using a special ceramic
square or rectangular, multilayer, ceramic package with lid, to make an entirely nonmagnetic package with the

* a patern of gold metallization pads on the bottom and ceramic chip carrier.
* an internal cavity into which semiconductors and per- The ceramic chip carrier as a direct replacement, , ,! , haps small hybrids can be placed, depending on carrier Tecrmcci are sadrc elcmn

ha hh ad it/upubequiremen ide marier for the conventional, dual-in-line package (DIP) offers-. .€,height and input/output requirements. (Side metalliza- a es o rdsi c d atgs
ud sm ei .T teef a ya tion castellations and metal leads for strain relief are at least four distinct advantages:

A used on some versions.) The top edge of the cavity has a
metal sealing surface that accepts a conventional plated I. In the larger ceramic chip carriers (i.e., 48 to
metal (Kovar) lid. In some cases, conformal coating 132 leads and more), there is considerable
with epoxies of polyimide resins can be done instead of space savings over the DIP format with an 153
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equivalent lead count. Board area savings ative ratios of chip area to carrier internal cavity area
factors between 3 and 5 are routinely achiev- and on chip height to carrier internal cavity height. Be-
able. 4 The packaging density can approach cause carrier size is determined by the number of re-
that of a conventional hybrid .nder certain quired input/output pins rather than strictly by chip
circumstances while offering increased reli- area, small chips in large carriers (when many pins are

4 ability, faster assembly, and greater ease of needed) can suffer wire sagging and kinking because of
circuit repair. the long runout and the low loop height necessitated by

2. It has a much lower profile than that of the shallow cavities and thicker chips (especially with cir-
standard DIP and of even most hybrids, thus cuits from the 125 mm thick wafers used on most very-
affording a height savings factor of 2 to 4. large-scale integrated circuits). Chips that completely

3. It has a shorter signal path length than the fill the carrier cavity also pose similar problems. The
equivalent DIP (with the same number of in- distance from the chip bonding pad to the carrier bond-
put and output leads), resulting in less lead in- ing pad is very short, and there is not enough room to
ductance and greater frequency response, form the traditional loop. Figure 3 shows an example of
typically by a factor of 2.1 a properly wire bonded die in a chip carrier cavity.

4. It is compatible with other surface-mountedCa c ai vb dd ncopnnssc a hprssor n aai Ceramic chip carriers have been lidded using a
tcomponents such as chip resistors and capaci- solder sealing system after a 48 hour vacuum bake at .,tors. It needs no through-board hole prepara- 125°C to remove entrained moisture and volatiles. The

tion and is easily attached by a simple reflow "v'o

in- lids typically are gold-plated Kovar with preattached
operation using hot plates, belt furnaces,- gold-tin eutectic solder preforms. Lidding is typically-,frared ovens, or condensation reflow solder- care u t40 ih prpit paddw

~ing (vapor phase soldering). It is particularly carried out at 400C with appropriate up and down .:
in ( vapor phase soldering t ta temperature ramps. The flatness of the lid and the
amenato o pae oldeig weethey carrier seal ring appear to be the chief factors in
high ratio of pad area to weight (especially effective.
with the large carriers) makes it ideally suited

'5,for double-sided board applications (i.e., Once lidded, the assembly is subjected to a
where the surface tension, even though battery of electrical and environmental tests (constant
reduced in the fluorocarbon vapor blanket, acceleration, thermal cycling, thermal shock, etc.). For

4,4,of the molten solder on the previously sol- electrical testing prior to board assembly, contact to the
dered bottom side of the board holds the chip corner is made using special sockets with spring
components on while the top side is being re- contacts. A different socket is required for each size and
flowed). Similarly, it is easily removed and style of carrier.
replaced, with a minimum of tooling.

Reflow Attachment and Reliability Testing

Chip Carrier Assembly and Testing Solder reflow attachment has been performed

The placement of chips (dies) into ceramic chip using both paste solders and solder pot pretinning of the

carriers comprises three basic assembly operations (die
attachment, wire bonding, and lid sealing) in addition " ' "_
to various inspections, quality control verifications, W
and electrical and environmental testing. The die is at-
tached by means of epoxy or eutectic die bonding. Typi- W..
cal epoxies include Ablefilm 517 for nonconductive at-
tachments and Ablefiim 36-2 silver-filled epoxy where
electrical contact to the botom of the integrated circuit ""

chip is necessary. Eutectic die bonding with gold-silicon
(94 % gold and 6% silicon by weight) and with gold-tin
(80% gold and 209%4 tin by weight) solder alloy pre-
forms has been performed routinely using standard hy-
brid die attachment procedures.

Integrated circuits in ceramic chip carriers can be
wire bonded using thermosonic gold ball bonding, alu-
minum ultrasonic wedge bonding, and gold thermal
compression bonding. Wire bonding chips in ceramic Figure 3 - Chip and wire bonds In the die cavity of a

154 chip carriers can present problems, depending on the reI- ceramic chip carrier.
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carrier. Paste solders (62% tin, 36% lead, and 2% silver to 20,000 g (centrifuge) and both sinusoidal and ran-
by weight, with a mildly activated rosin flux vehicle) dom vibrations at shake frequencies from 10 to 2000 Hz
were applied to the substrate by hand with a fine wire with amplitudes up to 21 g.
probe. The solder assemblies were reflowed in air at 205 Assemblies of carriers and printed wire boards

• ± 5°C without prewarming the assembly or drying the
solder paste. When cooled, the assemblies were cleaned and of carriers and ceramic circuit boards (thin film and
ultrasonically in AP20 for 20 ain, followed by 5 ain in thick film) have routinely survived the usual qualifica-
uasonlt y iethnol And for52 m , fnbolngtowe r tion tests outlined above. The most stringent test is

absolute methanol and 5 mn in boiling acetone. After thermal cycling as in the work of Settle. 6 Ceramic chip
being dried with nitrogen gas, the assemblies were carriers on printed wire boards have survived severalinspected for joint appearance, solder balls, and the hundred thermal cycles. In ceramic substrate combina-
complete removal of flux residues around and beneath
the carrier. Inspection techniques ranged from optical because of the much closer match in thermal expansionthe arrer.Insectin tchnque raned romoptcal tions, they have exhibited even greater reliability

microscopy using both conventional and transparent

substrates' to advance materials analysis techniques2  coefficients. Other factors influencing reliability in-

such as energy dispersive X ray, scanning Auger micro- clude carrier height above the substrate (125 to 150 um
probe, and secondary ion mass spectrometry. Solder appears to be optimal), ductility of the solder alloy, and

with all paste solders, range of amplitude of the thermal cycle. Large carriers
ball formation has been notedit e r (40 pins or more) in general fail after fewer ac-
e e p a dcumulated temperature cycles than do smaller carriers.

Solder pot pretinning has proven successful and
is preferred because of its ease of use and elimination of
solder balls. Joint appearance and performance (strong ACKNOWLEDGMENTS
and low resistance) are excellent when the ceramic chip The authors acknowledge all personnel who were
carriers and the substrates are fluxed separately, floated involved in the chip carrier program. The efforts of B.
on a solder bath, fluxed lightly, joined, and reflowed. R. Platte and G. S. Belt are especially appreciated.
(Large substrates and thick-film multiconductor-level
substrates are tinned by hand using the appropriate wire
solder and a small iron.) Soon vapor phase soldering REFERENCES

, techniques will be used to shorten assembly time, im-
prove throughput, and facilitate double-sided board 1 H. K. Charles, Jr., and B. M. Romenesko, "The Reflow Attachment

configurations. and Reliability Testing of Ceramic Chip Carriers," in Proc. 1981
International Reliability Physics Symposium, Orlando, Fla., p. 93 (7-

R9Apr 1981).
,Reliability tests include stabilization bake, "H. K. Charles, Jr., and B. M. Romenesko, "Ceramic Chip Carrier

S' thermal shock, temperature cycling, and vibration or Soldering, Cleaning and Reliability," in Proc. 32nd Electronic
Components Conf., San Diego, Calif., p. 369(10-12 May 1982).

centrifuge (depending on the size of the system 3 B. M. Hargis and D. J. Westervelt, "High Lead Count Packaging and
thermal shock testing consists of im- Interconnect Alternatives," Electron. Packag. Prod. (Sep 1981).

-omodule). Typical 4J. W. Balde and D. I. Amey, "Cere-tic Chip Carriers Are Easy to

mersing the substrate/carrier combination in hot Assemble and Disassemble," Electron. Des. News, 120 (Sep 1978).fS. Acello, "Mini-Pak - A Cost Effective Leadless Flat Pack," in Proc.
(100°C) fluorcarbon liquid (FC43) for a minimum of I Technical Program of the National Electronic Packaging and
myfoProduction Conf. (1977).bain, followed by a rapid transfer ( < 5 s) to a cold (0em 6R. E. Settle, Jr., "A New Family of Microelectronic Packages for
FC43 bath for I min, followed by a return to high tern- Avionics," Solid State Tech., 54 (Jun 1978).
perature. This cycle is repeated 10 times. The stabiliza..
tion bake test is usually 48 hours at 125°C for ceramic
substrate systems and at 100*C for printed wire boards.

"* , Temperature cycling runs are from -55 to + 125*C
(typically 10 times) with 6 min excursions and 30 min
holds at the extremes. Again, less extreme limits ( - 25
to + 100"C) are used for printed wire boards. Cen-
trifuge and vibration testing can include accelerations This work was supported by Independent R&D.
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NONDESTRUCTIVE PULL TESTING OF
HYBRID MICROELECTRONICS

H. K. Charles, Jr., G. D. Wagner, and B. M. Romenesko

The nondestructive pull testing of wire bonds in mined level at the time the test is performed. It does not
highly reliable microelectronic devices such as hybrids ensure against later bond strength degradation resulting
can be used to eliminate weak, poorly made wire bonds, from aluminum-gold intermetallic formation' and

* Because each wire in the hybrid is actually pulled, using subsequent voiding; fatigue produced by vibration,
a miniature hook, to some predetermined limit (which temperature, or power cycling2; and mechanical dam-

,a ensures that the bonds are strong enough but that they temeaue or poer cycling and manicla
"* will not be damaged during the test), many variables age caused by improper handling. The main difficulty

must be considered before such a test can be introduced with the test is to establish a pull force limit that will de-
routinely into the hybrid production process. termine if the bonds are strong enough but that will not

cause metallurgical damage during the test. In order to
minimize that possibility, no part of the wire loop ball
or heel must be stressed beyond its elastic limit. 2 Be-

BACKGROUND cause bonding wires are of many compositions, hard-

An extensive qualification program was under- nesses, and elongations and because wire bond strength
taken to introduce nondestructive pull testing (NDPT) (and hence its elastic limit) is affected by bond geome-into the hybrid microelectronics production process, try, the method of bonding, 3 and the placement of theint was mad eecrnbystheocion wkroces pulling hook, different NDPT criteria have to be estab-t. NDPT was made necessary by the occasional weak wire lihdfrecsytm
bond (primarily ball lifts) that appeared in otherwise lishedforeachsystem.
strong hybrid wire bond destructive pull populations. A The pull limit setting can be determined statisti-
typical pull strength distribution for representative hy- cally using the mean (X) and standard deviation (a) of a

" -- brids with thin-film gold substrate metallization is representative destructive pull test distribution. The
shown in Fig. 1. The weak bonds (occurring at a fre- normally distributed destructive pull control limit of X

* quency of I in every 100 to 200 bonds) result from ran- - 3a ensures that only 1 bond (normally distributed) in
dom causes such as bonding pad debris, surface metalli-
zation, wire defects, improper ball formation, ball-pad
misalignment, etc. Modern hybrids usually have more Mean 8.7 g (force) Low bonds 6 < 3 g (force)
than 100 bonds each; therefore, the probability of a Ma 27 < 5 g (force)
weak bond and a resultant hybrid failure could be quite 80 I I
high. The implementation of a controlled, repeatable
NDPT has only recently been made possible by the use
of a microprocessor-based wire bond pull tester. One
such instrument is the Unitek Micro Pull IV (Fig. 2). 60-
Once manually positioned over the wire to be pulled,
the instrument automatically performs either a destruc-
tive or a nondestructive wire bond pull test, displays the
results (or the NDPT limit) on a digital panel meter,
and outputs the data to a Hewlett Packard 97S 40.

r, calculator, which processes the data. The instrument
automatically detects NDPT wire bond failures (i.e.,
failures before the pull force reaches the preset limit) :1
that occur during the test, as well as excessive wire bond 20
loop heights, and records them.

DISCUSSION0
0 2.5 5.0 7.5 10.0 12.5 15.0

NDIT Rationale and Limits Pull strength, g (force)

Figure 1 - Histogram of post-burn-in wire bond pulls
The NDPT is designed to remove weak, poorly for hybrids with gold substrate metallizatlon (before the

156 made wire bonds with pull strengths below a predeter- Introduction of NOPT).
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various bond types and lengths, even though all the
bonds are strong. This effect has been discussed else-
where.6 A criterion based on a percentage of the lowest

. acceptable bond strength (e.g., 500e of a 3 g (force)
- minimum) for the 25.4 Am diameter gold wire seems

-more realistic, especially for a hybrid with a diversity of
bond types. APL has adopted a 1.5 g (force) NDPT
limit following a 24 h thermal aging at 125°C.

Qualification Program

Before the introduction of NDPT into the hybrid
production line, a qualification program was conducted
whose aim was not only to get NDPT on line as soon as

A i .. possible for the current hybrid-building program but
also to establish criteria and guidelines for the applica-
tion of NDPT to all future hybrid designs. The basic
program involved four phases.

Phase I consisted of a controlled evaluation of
the NDPT procedure on bare metallized substrates
(substrate-to-substrate bonds). The test sequence was
designed to evaluate several factors, including oper-
ation of the NDPT machine, the various pull criteria
(e.g., 2.0 g (force) with no bake versus 1.5 g (force) with
a 24 h thermal aging at 125°C in vacuum), and the in-
fluence of NDPT on destructive pull strengths before
and after burn-in. Other tests involved the repeated pur-
poseful stressing of wire bonds at higher limits to deter-

F .mine the maximum range for the 25.4 Am diameter gold
wire, thermosonically bonded hybrid wiring system.

Figure 2 - (a) Unltek Micro Pull IV wire bond pull tester Phase I was a repeat of Phase I evaluations for
and HP 97S Calculator Readout System. (b) Close-up chip-to-substrate bonds.
view of beam, rigid hook, horizontal platform, and hybrid

* under test. Phase Ill was an NDPT evaluation of represen-

tative hybrids from the current line. Its goal was to

740 will have a pull strength below that force. Typical screen empirically all the types of hybrids for NDPT
NDPT limits are set at 90% of that value, ~ ensuring suitability. Particular concern had arisen over package-that no bond within the normal distribution is stressed pin-to-substrate bonds; they have an extremely poor ge-past its elastic limit but that bonds with low, nonnor- ometry for placement of the NDPT rigid hook. Becausemal, or bimodal pull strengths are detected. Only bonds most of them were bonded redundantly, the need forthatli or bintal pullestens are detecte. O bond s NDPT was reduced, and in most cases only one bond
that lie in the interval between (X - 3a) and 0.9(X - was finally subjected to tije screening. In conjunction
3) may be stressed to some degree above their elastic wie the s creening c outs

, limits. The number of bonds that actually lie in this in- with the empirical testing, all existing circuit layouts
terval depends on the relationship of X and a. For were screened for NDPT suitability on the basis of mi-
example, if a = 0.25, only I bond in approximately imum geometric spacing. The initial criterion was two

2600 lies within this range; if a = 0. 15 , the number in- hook lengths plus a 50% safety margin or approximate-
cst ip x t 0. p ctlly 0.51 mm (20 mils). This criterion can be flexible,,..6: creases to I in approximately 1000. Typical controlled- dpnigo h pcfcdsgbt ngnrl ti e
geometry, destructive bond pull populations have depending on the specific design, but, ingeneral, itisre-
standard deviations within those limits. If the standard alistic, especially considering the results of Phase IV.
deviations drop below 0.15X, an NDPT criterion limit Phase IV involved the creation of special sub-
of 0.9(X - 4d) is recommended.5 Unfortunately, the strates with controlled-geometry bonding areas. Those
geometric influence on hybrid wire bond pull popula- substrates were used to determine the exact NDPT geo-
tions is not well controlled during the hybrid design metric limits and provided the needed inputs for future
phase, resulting in large standard deviations because of designs. 157
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RESULTS AND SUMMARY into the hybrid microelectronics production process. I-
NDPT was made necessary by the occasional weak wire %Following the evaluations, it was concluded that bond (primarily ball lifts) that appeared in otherwise

NDPT could be conducted successfully on most bondsiND ouybrid ie exndctd pueaplyfo a ost fw bods strong hybrid wire bond destructive pull populations. A
in our hybrid line except, perhaps, for a few hybrids typical pull strength distribution for representative hy-
and chip carriers whose low lid heights caused a brids with thin-film gold substrate metallization is
possible shorting condition. The tests confirmed that shown in Fig. 1. The weak bonds (occurring at a fre-
destructive bond pull strength was not influenced by quency of I in every 100 to 200 bonds) result from ran-
NDPT, at least at the 1.5 to 2.0 g (force) limit. To date, dom causes such as bonding pad debris, surface metalli-
NDPT has been performed on 100,000 bonds. Of those, zation, wire defects, improper ball formation, ball-padi~ ~ ~ ~2 fulny, hav failn and bonds ach; rewrefore thspobbiiteosas.
520 bondshavefailed andhavebeen reworked success- misalignment, etc. Modern hybrids usually have more
fully. NDPT has done much to eliminate the occasional than 100 bonds each; therefore, the probability of a
maverick bond that may be encountered in the hybrid weak bond and a resultant hybrid failure could be quite
wire bond pull distributions (e.g., Fig. I). Figure 3 pre- high. The implementation of a controlled, repeatable
sents a histogram of hybrid bond pulls with gold metal- NDPT has only recently been made possible by the use
lized substrates after the introduction of NDPT. of a microprocessor-based wire bond pull tester. One

such instrument is the Unitek Micro Pull IV (Fig. 2).
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VEHICLE-FOLLOWER CONTROLLER DESIGNS FOR
OFF-LINE AUTOMATED GUIDEWAY TRANSIT VEHICLES
H. Y. Chin

A state-constrained, vehicle-follower approach cern for the station egress maneuver but, because of the
has been used successfully to design longitudinal con- finite length of the egress ramp, safety must be ensured
trollers for vehicles operating off the main guideway of when the vehicle reenters the main guideway. This prob-
Automated Guideway Transit systems. These off-line lem presents a need for a station egress controller.
operations include station entry, queue shift maneu-
vers, and station egress. Precision Stop Controller

An ideal maneuver for station entry is to deceler-

BACKGROUND ate at service jerk and acceleration limits from the main
guideway speed and come to rest at a desired station

Much attention has been given to the use of location with a high degree of accuracy (typically L 15
Automated Guideway Transit (AGT) systems to im- cm). A straightforward application of the APL VF con-
prove public transit in congested urban areas. One AGT troller to station entry proved unsatisfactory because
concept uses fully automated vehicles on dedicated the finite bandwidth of the vehicle plant produces unac-
guideways operating at short (about 3 s) headways. The ceptable stopping errors and undesirable acceleration
vehicles leave the main guideway and enter stations to maneuver behavior. A precision stop controller design 2

permit the boarding and departure of passengers. Such was developed to correct these problems.
operations emphasize the problem of individual vehicle The precision stop controller generates an ac-

, ,spacing and velocity control. Tepeiinso otolrgnrtsa c
scg dec cnoceleration command to the station vehicles on the basis

Vehicle-following (VF) is one approach to the of the following error, e, calculation:
vehicle control problem. It uses the states of a preceding
vehicle to generate the velocity and spacing commands e = xr, - x - S(av),
for the immediately trailing vehicle. APL has success-
fully implemented VF for regulating vehicles on the where a, v, and x are the station vehicle's acceleration,
main guideway.I However, vehicle maneuvers that velocity, and position, respectively; xta, is the target
must be accomplished off the main guideway (off line) stopping location; and S(av) is a kinematic stopping
impose additional controller constraints. This article distance. When e > 0 (usually during the final phase of
presents work that extends the APL VF controller de- the station entry maneuver), a linear regulator scheme is
sign to off-line operations, used to provide a smooth deceleration profile to the

stopping point. The poles of the linear regulator were
JV chosen to give a sufficiently quick and damped

DISCUSSION response.

There are three major types of off-line vehicle The precision stop controller can also be used for
.- .maneuvers: station entry, in-station queue shifting, and shifting vehicles from one station position to another by

station egress. Station entry maneuvers involve divert- specifying the appropriate x,,. .
ing vehicles from the main guideway onto a ramp
leading into a station. The vehicles are then decelerated
from main guideway speeds to stop at a predetermined Station Egress Controller
location in the station. Once stopped, the vehicle may In a nominal station egress situation, a vehicle
be required to make one or several shifts to positions in initially is at rest at the beginning of the egress ramp.
various station queues. Eventually, it Must be reinserted An appropriate vehicle on the main guideway is desig-
into the main guideway by a station egress maneuver. nated the lead vehicle. The station vehicle accelerates at

To handle the off-line maneuvers, two controller service limits and attains an operational spacing behind
designs were developed. Both station entry and queue the lead vehicle when the main guideway speed isshifting maneuvers require a high degree of stopping ac- reached. A critical requirement for any station egress

curacy because of station door-alignment specifications controller is to prevent the station vehicle from entering
and size constraints. These constraints necessitate a pre- the main guideway ahead of the lead vehicle, despite
cision stop controller. Stopping accuracy is not a con- any unpredicted maneuvers of the lead vehicle. 159
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For headways greater than 3 s and egress ramp lead vehicle. At the same time, the egress assurance con-

lengths greater than the distance required to accelerate troller monitors the amount of egress ramp remaining

to main guideway speeds at service acceleration and and prevents the vehicle from entering the main guide-
jerk limits, the APL VF controller was found to be sat- way ahead of the lead vehicle. If necessary, the control-
isfactory. However, for shorter headways and/or ler stops the vehicle on the egress ramp to allow the lead
shorter egress ramp lengths, the controller must be vehicle to pass.
modified to ensure safe main guideway entry of the
vehicle.

3

The station egress controller developed for short 3.0 1 1 1 1 1 1 1 1
headways includes an egress initiator and an egress as-
surance controller. The egress initiator attempts to min- 2.0

imize the time to achieve a nominal spacing behind the
1.0

3.0 1 1 1 1 1 1 1 1 I I 6 0
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Time (s) Figure 2 - Station queue shift maneuver, one berth

160 Figure 1 - Station stop from main line velocity of 10 mis. shift (6 m).
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RESULTS 2

A digital simulation of the precision stop con- --
troller was constructed. For continuous state data, suc-
cessful station entry maneuvers were accomplished
from main guideway speeds as great as 10 m/s. Stop-

*ping errors were less than I cm. Typical vehicle respon-
ses for a station entry are shown in Fig. 1.

The introduction of sampling and delays into the1
simulation indicated that small sampling intervals were
necessary to maintain a smooth tapering deceleration
profile. Sampling rates and delays on the order of 0.02 s - 1
were the maximum tolerable levels to produce stopping E 10

errors of less than * 15 cm and still give satisfactory
deceleration responses. a 5-

Queue shift maneuvers were also investigated
with the precision stop controller simulation. The re-
sponse of a vehicle shifting from rest to the next queue 0
berth (a berth length is 6 m) is shown in Fig. 2. Accept- . O
able stopping errors and deceleration profiles again
were achieved. .

.0
Another digital simulation was constructed for 0

the station egress controller. The response of a vehicle " I -3

in a nominal station egress situation is shown in Fig. 3 300
for an assumed operating headway of 0.5 s and an eg-
ress ramp length of 65 m. The vehicle is seen to merge -- -Lead vehicle
smoothly behind a constant-speed lead vehicle. Other 200 - Eoressing vehicle
scenarios involving maneuvering lead vehicles and Eesigvhc

much shorter egress ramps also give satisfactory re- . 100-
sponges with the station egress controller.

0 Service jerk limit = 2.0 m/s3 -

0.0 Service acceleration limit = 1.5 m/s 2
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CONTROL SYSTEM FOR A MAGNETICALLY
SUSPENDED TRANSIT VEHICLE
S. J. Brown

A design evaluation and a simulation of a mag- Guideway
netic levitation and thrust control system for Auto-
mated Guideway Transit vehicles has been performed.
The analysis have suggested two design modifications, Rear Gap and
while the basic principles of the control approach have air gap.acceleration Forward Iron

essentially been verified air gap core
I , Vehicle

carriage
sSeonr

BACKGROUND sp i

Magnetic levitation and propulsion (Maglev)

technology has been considered for application to ur-

ban Automated Guideway Transit systems for a num-
ber of years. The projected advantages of the technolo-
gy include propulsion and bruk:ng independent of fric-
tion, low noise, improved reliability, improved ride
quality, and lower maintenance costs. The Boeing Figure 1 - The Maglev transit system.

* Aerospace Co. has undertaken a research and develop-
ment effort under Urban Mass Transportation Admin-
istration (UMTA) sponsorship to establish the viability
of the Maglev concept for urban transit. One Maglev generate lift and thrust and to provide pitch control
concept, initially developed by the Rohr Corp.,' uses through different fore-aft lift forces. (Mechanical
linear induction motors (LIM's) in a combined lift and guideway support is provided for startup and emergen-
propulsion system for low speed (40 mph) vehicles. cy conditions.)

As part of a continuing program to investigate The attractive magnetic levitation force, L, in-

automated transit control systems for UMTA, APL duced on the carriage may be approximated by
was asked to perform an independent evaluation of the
control system design for a suspended monorail vehicle 2
configuration, based on a previous Boeing controller L = KL' i = 1,2,3, (1)

g2design for a bottom-supported vehicle configuration. 2

where the l's are the instantaneous three-phase cur-
-- DISCUSSION rents, g is the air gap between the motor primary and

secondary (nominally 1/2 in.), and K. is the design-de-
The Syspendent constant of proportionality. 2.3 The propulsive
The Maglev System thrust induced on the carriage may be approximated by

The components of a top-suspended Maglev sys-
tem are shown in Fig. 1. The vehicle consists of a pro- T = (K, + K 2g) ( - K3 u) . (2)
pulsion and levitation system carriage and a passenger-
carrying cabin suspended by the carriage through a where K,, K, and K, are motor design coefficients, w
mechanical, ride-smoothing, and thrust-coupling sec- is the excitation frequency of the applied motor current

- ondary suspension system designed as part of this (all three phases), and u is the speed of the carriage
study. along the guideway. Lift and thrust forces acting on the

Three-phase alternating current passes through carriage are regulated (Eqs. 1 and 2) to match vehicle
two sets of LIM primary windings located in a fore-aft weight and desired thrust by varying the input voltage
configuration on the top of the carriage. The current (and thus the currents, I,) and frequency of the three-
produces a magnetic field that reacts with the LIM sec- phase excitation to the motor primaries. For steady-

' 162 ondary built into the bottom of the guideway (Fig. I) to state cruise conditions, w is set equal to K 3 u, where u,
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is the desired vehicle speed. During acceleration and excitation frequency determined by the acceleration and
deceleration, w is gradually varied to provide a smooth jerk limiting speed control profiler. When applied to the
ride. motor through solid-state inverters, the voltage com-

mands generated by the DCU are intended to produce
actual (rms) motor lift forces (Eq. 1) equal to the lift

Control System Concept force commands sent to the DCU by the ALS. The lift
Te m r cand thrust obtained from the LIM's also depend on thetractive Magev system is the maintenance of the actual vehicle speed and air gaps, as indicated by the

nominal fraction-of-an-inch air gap, g, between the feedback of those parameters in Fig. 2. Relatively high

carriage and the guideway, a problem made difficult frequency (about 200 Hz bandwidth) gap sensors thus

because Eq. I represents an unstable equilibrium with are required for proper DCU compensator operation.

respect to the air gap when lift equals vehicle weight.
The control system concept proposed by previous in- Design Evaluation
vestigators' 2 is shown in Fig. 2. The control system
components, described in detail in Ref. 4, consist of an A computer simulation of the Maglev system,
analog lift servo (ALS), a digital control unit (DCU), including detailed models of the secondary suspension,
and a speed command profiler. The ALS sends lift force ALS, DCU, and three-phase excited LIM's, was
commands to the front and rear motors in response to a developed as part of the evaluation effort. Initial runs
commanded gap; it also sends signals obtained from showed unstable system response to a step change in the
gap and vertical-acceleration sensors located on the top commanded air gap (Fig. 2), as was indicated by the
surface of the vehicle carriage (Figs. I and 2). This vertical acceleration responses of the carriage and cabin
control element was refined from previous designs by (Fig. 3). The effects of the secondary suspension are

', adapting it to a suspended vehicle configuration and by evidenced by the difference in response of the two
adding a pitch error integrator to eliminate carriage bodies. The instability, which was not present when the
pitch biases during vehicle acceleration. The design is simulation was exercised using an option that repre-
based on the ideal control path shown in Fig. 2 and was sented the ideal control path in Fig. 2, was traced to the
developed using classic control techniques, absence of a necessary gap sensor derivative term in the

original DCU logic. Inclusion of this term in a modified
'pThe lift force commands generated by the analog DCU design resulted in a stable response (Fig. 4).

lift servo are sent to the DCU, which is, from a control

system point of view, a nonlinear motor cancellation The simulation was also exercised to evaluate
compensator. The DCU generates three-phase motor controller performance during pitch disturbances and
voltage signals (based on the lift force commands) at an speed change commands over a 0 to 40 mph operating

Speed
prof i Ier

.Analog Digital Front and Beondr

r'lift control rearseodr

servounit IM'ssuspension.. , dynamics

Gap
sensors

Accelerationi

sensors

Figure 2 - The control system for Maglev. 163
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5.0- . range. Satisfactory results were obtained using the

Carriage modified DCU design. Finally, a limited evaluation of
--- Cabin such factors as wind gusts on the vehicle, gap sensor

2.5 -errors, and parameter mismatches between the DCU's
. ) and the actual LIM's was performed. Satisfactory

Sresults were obtained using the modified DCU design,0 /I Ialthough any parameter mismatch between the DCU
and physical reality tends to amplify periodic distur-
bances at the motor excitation frequency (Figs. 3 and

-2.5 4). The results of the analysis, along with suggested
Idesign modifications, have been provided to Boeing for

use in their ongoing Maglev developmental efforts.

0 0.2 0.4 0.6 0.8 1.0
Time (s REFERENCES

Figure 3 - Vehicle response to a step change in the ATm
commanded air gap (original DCU design). 1J. A. Ross, "ROMAG Transportation System," in Prc. IEEE 61.2pp. 6 7 20(M ay 1973). . .,

R. G. Rule and R. G. Gilliland, "Combined Magnetic Levitation and
Propulsion: The Mag-Transit Concept," IEEE Trans. Veh. Tech.
VT-29 (Feb 1980).

I 3
ER.Laithwaite, Induction Machines for Special Purposes, Newnes ,~London (1966).

4S. J. Brown, Analysis and Simulation of the Boeing Mag-TransitSJ

CaraeControl System, JHU/APL TPR 046 (to be published). .
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Figure 4 - Vehicle response to a step change in the This work was supported by the Urban Mass Transportation
commanded air gap (modified DCU design). Administration.
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INTRODUCTION

Fundamental research has been firmly established at APL for many years
as one of the Laboratory's principal missions, which include the application of
advanced science and technology to the enhancement of the security of the
United States and the pursuit of basic research to which the Laboratory's facili-
ties can make an especially favorable contribution. The incorporation of basic
research into the Laboratory's mission recognizes that such research will play a
vital role in future technological achievements and that it is needed to avoid insti-
tutional obsolescence.

Much of the basic research conducted at APL is done in the Research
Center, which was formally established in 1947. Its initial objectives, still valid
today, were to establish APL as a contributor to scientific knowledge, to develop
and provide fundamental understanding basic to fields of present and potential
interest to the Laboratory, and to enhance the professional competence of the
staff by serving as a doorway to science. Since its inception, the Research Center
has spawned new programs that are now carried out in other units of the Labora-
tory. Most notable are the Space Department and the Biomedical Research
Program.

Today, the Milton S. Eisenhower Research Center is comprised of 56
staff members organized into eight groups. Research is reported in the profes-
sional scientific literature; typically, 60 papers are published each year. The arti-
cles in this section describe some recent accomplishments in basic research by
staff members of the Research Center and of other Laboratory units.

The first article describes a family of organic semiconductors for which
the phenomenon of optical switching has been observed. Next, a report is pre-
sented on the development of a simplified flame theory-an outgrowth of the
Laboratory's long-standing interest in combustion problems. The third article
deals with the discovery of a new class of low-energy electron diffraction pat-
terns that have been shown to be sensitive to adsorbed gases and surface-layer
displacement. Then an article is presented on the optical monitoring of energy-
transfer processes accompanying the pulsed laser excitation of photosensitive
dyes in condensed media. Finally, the structure of amorphous metallic alloys is
discussed from the point of view of their magnetic hyperfine fields.

167 4"
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OPTICAL SWITCHING IN SEMICONDUCTOR
ORGANIC THIN FILMS

R. S. Potember, T. 0. Poebler, and R. C. Benson

A family of organic semiconductors that display 30 molecular percent.3 While the electric fields used to
unique optical and electronic properties has been re- induce this reversible topotactic redox reaction in the

, ported. Preliminary studies indicate that this class of copper and silver TCNQ family have so far been limited
organic semiconductor may be superior to inorganic to DC, pulsed, and AC fields, with frequencies up to ap-
materials presently used as optical storage systems or as proximately 500 MHz, it is obvious that higher frequen-
optically controlled solid-state devices for applications cy electric fields, including those at optical frequencies,
in optical communications or computers. These devices should also be effective in inducing such a redox
are much easier to fabricate, more reproducible in their reaction.
electrical and optical behavior, and less sensitive to
changes in ambient temperature and moisture than are
devices based on conventional materials. An experi-
mental research program has been undertaken to obtain DISCUSSION
a detailed understanding of the mechanism of conduc-
tion and switching in this class of organometallic semi- The effects of electric fields at optical frequen-
conductor. cies on thin organometallic films in this family of

organic semiconductors have been investigated recent-
ly. Switching between the two stable phases described in

BACKGROUND Eq. 1 has been observed as a result of exposure to
optical beams. These observations of switching have

Stable and reproducible field-induced switching been made by both Raman spectroscopy and by direct
between two stable resistance states in polycrystalline observation of the electrical properties of the organo-
organometallic semiconducting films has been metallic films.
reported. '-3 The effects have been observed in films ofcopper or silver complexed with the electron acceptors Semiconducting charge-transfer salts, such asr
coetraothsiecomle edwit the cron accptorso CuTCNQ, are grown as highly polycrystalline films
tetracyanoethylene (TCNE), tetracyanonapthoquinodi- directly on the metallic substrates by reacting neutral
methane (TNAP), tetracyanoquinodimethane (TCNQ),
and other derivatives of TCNQ. The switching in those TCNQ in acetonitrile solution with copper metal, as
materials is reversible and fast, with switching times of described previously.I For electrical measurements, a
mlerls ta s obervble n eltrwic switching t i f top metal electrode of aluminum or chromium was
less than 5 ns observable in elctrical switching experi- evaporated or sputtered directly on the organic film,
meats. On the basis of a series of experiments con- and contacts were made to the top metal electrode and
ducted to interpret the nature of the electrical switching the underlying metallic substrate. For the optical and
and memory effects, it has been postulated that a phase electro-optical experiments reported in this article, the
containing a complex salt involving neutral TCNQ top metal electrode was either omitted or prepared with
(ThCQO) is formed as a result of a field-induced redox

reaction. The film formed initially by the reaction of a thickness that permitted partial transmission of opti-
cal radiation.

the metallic substrate and a TCNQO/CH 3CN solution

was found to be Cu + TCNQ , and it appears that the Depending on the specific material involved, the
effect of the applied field is to induce the formation of a field strengths required to cause switching transitions
complex salt containing at least some neutral TCNQ: vary between 2 x 103 and 2 x 104 V/cm. Fields of this

h magnitude are easily obtained near focus in many laser
[Cu+(TCNQ)IF )) Cu + [ Cu+(TCNQ')I . beams of moderate power. CuTCNQ and AgTCNQ

specimens have been irradiated with the 488 and 458 nm+ (TCNQO), . ( lines from an argon ion laser, and the effects have been
observed both by Raman spectroscopy and by electrical
measurements made on specimens of the conventional

red, Auger, x-ray, photoelectron, and Raman spectros-
copy, have been applied to specimens from the Cu-
TCNQ family to validate the mechanism shown in Eq. Measurements have been reported on the Raman
1.4 In addition, the methods have allowed one to esti- spectra of TCNQ and of a number of simple TCNQ
mate that after switching from the high resistance to the salts.6"'1 Strong Raman bands are observed in those

16 low resistance states, TCNQ is present in the film up to materials (Fig. 1) for both TCNQ and a CuTCNQ film.
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case illustrated in Fig. Ic, the irradiance required to
%(' cause optical switching was approximately 600 W/cm 2.

Large changes in the Raman spectrum of an
irradiated film can be observed without any apparent
change in the macroscopic properties of the film in the
visible region. However, with intensified radiation,
lines or patterns can be observed being generated at the
surface of the film. The patterns are optically visible as
a result of the formation of macroscopic regions ofL 1 tneutral TCNQ. Millisecond exposures to a modulated7 u nlaser beam swept across the film surface are sufficient

FT 1 "' T-- to write this type of line.
(b) These optical effects can be observed in many

copper and silver TCNQ derivatives, which were re-
ported previously for the electrical switching. As in the
case of low-frequency electric fields, details of the
changes between stable states of the films vary ac-
cording to the materials. For example, changes in the
Raman spectrum of AgTCNQ are observed at lower op-

S , * ,----- tical field strengths than for CuTCNQ. Another major
difference is the appearance of a broad feature in the
1050 to 1800 cm - region of the Raman spectrum of
AgTCNQ at laser powers well above those required for
switching. That signal was not observed under similar
conditions for CuTCNQ or for neutral TCNQ.

Changes in the electrical resistance induced by
' optical fields also were measured in several films. A

L ,conventional AgTCNQ switching structure with a par-
a000 e 100) tially transparent aluminum top metal electrode was

Wavenumber (cm- 1) subjected to laser radiation at 488 nm, and the changes
Figure I - Raman bands. (a) Neutral TCNQ, (b) Cu- in the electrical resistance were measured. The film was
TCNQ film, and (c) CuTCNQ film after exposure to argon biased with a DC electric field of approximately 5 V
laser, across the aluminum/AgTCNQ/silver structure; the

AgTCNQ film thickness was approximately 5 ,m. The
Some Raman modes are strongly affected by the elec- DC field was adjusted so that the film remained in the
tronic structure of the TCNQ. For example, the TCNQ high resistance state just below the threshold for electri-
carbon-carbon stretch mode shows a frequency shift cal switching. Application of the argon laser beam
from approximately 1375 cm -I for the fully charged induced the film to change state rapidly to the low
transfer species to 1451 cm -I for the neutral species. It resistance state. Rapid cycling of the optical beam
is apparent from the Raman spectrum of the CuTCNQ caused the device to respond by switching rapidly
film (Fig. lb) that the film contains essentially no , between the high and low resistance states. When the
neutral TCNQ. The spectrum was observed using an optical beam was removed and the electrical bias was
incident beam intensity that does not perturb the reduced to zero, the film returned to its equilibrium
equilibrium state of the film. However, if the incident high resistance state. It is apparent that the irradiation
beam intensity is increased above a certain value, the of these films by optical fields can cause transitions that
Raman spectrum of the CuTCNQ film changes are observable by optical and electrical techniques.
dramatically. A typical spectrum is shown in Fig. Ic. It
is apparent that the system now contains a substantial
quantity of neutral TCNQ, as evidenced by the appear- SUMMARY
ance of the characteristic strong band at 1450 cm- . Be-
cause this effect depends directly on field strength, the It has been demonstrated that a laser beam can
actual power required to cause the switching between be used to induce both bistable optical and optoelec-
the two states depends on the beam size at the film sur- tronic switching in organic charge-transfer complexes.
face in the case of optical excitation. For the particular Furthermore, it has been shown that by choosing the 169
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appropriate donor-acceptor complex or by varying the 4R. S. Potember. T. 0. Poehler, D. 0. Cowan, A. N. Bloch, P. Brant,applied electric field intensity, it is possible to produce and F. L. Carter. Chemica Script 17, 219(1981).apidR. S. Potember, T. 0. Poehler, P. Brant, and R. C. Benson (un-

• ., both threshold and either permanent or erasable memo- published results). Aa 27A, 1735(1971).
ry functions. The unique properties of these films may 7A. Girlando and C. Pecile, Spectrochim. Acia 29A, 1859 (1973)
be used to construct optically controlled solid-state de- R. Bozio, A. Girlando, and C. Pecile, J. Chem. Soc. Faraday Trans. 271, 1237 (1975).
vices with potential applications in communications or 9 Chiand E. R. Nixon, Specirochim. Acta31A, 1739(1975).
data storage systems. 6L. Jeanaire and R. P. VanDuyne, J. Am. Chem. Soc. 93, 4029datastoage ystms.(1976).

"M. S. Khatkale and J. P. Devlin, J. Chem. Phys. 70, 1851 (1979).

REFERENCES

1 R. S. Potember, T. 0. Poehler, and D. 0. Cowan, Appl. Phys. Left.
34,405 (1979).2 R. S. Potember, T. 0. Poehler, A. Rappa, D. 0. Cowan, and A. N.
Bloch, J. Am. Chem. Soc. 102, 3659(1980).3 R. S. Potember, T. 0. Poehler, D. 0. Cowan, and A. N. Bloch, in This work was supported by the Office of Naval Research, the
Proc. NA TO Conference on Chemistry and Physics of One-
Dimensional Materials, L. Alcicer, ed., D. Reidel Publishing Co., Defense Advanced Research Projects Agency, and NAV-
Boston, pp. 419-428 (1980). SEASYSCOM.

l

J, A SIMPLE MODEL FOR FLAMES WITH4 COMPLEX CHEMISTRY

R. M. Fristrom

This report describes the development of aflame N. deHaas, D. Dembrow, P. Breisacher, R. Edmon-
theory that combines reliable predictions of the propa- son, S. Favin, G. Fristrom, R. Fristrom, E. Gayhart,
gation rate and structure of premixed laminar flames P. Rosen, W. Wilson, and R. Walker. The companion
with a simplicity that may allow its use as an engineer- engineering program was carried out by F. Billig,

A ing toolfor the modeling of engines and other complex G. Dugger, E. Franklin, R. Froelich, 1. Faro, F. Hill,
combustion systems. The work is an outgrowth of the G l. H. Faln, R. Rei, J. a, J. W ll,
long-term interest the Laboratory has had in combus- M. Hill, H. L. Olsen, R. Ray, J. Ray, J. Walker,

"a ', tionproblems. W. Shippen, J. Hardgrave, and their associates. This
%' was the backbone of the successful program that pro-

duced Terrier, Talos, and the T-Section missiles. On the

BACKGROUND fundamental research side, the results were equally
impressive. A result of that long-term program has been

Combustion is clearly a key ingredient in the several hundred papers on the fundamental aspects of
propulsion systems required for the guided missile pro- combustion, the Ramjet Technology series published
gram at APL. A strong intramural program in propul- internally by APL, Flame Structure by Fristrom and
sion was instituted and was actively supported by the Westenberg,' and over a dozen surveys of the state of
Research Center. Early studies resulted in the successful the art. The success was due to continuity of effort and
detection of radicals for the first time by mass spec- to dedication. The fundamental work was transferred
trometry by S. Foner and R. Hudson and the rocket in- to the Research Center on a reduced scale. Today, there
stability theories of F. McClure, R. W. Hart, and is a renewed interest in combustion problems, and the
J. Bird. In the Propulsion Group, significant contribu. Laboratory continues to make contributions in this

tA 170 tions were made by W. H. Avery, W. G. Berl, area.

.4¢



DISCUSSION of theoretical and experimental studies in combustion. .
The one-dimensional flame equations are an overdeter-

The theory of premixed laminar flames was put mined set of equations whose solution is a pseudo-
on a rigorous basis by Hirshfelder et al. 2 The flame Eigenvalue problem. This solution can be identified

equations are derived from the conservation laws for with the experimentally measured burning velocity, I
which theory indicates should be a unique function ofmass and energy and the continuity relations describing the initial conditions. This is borne out experimentally,the interaction of reaction, molecular diffusion, and and one can think of a flame as a thin reaction sheet

convection for each chemical species. One equation is
required for each spcies (reduced by the conservation propagating normal to itself. The system is so strongly

constraints). Fortunately, the problem can be reduced coupled that if it were possible to determine the reaction
to pseudo-one-dimensional form while still providing a course for any reactant (fuel or oxidizer) under flame 2
quantitative description for many common laboratory conditions, the rate would define the system burning

flames. However, the problem is still formidable be- velocity. This means that it is only necessary to solve

cause several hundred species may be involved in com- one of the species continuity equations, providing one is
mon flame systems and the simultaneous, so-called interested principally in the burning velocity, as is often
"stiff" differential equations interact strongly. With the case. In the past, the difficulty with this approach
modern computational capabilities, it is feasible to was that it involved the rate under flame conditions,
solve systems as complex as four-carbon hydrocarbon which depends on the detailed behavior of other reac-

*flames with air.3 More complex chemistries such as tants as well as the temperature distribution. These
those of interest in engineering practice are impractical conditions are not known a priori. However, sufficient
because of computational requirements and the lack of auxiliary information can be derived to allow quantita-
suitable parameters for species rates and transport. The tively significant estimates of the parameters. Thus, the
simplest engineering applications involve three-dimens- new approach divides the flame into zones, each of
ional, time-dependent turbulent flow with complex mix- which is dominated by a single or a few processes.
tures. The solution of the latter type of problem re- Boundaries are chosen so that composi-
quires thousands of calculations, severely limiting the tion/temperature conditions can be estimated using

use of the rigorous, fundamental approach. Simplified simple reliable transport and thermodynamic computa-
theories that reduce the chemistry to an overall global tions. The primary reaction zone is confined to a nar-

reaction have proven useful for aerodynamic simula- row region (both in space and temperature) (Fig. 1) that
tions, but the chemical information is lost and the can be suitably linearized using the boundary condi-
extrapolation of such empirical fits is suspect. tions. As a result, the problem is reduced from one of

coupled, stiff, simultaneous differential equations to
The new simplified model that has been develop- the solution of a set of simultaneous algebraic equa-

ed is based on the insight provided by the past 30 years tions.

1 Fuel attack
CH4 + OH = CH3 + H20 ---- Net radical production

- Radical generation - - Radical recombination
H+0 2 =OH + O H+OH + M- H20+ M etc.

-Transport Radical generation Equilibration- -.]

4Z

Distance from burner *.--.

- , -3-body recombination - - I

Figure 1 - The zones Ina methane flame. 171
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The remaining problem is the chemical one of es- 1 Assumes maximal velocity only
tablishing a reliable mechanism for one of the react- 2 Radicals limited by H + 0 2 + M, H + OH + M, and
ants. The flames of common interest involve reaction H + H + M
between fuel molecules composed of carbon, hydrogen, 3 Radicals limited by H + 0 2 + M, H + OH + M,
and oxygen with the oxygen of the air. The reactions of H + H + M, and CH 3 + 0
oxygen are of key importance for two reasons: (a) it is 4 Radicals limited by H + 0 2 + M, H + OH + M,

the common reactant in the flames, and (b) it is the H + H + M, CH3 + O, H + CO + M, and H + CH3 +M
principal source of the reactive atoms and radicals 60
whose generation is required for the flame to propa- 1 Experimental range 1
gate. The six parameters required to define the reaction : -
zone are the oxygen concentration, the hydrogen atom 40
concentration, the lower bound temperature (T,), the 4
upper bound temperature (T.), the reaction zone
thickness, and the burning velocity. The initial oxygen
concentration can be obtained from a diffusion com- 20
putation. The concentration of hydrogen (and oxygen) E
at the upper boundary can be obtained from a thermo-
dynamic partial equilibrium computation.4 The upper 0___ ,_,_, _ ,_,_,
temperature boundary can be obtained from the bal- 0.6 0.8 1.0 1.2 1.4 1.6
ance among radical production, radical recombination, Equivalence ratio = 

[CH 4 /0 2 ]/[CH4 /0 2 ] sto
and radical flux. The reaction zone thickness can be ob- F 2ttame frm te thrma coducton onsrain atthe igure 2 -Comparison of zonal theory computations
tained from the thermal conduction constraint at the with experimental results for the methane/air flame sys-

' lower boundary. The lower temperature boundary can tern (taken from Refs. 5 and 6).
be obtained from the maximal propagation constraint
because a flame is the most rapid process that can con-
nect the initial and final conditions. Peak concentra- o Calculated burning velocitytions of intermediate species can also be obtained using A Experimental burning velocity

partial equilibrium, providing the mechanisms of for- (Normalized to C3H8 ) (Ref. 7)
mation and destruction are identified and the rates 5 I I I I I
known. 01E-

E- 40 C2 1-6
The governing equations in the new model are all 1500 E

linear algebraic relations, and their solution has proven CH4  C3 H8  C 7 1H16  C1 0 H2 2  I-
to be much less laborious than the rigorous approach. Figure 3 - Comparison of theoretical and experimen-
The results appear to be versatile and perhaps more reli- tal burning velocities of flames of normal hydrocarbons
able than the rigorous approach because most of the with air under stolchiometric conditions (taken from Ref.
parameters are well known. By contrast, the rigorous 5).
approach requires the estimation of many transport and

* rate coefficients because they have not been measured ship is required, which can be obtained from thermal
or are poorly known. conduction relationships in the transport zone, from the

3linear temperature gradient assumption in the primary
It has been possible to predict the propagation.'.o jreaction zone, and from reaction time computations in, .,velocity for the methane/air system as a function of recinzeadforatonimcmpainsn

(Fig. and the normal the equilibration zone. The resulting profiles have beencomposition (Fig. 2) and the stoichiometric normal compared with experimental measurements in one case,
hydrocarbon/air flames (Fig. 3). The results are in and good agreement has been found (Tables i and 2 and

a. * agreement with experimental studies and the rigorous Fig. 4). The success of this approach suggests that it
computations.' it also has been possible to predict the might be used as the initial guess in an iterative rigorous
detailed microstructure because composition and tem-
perature in the primary zone are pure transport prob- solution of the flame equations.
lems, temperature gradients and composition are linear- This solution to the flame equations requires no
ized in the primary reaction zone, and temperature and arbitrary parameters - only rate, transport, and ther-
composition in the equilibration region are computed modynamic information from the literature are used.
from partial equilibrium relations. These results are Rate data have not been fitted, as is often done in so-
most conveniently displayed as a tempera- called rigorous treatments. However, it should be
ture/composition plot (Fig. 4). To transform to a com- pointed out that our choice of model and zone structure

172 position/distance plot, a temperature/distance relation- was made with full knowledge of the desired final re-
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- - -- Methane --- Carbon dioxide
Water Hydrogen fluoride

- -Carbon monoxide - -dT/dZ - -Oxygen

Transport Radical generation Radical equilibration
- -A ~~- zone~-.-j----- zone -a o -- zone -a

0.15 i

C

0

0 a

0.05

Temperature (K)

Figure 4 - Temperature/composit Ion profile of a methane-argon-oxygen-CF3 r flame (taken
from Ref. 5). The experimental points are from Ref. 8.

Table 1 - Comparison of experimental and calculated Table 2 - Comparison of theoretical and experimental
peak fuel Intermediate concentrations (mole fractions). ole fractions at the hot boundary of the radical produc-
(10 parts Cl-iO 20 parts 02, 69 parts Ar, 1 part CF3 Br tion zone.
pressure 0.0528 atm). Tboy Txeiebl

Cacltd xprneui 1997 K 1990 K
-I 1200KX 1450 :E50 K H 2.1 x10-1 1.3 x10-2

C4 1.25 x 10-2 2.5 x 10-2 .8xi1 .5x1-
Z#CH3 4 X10- 3  2.5 x 10-3 F 1.5 x: 10-' Not reported

CH 3x10 1 X0-3 Br 8.8 x 10-1 9X 10-3
OC2  3 04OH .9 x10-1 1.3 x10-2

CO 1.2 x 10 -2 6 x 10- 02 2.4 X 10-2 3.5 x 10 -2
CO5. x 10-7 6o reporte Br2  1 x 10- Not reported

HO24 1~ otreoredHF 2.8 x 10-2 3 x 10-2

Rfrne.HBr 3.5 x 10-4 1 X 10-4
*Reference 5. O .9 X 10-24x0

teree .HO 2  I x 10-1 Not reported
H20 13 x 10-2 15 x 10-2
CO2  6.1 X 10-2 6 x 10-2

suit. The quantitative agreement obtained, which is of Reference 5.
the order expected from the probable errors in the pa- eerne8
rameters, should be construed as an indication that the
approximations used in the model are proper.

The continuation of these studies will be directed
toward the application of these ideas to more complex 1R. M. Fristrom and A. A. Westenberg. Flaenue Struacture, McGraw-
combustion system with the hope that it will prove to 2 il Ne orkfd1%5, .F.Cadf..BidMkdaThoa17

%be a useful tool for modeling studies. o/~am nd iLpW, John Wiley. New York (1934).17
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3 j. Warnatz. Eighteenth Symposium on Combustion, the Combus- 'Basic Considerations in the Combustion of Hydrocarbon Fuels with
4 tion Institute, Pittsburgh, p. 369 (1981). 8 Air, NACA 1300 (1959).

if "R. M. Fristrom and S. Favin, "The Computation of Partial Equilib- 
8
J. Biordi, C. Lazzara, and J. Papp, Fifteenth Symposium on

rium in Flames" (in preparation). Combustion, the Combustion Institute, Pittsburgh, p. 917 (1975).5
R. M. Fristrom, "Chemical Factors in the Inhibition and Extinction
of CHO Flames." Meeting of the Western States Section of the

, Combustion Insititute, Los Angeles (1980).
,R. M. Fristrom, "Chemical Modeling of Combustion Systems,"

Plenary Lecture at the Meeting of the Eastern States Section of the
Combustion Institute, Pittsburgh (1981). This work was supported by Independent R&D.

DISCOVERY OF A NEW LOW-ENERGY ELECTRON
DIFFRACTION PHENOMENON

C. B. Bargeron, A. N. Jette, and B. H. Nail

A new low-energy electron diffraction pheno- tron, it has been known that crystals can act as a dif-
menon has been discovered and successfully explained, fraction grating for electrons. After this pioneering
The experimental method, called current image diffrac- work, interest in low-energy electron diffraction
tion, can be exploited to determine surface orientation (LEED) waned because the stringent requirement for
andsymmetry. The patterns have also been shown to be ultrahigh vacuum was not then attainable. With the ad-
sensitive to adsorbed gases and surface-layer displace- vent of ultrahigh vacuum technology and surface
ment. Theoretical considerations indicate that surface- preparation methods like ion bombardment in the early
layer displacement can be determined to 0.0005 nm,

which is a factor of four better than the sensitivity of 1960's, LEED was revived as a surface tool. In a con-

existing methods. ventional LEED experiment, the crystal is irradiated
with a stationary electron beam, and th; backscattered
electrons are displayed on a fluorescent screen. A
typical LEED pattern is a symmetrical arrangement of

BACKGROUND spots whose geometry immediately determines surface
structure and orientation and whose intensity, as

The study of processes occurring at solid sur- measured by a Faraday cup or photometer, contains in-
faces is relevant to a wide variety of Department of formation on the surface unit cell when correlated with
Defense and civilian applications. For example, missiles a theoretical calculation.
traveling through the atmosphere are subjected to a Recently, an interesting diffraction phenomenon
number of complicated mechanisms leading to corro-
sion and ablation. Knowledge of gas/surface interac- was discovered in the specimen current image of single
tions is essential for the understanding of catalytic pro- crystal metal surfaces. 2 In contrast to the conventional
cesses important to industry. A significant amount of LEED configuration, the experimental method used to
effort, frequently using electrons as a probe, has been observe the new phenomenon, called current image dif-
devoted to determining surface atom positions in order fraction (CID), uses a scanning electron beam that im-
to obtain a detailed knowledge of these surface interac- pacts the specimen at constantly changing azimuthal
tions. and polar angles. Consequently, in a CID pattern,

changes in contrast are the result of variations in the
Since the early days of the development of atom- total reflectivity of the crystal surface as a function of

ic theory and quantum mechanics when Davisson and incident beam angle. The problem can be approached
Germer' performed the first electron diffraction experi- theoretically by calculating the sum of all the reflected -

174 ment establishing the wave-particle duality of the elec- beams giving rise to the LEED pattern. 3
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DISCUSSION

Crystals of 99.9990 purity were prepared by a
mechanical polish and an electropolish before being
mounted in the apparatus where they were subjected to

1 annealing and further cleaning by bombardment of the Deflection angle
surfaces with argon ions. The crystals were subjected to v Tar
an analytical analysis by Auger spectroscopy and, in v Ta
most cases, showed no detectable traces of impurities. A gu ax' n seam

Figure I is a schematic of the apparatus. Low
energy electrons (0 < EP < 400 eV) scan the surface of Specimen current
the sample. At each point on the crystal surface, the
current adsorbed by the crystal is measured and dis-
played synchronously on a cathode ray tube; that is, the
incident direction of the primary beam is varied by de-
flecting the beam in a raster, and the current to the sam- Target front view
ple is presented in a rastered display. Some of the
resulting images from the (001) surface of aluminum Electron beam raster
(crystal planes are indexed by their Miller indices (hik))E b
are shown in Fig. 2 where light areas correspond to
regions of large sample current and dark areas to Figure 1 - Schematic diagram of the experimental
regions of high reflectivity of the incident electron apparatus.

' Figure 2 - CID patterns for the (001) face of aluminum. Primary beam energies are
relative to the sample. 175
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beam. The four-fold symmetry of this surface and its lishes the conditions for Bragg diffraction. When the
orientation are apparent in the patterns, scattering occurs from planes parallel to the surface, the

incident electrons satisfying the Bragg condition form a
In Figs. 2a and 2b, the light lines, corresponding circle when projected onto the surface. If the scattering

to regions of large sample current of absorbed elec- occurs from planes at right angles to the surface, the in-
trons, result from channeling of the electrons into the cident electrons satisfying the Bragg condition form a
crystal; in Figs. 2c and 2d, these lines become dark, in- line when projected onto the crystal surface. If the
dicating the high reflectivity of electrons. The changes planes are at an oblique angle to the surface, the pro-
are brought about by varying the energy of the incident jected circle on the surface plane appears elliptical. Be-
electron beam by just a few volts and indicate the sen- cause the incident polar angle of our apparatus is
sitivity of the patterns to the primary beam energy. restricted to - 18 by the scanning system, only small

The line positions are predicted by Bragg scatter- portions of these curves are imaged on the crystal sur-

ing from specific atomic planes (Fig. 3). The incident face in most cases.
beam of electrons, approximated by a plane wave, is in- The specific atomic planes that scatter the inci-
cident on a parallel set of planes not necessarily parallel dent electron beam can thus be identified from the cur-
to the crystal surface. Whenever the extra distance vature and energy dependence of the lines, as in Fig. 2.
traversed by the electron beam (given by 2d sin 9) is nX, When the images in Fig. 2 are compared with the simple "
constructive interference occurs, resulting in strong Bragg theory, the atomic planes responsible for the s"m"-

scattering of the electrons. Here, d is the atomic plane four-fold lines are identified as the I! 131 set. Moreover,
separation, 0 is the Bragg angle (angle between the inci- information on the size of the unit cell and the inner po-
dent beam and the plane), X is the wavelength of the in- tential (the energy of conduction electrons relative to
cident electrons, and n is an integer, the closed-shell ion cores) can be derived from the

As is apparent from Fig. 3, there is a cone of in- energy dependence of these lines. Since the source of
cident directions for the primary electron beam that can electrons in our apparatus is a heated tungsten filament,
satisfy the Bragg condition for scattering from a par- the incident electron beam has a distribution of energies
ticular atomic plane. The intersection of this cone with approximately a half volt about the "incident energy."
the Ewald sphere (whose radius is given by 2w/X) estab- This fact is responsible for the broadened features in

Bragg cones

pp

Projection of I- -
intersection of I k , k ''"

cone and Ewald
sphere on plane

Atomic planes d %

Figure 3 - Bragg scattering from atomic planes. The scalar form of the Bragg condition
Is 2d sin 0 = nk. The wave vectors k and k' have magnitude 2w/X, which Is also the radius

176 of the Ewald sphere. %
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the experimental images and restricts our accuracy in
determining the surface unit cell size, d. However, cal-
culations indicate that if an energy monochromator is 61 eV Al (001)
incorporated in our apparatus to reduce the breadth of
energy distribution of the incident electron beam, the
average planar separation of the layers parallel to the
surface can be determined to 0.0005 nm, a factor of
four better than with current methods.

The simple Bragg theory and diffraction pat-
terns give the size and shape of the unit cell, but to ob-
tain the contents of the unit cell and the bond distances
between adsorbed atoms and the substrate, the
reflectivity of the crystal surface caused by elastically([ C
scattered electrons must be computed as a function of
angle of incidence and compared with the correspond-
ing experimental CID patterns. The computations are
quite complex and will only be described briefly.4

The dominant mechanism is the scattering of
electrons by the ion cores. The phase shifts for scatter-
ing from a single ion core are first computed, and then
the ion cores are arranged in the periodic array of the
crystal and immersed in the constant complex optical
potential. The complex potential is due to the electron
gas of conduction electrons. The real part is the so-
called inner potential of the metal and is roughly equal %
to the Fermi energy plus the work function. The imagi-
nary part is due to inelastic collision with the electron
gas. It is the imaginary component that is responsible
for the attenuation of beam intensity within the crystal. P

The backscattered intensity of electrons is then calcu-
lated, including all multiple scattering events within an
atomic layer of ion cores and all forward interlayer
multiple scattering events between different layers. The
relatively weak backscattering is then treated as a per-
turbation.

In this manner, the total reflectivity of the (001) Figure 4 - Theoretical and experimental Images of the
surface of aluminum was computed as a function of az- (001) face of aluminum at 161 eV.

imuthal and polar angles. By means of computer imag-
ing methods, the theoretical image of Fig. 4a was pro-
duced; it reproduces the general features of the experi- REFERENCES
mental image in Fig. 4b at 161 eV. 3 It should be noted .eg
that theory neglects temperature effects and the width J. Davisson and L. H. Germer, "The Scattering of Electrons by a.Nickel Crystal," Phys. Rev. A 29, 908 (1927).

of the primary beam, thereby explaining the "smearing 2. H. Nail, A. N. Jette, and C. B. Bargeron, "Diffraction Patterns
in the Specimen-Current Image of a Single Crystal at Low Beamout" in the experimental picture of many of the sharp 3 Energies," Phys. Rev. Lett. 48. 882-885 (1982).

lines apparent in the theoretical image. 3A. N. Jette, B. H. Nail, and C. B. Bargeron. "Current image Dif-
fraction Patterns of Metal Single Crystal Surfaces," Phys. Rev. B 27.
700-714 (15 Jan 1983).

It is clear that much information can be ex- ' j. B. Pendry, Low Energy Electron Dtffiraction, Academic Press,
tracted from CID patterns, and work is proceeding on 5New York (1974).t h from oD uther, Fndor isancei en 5C. B. Bargeron, B. H. Nal, and A. N. Jette, "Oxygen Adsorption
developing the method further. For instance, it has been on the Aluminum (I 11) Surface by Low-Energy Current Image Dif-
established that CID patterns are sensitive to adsorbed fraction: A New Approach," Surf. &i. 120, L43-L486 (1982).
gases,' but much remains to be done. It is anticipated
that the CID method will prove to be an important tool
for surface analysis. This work was supported by Independent R&D. 77
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OPTICAL MONITORING OF ENERGY TRANSFER
PROCESSES ACCOMPANYING PULSED LASER
EXCITATION OF PHOTOSENSITIVE DYES IN
CONDENSED MEDIA

J. G. Parker and W. D. Stanbro

An electro-optical system of high sensitivity has T2

been developed to monitor remotely the energy transfer
processes accompanying pulsed laser excitation of
photosensitive dyes in condensed media. This system, in
combination with appropriate signal processing instru-
mentation, has provided a way to resolve the associated 430-500 nm
transient events both temporally and spectrally.
Specifically, the system has been used to monitor
simultaneously the deactivation rate of the dye triplet S1
state by ambient dissolved molecular oxygen (which
leads to the formation of singlet oxygen) as well as the Tj
subsequent quenching of the resultant singlet oxygen by
the solvent. The unique identification of the singlet 102
oxygen product is provided by recording its emission 532 nm 600-700 nm
spectrum centered in a narrow range around 1.27 jm.

BACKGROUND 0 302

Investigation of the nature and properties of Figure 1 - Laser excitation of singlet oxygen in solu-

singlet molecular oxygen formed in solution has be- tion. The dissolved dye molecule absorbs Incident laser
light at 532 nm and is elevated from ground singlet

come an extremely important area of photochemistry state, So, to excited singlet, S1. Deactivation of S1 oc-
and photobiology,' encompassing a wide range of ap- curs mainly in two ways: (a) a direct return to So with
plications from bioluminescence to photochemothera- emission of the energy difference in the form of visible
py. However, research in the past suffered from two light (fluorescence), and (b) an intramolecular process

main limitations: (a) an inability to correlate the that converts S1 to the lowest triplet state, T1. For
photoactive dye molecules, route (b) Is more probable

transient behavior of the dye triplet state with that of than (a). Energy residing in T1 is then transferred to
the singlet oxygen product, and (b) the inadequacies of ground triplet state oxygen, 302, in an Intermolecular
chemical indicators that are used to monitor singlet spin-conserving process whereby the oxygen is raised
oxygen production, particularly problems with their to the singlet molecular 102 state with the simultane-

ous transition T1 - So, mainly because solvent quen-
_ solubility. The eletro-optical tehniques developed ching of T, Is Ineffective as a result of the absence of

represent a substantially improved capability on both triplet ground states.
- counts and are expected to be particularly useful in the

investigation of photodamage in heterogeneous cellular
systems. Remote optical monitoring has been used in ation of singlet molecular oxygen, '02, according to the

.0 two important cases, to be discussed in the following intermolecular spin conserving interaction:
section; the first involves physical quenching only (i.e.,
no oxygen consumption), and the second is one in T, + 3O 2 - SO + '0 2 , (I)
which oxygen is consumed.

where 3 02 represents oxygen in its ground triplet
electronic state. De-excitation of the '02 thus formed

DISCUSSION occurs mainly through collisional interaction with the
solvent molecules. This interaction primarily involves

The experimental approach used in this research conversion of the electronic energy of the '02 to vibra-
involves laser excitation of the dye from the ground tional energy of the solvent molecules. The vibrational
singlet, So , to the first excited singlet, S, as indicated in energy is then rapidly converted to translational energy,

a IN Fig. 1. The dye triplet, TI, is formed rapidly during the i.e., heat. However, a few collisions of '02 with the
178 10 ns duration of the laser pulse with subsequent gener- solvent molecules, M, result in a radiative deactivation
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10 2 +M- 3 0 2 +M+hvE, (2) T' +hvP-T 2 , (3)

where hPE is the energy of the emitted photon. The where P, is the probe-beam frequency corresponding to
frequency of the emitted radiation, PE, corresponds to a wavelength X!,. This wavelength was selected to be in a
wavelength of approximately 1.27 pin, lying in the near region of the spectrum outside the region of strong sing-
infrared, let absorption in order to minimize effects associated

with depletion of the dye ground state. Experimental
Detection of this infrared emission is accomp- details are shown on the left side of Fig. 2.

lished by means of suitable optical filtering and lensing
combined with the use of commercially available solid- The first important application of this ex-
state photodiodes. An overall schematic view of the perimental system was to resolve an important con-
experimental apparatus is shown in Fig. 2. Measure- troversy regarding the lifetime of 1O in protiated
ment of the transient dye triplet population, T, in- acetone as opposed to that for the deuterated species.
volves an active approach based on triplet-triplet ab- Existing experimental data2 indicated that the decay
sorption, i.e., times in both solvents were the same, in contrast to the

Signal

instrumentation

Photomultiplier I RPDL

Filters L4

Aperture~Minimate

filters Quanta Ray
~CuSO 4

rermination L2, filter
1 XlIcm
cuvette

Spex
Minimate

500 nmn blaze

=' L3j Chopper

Figure 2 - Two-channel optical system used to monitor singlet oxygen emission
and dye triplet state concentration. Weak Infrared radiation at 1.27 #m emitted by the
sample In the cuvette on the right side enters the spectrometer through Infrared
bandpass filters to eliminate scattered laser light. The signal emerging from the
spectrometer Is focused on the Infrared photodiode (IRPD), and the resultant electri-
cal signal Is fed to signal processing Instrumentation. The dye triplet state is moni-
tored by the arrangement on the left side. The output of a high pressure Hg-Xe lamp
Is passed through a monochromator to yield the desired wavelength. The emerging
beam Is focused onto the sample In the left cuvette and finally through an aperture
and suitable optical filters Into a photomultiplier tube. The wavelength of the analyz-
Ing beam Is selected so that negligible absorption resulting from the dye singlet
takes place whereas absorption In the triplet state Is large. The transient photomulti-
plier output corresponds to a decrease In transmitted light resulting from excitation
of the absorbing triplet state. 179
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usual experience in which the effect of deuteration is to state, 302, is essentially inert. The disappearance of
decrease substantially the rate of solvent quenching. free oxygen thus would tend to reduce 10 2 emission sig-
However, the singular behavior of acetone in this nificantly, rendering this mode of monitoring ineffec-
regard was predicted on the basis of a widely accepted tive. On the other hand, a reduction in ambient oxygen
theory3 ; as a matter of fact, agreement in this particular concentration tends to increase the triplet lifetime
case was taken to provide key support for this theory. because solvent quenching is relatively ineffective.
An important limitation was that the datait had been An example of this behavior was encountered in
obtained through the use of chemical indicators that
were known in other instances to cause difficulties in are oas urem en of the r t meof
data analysis and interpretation. Highlighting this diffi- free base hematoporphyrin in a cell growth medium
culty, recent experimental data" in which the relative containing 10% fetal calf serum.8 A medium of thisquenching rates were measured using an improved type can be loosely considered to represent a "typical"echng that required less indicator concentration physiological environment. The measurements exhibit-
technique ted a steady increase in the triplet decay time with in-
suggested that the quenching rate in deuterated acetone creasing exposure to the incident laser radiation, from
was substantially smaller. an initial value of several microseconds (characteristic

The controversy was resolved by measurements of an aqueous environment) to times ultimately ap-
carried out using the optical monitoring system des- proaching I ms. Interpretation of these results leads to
cribed above,5 which permitted absolute quenching the conclusion that, in the proximity of the dye
rates to be determined. Analysis of the resulting data molecules, after 30, is excited to the '02 state, it is
yielded a time constant of 65 gs for acetone and 840 jus consumed through chemical reaction at a rate faster
for the deuterated sample. In addition, the spectral than it can be resupplied through diffusion, ultimately
variation of the emission was determined (Fig. 3), leading to anaerobic conditions and thus increased
clearly establishing the emitting source as '02. This triplet lifetimes.
result has been confirmed independently by other in- This conclusion suggests that oxygen depletion
vestigators6. using similar techniques. may be an important factor in photosensitization pro-

In the case of acetone, deactivation processes cesses in biological systems, particularly in regard to
involving '02 were entirely physical; i.e., the ultimate dosimetry.
fate of the electronic energy was conversion to heat.
However, in certain cases the energy characterizing the
formation of 102 (i.e., I eV) is sufficient to bring about REFERENCES
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Figure 3- The spectral variation of singlet oxygen
5emission for a sample containing free-base hematopor-

phyrin In acetone. A germanium photodlode was used In
conjunction with an amplifier coupled to a boxcar Inte-
grator. The output was documented by means of a strip-

10 chart recorder. This work was supported by Indirectly Funded R&D.
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THE STRUCTURE OF AMORPHOUS IRON-BORON ALLOYS
FROM THE ANALYSIS OF MAGNETIC HYPERFINE FIELDS

N.A. Munsmad K. MoorJiai

Amorphous metallic alloys are of considerable an understanding of the physical behavior of the alloys,
current interest because of their useful, and in many we will deal primarily with the results of the MOssbauer
cases unique, combination of mechanical, electrical, spectroscopy work that explains their atomic structure.
and magnetic qualities. Mssbauer spectroscopy to- •
gether with other experimental and theoretical methods
were used to analyze the microscopic structure and DISCUSSION
magnetic properties of several prototypical binary al-
loys containing iron and boron. This information is im- Since the chemical orderings in crystalline FeB,
portant for predicting the behavior and suggesting the Fe2 B, and Fe3 B differ from one another, as do their
composition of new amorphous alloys that possess use- Mssbauer spectra, we chose initially to investigate theful technological characteristics. Msbnrseta ecoeiiilyt netgt h

effects of disorder in amorphous FexB IoOx around the

concentration ranges of the stoichiometric compounds.
Earlier studies of the melt-quenched alloys in the
concentration range of x between 72 and 86 showed that

BACKGROUND the chemical short-range order for x = 75 is similar to
that in crystalline Fe 3 B. Details of sample preparation,

Research on amorphous metallic alloys has characterization, and MOssbauer techniques are pre-
shown that this new class of material is endowed with santerin , and 3. t-r

unusual and potentially useful metallurgical, mechani- .
cal, and magnetic properties, ranging from substitutes Samples prepared by sputtering Fe2B were
for scarce and strategic materials to novel applications shown by SIMS to be homogeneous to better than 0.5%
in electromagnetic machinery and electronic devices, and to have a composition very close to that of Fe7, B29.
The key to fabricating these materials lies in their rapid A comparison of the room-temperature MOssbauer
solidification, either from the melt at a cooling rate spectrum of one sample and the spectrum of Fe 2 B
greater than about 105 deg/s or from the vapor phase, powder is shown in Figs. la and lb. Qualitatively, the 4
where solidification is virtually instantaneous. The spectra are similar except for three prominent features
possibility of tailoring the structure and composition, that characterize the MOssbauer spectra of nearly all the
and hence the behavior, of these amorphous alloys ferromagnetic amorphous films: (a) the six spectral
offers an enormous advantage over stoichiometric lines are greatly broadened in the amorphous alloy, (b)
crystalline solids. The details of such tailoring depend the intensities of the second and fifth lines of the
crucially on a number of fundamental concepts, such as amorphous film are quite different from those of the
the nature of bonding and the degree of local atomic crystalline powder, and (c) the amorphous film spec-
order; these, in turn, affect the electronic band trum is noticeably asymmetric. The broadened lines
structure and therefore the physical properties. reflect a distribution of hyperfine fields, and the line

intensity ratios indicate that the iron magnetic moments
The work described here deals with understand- in the amorphous alloy lie close to the plane of the

Ing disorder-induced changes in the structural and substrate. In the (randomly oriented) powder, the line
ma c characteristics of amorphous alloys. Thereti- intensities are close to the theoretical ratio (3:2: 1). One
cal modeling has included the evolution and behavior of can fit the spectrum according to a model in which the '.
ferromagnetism in disordered binary alloys and the magnetic hyperfine field is described by a distribution
changes in the magnetic ground state when competing P(H), as distinct from a fixed value of H for the stoi-
exchange interactions are present.I The alloys studied chiometric compounds. Figure Ic shows the hyperfine
experimentally were binary iron-boron films prepared magnetic field distribution for the amorphous alloy, a-
by argon-ion sputtering from mixtures of the elements Fe7, B29; the vertical lines index the (discrete) values of
or from mixtures of the elements with the simple the hyperfine field for ferromagnetic iron and for the
stoichiometric compounds FeB and Fe2B. The alloys, in three compounds of Fe and B.
the form of thin (1 to 5 pm thick) films, were examined
by x-ray diffraction, secondary-ion mass spectrometry The room temperature Mossbauer spectra of
(SIMS), magnetic resonance, and M~ssbauer spec- a-Fe7, B29 are not greatly different from those of its
troscopy. While all the experimental techniques are crystalline near-counterpart, Fe2B, and are similar to
important and complement one another in elucidating those for melt-quenched Fe 7, Bz,. The hyperfine field 181
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Figure 1 - Comparison of spectra of (a) Fe2 B polycry-
stalline powder and (b)a-Fe7l B29 sputtered film, both at

* room temperature. (c) P(H), hyperfine magnetic field
distribution of spectrum (b). I mm/s = 4.8 x 10- eV. peaks: one at around 40 kOe and another near 120 kOe

(Fig. 2c). The lower field peak can be shown to
represent Fe atoms in a nonmagnetic environment,

distribution, which depends on the configurations of while the higher field peak corresponds to Fe atoms in a
neighboring magnetic atoms, is centered at a value near ferromagnetic state.
the Fe2B hyperfine field and is rather symmetrically The Fe atoms in crystalline FeB experience a
distributed about that value. This observation is in
ceFwunique environment with a saturation (i.e., low tem-
contrast to results with a-FeB (see below) and points perature) magnetic hyperfine field of 131 kOe; in order~toward the existence of a similar chemical short-range to explain the observed distribution of magnetic

order in both crystalline and amorphous samples with a tr i
€ompoition in the vicinity of Fe2 B. hyperfine fields in the amorphous Fe53 B47 alloy, one
c pt must conclude that a large number of Fe atom en-

Samples in a range around FesoB5o were pre- vironments are significantly different from those in
pared by sputtering FeB and FeB plus B. Uniform films crystalline FeB. This result is in contrast to the in-
were produced with compositions between Fe40B60 and terpretation of experiments on a-Fe7 , B2, or on liquid-
FeS3B47 , as measured by SIMS. Figures 2a and 2b quenched alloys with compositions in the vicinity of
compare the room-temperature spectrum of Fe 3 B47  Fe75 B25 , where the local chemical order is believed to be

4 with the spectrum of crystalline powder FeB. Unlike similar to Fe2B or Fe3 B. Experiments were also per-
Fe2B, where the amorphous sample spectrum is a formed at temperatures other than room temperature
broadened version of its crystalline counterpart, (from 10 to 600 K) and in external magnetic fields up to
a-Fe,3 B47 is quite different from crystalline FeB. In this 80 kOe in order to elucidate the nature of the non-

182 case, the P(H) distribution is characterized by two magnetic Fe sites.'
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In addition to yielding relevant magnetic param- REFERENCES
eters for the alloys, Mossbauer studies have thrown
light on their structure. Although the chemical short- 1 K. Moorjani, S. K. Ghatak, K. V. Rao, B. Kramer. and H. S. Chen,

"Spin Glass - Paramagnetic Phase Boundary in Amorphousrange order in metallic glasses has been demonstrated to , Magnetic Alloys," J. Phys. Paris Colloquia Cl, 718 (1980).
be similar to that in corresponding crystalline alloys, 2N. A. Blum, K. Moorjani, T. 0. Poehler, and F. G. Satkiewicz, "Hy-prine Field Distributions in Ferromagnetic Amorphous Fex~i- x  .our results indicate this to be true only for iron con- per ine Fils, tribul.ons in FroaecAmpus
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centrations greater than about 70 atomic percent. For 3N. A. Blum, K. Moorjani, T. 0. Poehler, and F. G. Satkiewicz,

"MOssbauer Investigation of Sputtered Ferromagnetic Amorphous
alloys near 50% Fe, the chemical short-range order is 4 FexB 1  Films" J. App. Pkys. 53,2074 (1982).
significantly different from that in crystalline FeB for 4N. A. 1um, "MOssbauer Study of Magnetism in an Amorphous

Fe4oB60 Sputtered Film," J. Appl. Phys. 53,7747 (1982).
about 30% of the Fe sites. Such alloys also possess a
magnetic ground state that is different from the
ferromagnetic state of crystalline FeB. 4 An un-
derstanding of the modifications of chemical and
magnetic short-range order would be extremely
valuable for tailoring the various useful properties of This work was supported by the U.S. Army Research Office
these materials, and Independent R&D.
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1. Aid Control and Monitor System
2. Arteriosclerosis
3. Automated Guideway Transit Systems

4. Autopilot Aerodynamic Requiriments
5. Autopilot Model
6. Ceramic Chip Carrier
7. Computer Fault Detectors

8. Corneal Studies
9. Electromagnetic Propagation Simulation

10. Electron Diffraction
11. Flame Chemistry
12. Geothermal Energy
13. Graphite Ablation
14. Handicapped Aids
15. Rarpoon Model
16. Hospital Information System
17. hydrodynamic Computational Facility
18. Implantable Medication System
19. Iron-Boron Alloys
20. Laplace Differential Equations
21. Laser Escitation of Dyes
22. Microelectronics Pull Testing
23. Microwave Corneal Effects
24. Ocean Heat Flux Measurements
25. Oceanographic Fluorometer
26. Oceanographic Measurements
27. Pershing II
28. Radar Environment Simulator
29. Radar Target Detection
30. Radioisotope Heater Unit
31. Robotic Arm
32. Satellite Missile Tracking
33. Search and Rescue Satellite
34. Semiconductor Optical Switching

35. Ship Classification
36. SMITE
37A. Standard Missile
37B. Switch-tube Modulator
38. Terrier Simulation

39. Towed Sensor Arrays
40. Trident II
41. UNITAS XXII Communications

42. VIKING Magnetometer
43. War Game Software
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